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OPERATING PROCEDUR E FOR 10 05 ASSEMBLY 

Machine Set up 

Printer - Small Stock pape 
Punch - Blank 5081s 

Processor - 1005 Control Panel 

Pass #1 * 

1. Alteration Switch #1 on 

2. Place 1005 assembly Deck followed by Source Deck in 
Processor. 

3. Press start, Clear, Feed and Run (1005 will load assembly 
Deck and Halt with Ind 1 on). 

4. Turn off Alteration Switch #1 and Press Run 
(1005 will now punch cards for Pass #2) 

5. When Processor stops (Reader hopper Empty) Press Run 
then Stop . 

6. Hold Source deck for Programmer. 

*Pass #2 

1. Remove cards from punch. 

2. Place 1005 assembly Deck followed by cards (Pass 2, step 1) 
in Processor. 

3. Press Start clear feed and Run (1005 will punch out cards 
for Pass #3 and print out listing of Pass #2) 

4. When processor halts (Reader hopper empty) 

Press Run then Step . 

5. Seperate Assembly deck from Pass #2 cards and discard 
Pass #2 cards. 

*Pass #3 Final Pass 

1. Remove Cards from punch. 

2. Place 1005 assembly deck, followed by cards removed 
from punch, in Reader from Step 1 pass #3. 

3. Press clear Start Feed and Run. (1005 will now punch 
out Final object deck and print out of program). 

4. When processor halts press Run then Stop . 
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*Pass #3 Final Pass (Continued) 

5. Seperate Assembly deck from Pass #3 deck. 

6. Discard cards used to punch out pass #3. 

7. Remove cards from punch. 

8. Put Run # on first card of assembled program deck. 

9. Return source. Final object deck and listing to 
programmer. 

*If machine jams, check light on punch stops processor or any 
other reason machine halt's during pass #2 or #3, that pass 
must be restarted with a RESTART CARD in Front of Assembly 
deck. There is one Restart Pass 2 card and one Restart Pass 3 
card. If Restart Pass 2 card is used Remove it before starting 
Pass 3. 
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INTRODUCTION TO THE UN I VAC 1005 


AND INTERNALLY STORED PROGRAMING 

1.0 The UNIVAC 1005 is classified as a general purpose, stored program, 

digital computer. The main store consists of either two or four banks 
of core memory with 1024 locations per bank. In addition to providing 
storage for instructions and data, two types of Special Registers are 
provided in core memory to control the operation of the UNIVAC 1005. 
The special registers are addressable and in some cases can be used 
as additional data storage. 

1.1 ADDRESSING TECHNIQUE 

Each bank of core memory consists of a 32 row by 32 column 
matrix of 6-bit memory locations. Each location is addressed by 
specifying its Row and Column coordinates. For example; the 
first memory location has an address of Row 1, Column 1; the 
last memory location has an address of Row 32, Column 32 # These 
address designations are abbreviated to R1/C1 and R32/C32. 

In order to store the address of a single location in 
memory, the six bits of two adjacent memory locations are required. 
Five of the six bits of the left-hand location are used to specify 
the Row coordinate, and five of the six bits of the right-hand 
location are used to specify the Column coordinate. A combination 
of the sixth bits of both locations is used to specify which of 
the four possible banks of memory is involved. 



The UN I VAC 1005 utilizes a special 5-bit concept which operates on 
a logical rather than a binary arithmetic basis. Special combinations 
of these five bits are employed for the values 1 to 31 used as row 
or column coordinates. These 5-bit combinations, plus the sixth 
bit required for bank designation, correspond to the 64 characters of 
the UNIVAC 1005. Thus, the address of any location in any bank of 
core memory can be specified by the proper selection of two of these 
6-bit characters. 

The foregoing description indicates the similarity and compatibility 
of the memory of the UNIVAC 1005 and the UNIVAC 1004. 


For the purpose of stored-programming, the main store of the UNIVAC 
1005 should be considered as 1922 (or 3844) consecutively numbered, 
decimally addressed memory locations enclusive of the Special Registers 
and Column 32 of card row. The physical arrangement of main store 
is then no longer a concern of the programmer. Using this method, 
the main store of the UNIVAC 1005 takes on the following appearance: 

Banks 1 and 2 


BANKS 1 and 2 



a 



BANKS 3 and 4 



Decimal addressing would then produce the following facility 
for programming: 

Decimal Adr. 


First location of Read Input Storage (Card Col. 1) 1 
Last location of Read Input Storage (Card Col. 80) 80 
First location of Print Storage (Print Pos. 1) 161 
Last location of Print Storage (Print Pos. 132) 292 
First location of Punch Storage (Card Col. 1) 293 
Last location of Punch Storage (Card Col. 80) 372 


Since Print Position 1 is located at address 161, Print Position 
23, for example, is located 22 positions away at address 183. 

This same convenience is extened to the addressing of the programmers 
data areas as well as to the other reserved areas of Input Output 
storage. A complete description of decimal addressing as provided 
by the UNIVAC 1005 Assembly System appears in Section _ of 


this manual. 



1.2 BASIC LOGIC AND FORMAT 

The UNIVAC 1005 operates on a basic two address instruction logic. 

A UNIVAC 1005 instruction contains the address of two pieces of 
information called Operands, and an operation code for the process 
to be performed with these Operands. The Operands are defined by 
specifying the address of the most significant location 
(abbreviated MSL), or the address of the least significant 
location (abbreviated LSL), or both, depending on the operation 
to be performed. Operations are specified by a one character code. 


The majority of the UNIVAC 1005 instructions require seven character 


locations in the following format: 


OP 

A 

_B__ 

C 


OP i 


is 


a single character which specifies the operation to be performed. 

A is the two character address of the location of either the MSL or 
the LSL of Operand 1. B is the two character address of the 
location of the MSL of Operand 2. C is the two character address 
of the location of the LSL of Operand 2. 



Instructions are executed in ascending (LSL to MSL) or descending 
(MSL to LSL) mode. If the operat ion is performed in ascending 
• mode, the A portion specifies the LSL of Operand 1. If the 
operation is performed in descending mode, the A portion specifies 
the MSL of Operand 1. The use of UN I VAC 1005 character codes to 
specify operation codes and addresses is called absolute coding 
or machine coding. A table of these codes and their equivalents is 

shown in Appendix _. As will be explained in succeeding sections 

of this manual, the UNI VAC 1005 Assembly System provides a 
convenient method of specifying these codes. The output of the 
Assembler processing is a deck of punched cards containing 
instructions in machine code. These cards are read by the UN I VAC 
1005 and the instructions stored in core memory under the control 
of a Load program which is provided for the UNIVAC 1005. The Load 
program is initiated by a special header card which is placed in 
the front of the instruction cards. 

. 3 CONTROL SECT I ON OPER AT I ON 

After the program has been loaded, operation of the UNIVAC 1005 
proceeds under the control of the Instruction Control Counter(ICC). 
The ICC is one of the Special Registers located in core memory. 

The ICC is a two character register which contains the address 
of the MSL of the instruction to be performed next by the UNIVAC 
1005. As each instruction is accessed for execution, the contents 
of the ICC are incremented by the number of characters in the 
instruction—usually seven. This increment is first added to 
the right hand character of the ICC, the Column address portion. 


When the Column count passes 31, an increment of one is added 

to the Row address portion of the ICC, and the Column portion 

is returned to 1. Memory Bank specification is also advanced as 

the Column count passes 31. Thus the access and execution of 

instructions proceeds in a sequential manner. Instructions are 

provided to vary this sequential operation when required. ^ 0W ^ 
and Column 32 addresses are not included in the sequential advance of the 
As each instruction is accessed, according to the address in 

the ICC, it is transferred to the Instruction Register (IR). 

The IR is a seven character Special Register which is used to 

examine the instruction. The bit configuration of the one character 

Operation code is analyzed by the circuitry which establishes and 

controls the functions necessary to perform the required operation. 

The address portions of the IR are transferred to the internal 

storage address controls for OP 1 and OP 2. The normal operation 

of the UN I VAC 1005 when executing instructions is to access the 

first character from either the LSL or the MSL of OP 1, and the 

corresponding character from OP 2 (LSL or MSL) and perform the 

process. The determination of whether the LSL or the MSL is used 

is based on the mode—ascending or descending—of the instruction. 

After operating on the first characters from OP 1 and OP 2, the 

operation proceeds with successive cor responding characters of OP 1 

and OP 2 until the processing of the last character location of 

OP 2 has been completed. This signals the end of the instruction. 

During the execution of each instruction, the contents of the ICC 
are incremented according to the number of characters in the 
instruction itself. When the end operation signal is generated, 
the new address in the ICC is used to control the access of the 






next instruction (Nl). The execution of the program proceeds in 
this manner to direct the UNIVAC 1005 to accomplish the desired 
results, 

1.4 OTHER INSTRUCTION FORMATS 

The instruction repertoire of the UNIVAC 1005 includes a complete 
set of commands for control of the operation of the system. In 
addition to the type of commands previously mentioned—seven 
characters, with an OP 1 and an OP 2 address—there is a second 
type of command which provides for flexibility and ease 
of control of the programming requirements necessary to internally 
stored program operation. 

The second type of instruction is five characters in length and 
has the following format: 

OP I A I B 

Where: 

OP = a one character operation code 
A = a two character constant whose value is used or whose 
bit configuration is used to perform special functions 
B = a two character address of the location in memory where 
these operations and functions are performed. 

As is the case with most stored program computers, there are 
special commands in the UNIVAC 1005 with a format that does not 
precisely conform to these two basic formats. These special 
commands will be either five or seven characters in length, and 
the format variation will be indicated along with a complete 
description of the operation. 
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1.5 


STORAGE ALLOCATION AND USE 


c 

The main store of the UNIVAC 1005 is separated by the hardware into 
two major areas—input output store, and working store. Input output 
store consists of selected portions of memory reserved for the 
information received from and transferred to the input/output 
devices. When a reserved area is not required for a device 
as inpu^)utput store due to the operations being performed, the 
area can be used by the programmer for storage of instructions 
or data. The working store consists of those portions of memory 
not reserved for input/output information—the remainder of 
core memory. 


The working store is separated by the programmer into two types 
of areas according to his programming requirements. A portion of 
working store is established by the programmer to store the 
information (other than input/output) to be processed. The re¬ 
mainder of working store is used to store the program instructions, 




A note should be made at this point that the addressing capability 
of the instruction address extends to al1 of main store. This 
means that the contents of any memory location or locations can be 
accessed as data to be processed. This includes those locations 
used by the programmer to store instructions. The use of this 
capability to operate on instructions as if they were data is 
an important technique of internally stored programming. 

c 
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1.6 


INDIRECT ADDRESSING 





Another facility provided by the UN I VAC 1005 is the ability to 
perform Indirect Addressing* In the UN I VAC 1005, Indirect 
Addressing is the ability to specify in the address portion of 
an instruction the address of the memory location which contains 
not the data to be processed, but a secondary address which 
specifies the location of the data to be processed. From a hard¬ 
ware standpoint, this is accomplished by using the primary address— 
the address in the instruction—to control the transfer of the 
secondary address to the IR where it is then used as the 
address of the data to be processed. 

From a programming standpoint, Indirect Addressing allows 
the programmer to establish one series of instructions which 
perform a programming operation on separately stored but related 
items of information. This is accomplished by programming the 
instructions once using primary addresses, and changing the 
secondary address to refer to the proper item for each use of 
the series of instructions. For example: a detail card contains 
four twenty-column transaction items. Each item contains four 
five-column fields. The program is written using primary 
addresses which refer to a table of secondary addresses. The 
table is set up to refer to the address of the fields within 
an item. A series of addresses in the form of constants is 
created by the programmer and stored in a portion of working 
store. There is a series of addresses for each of the transaction 
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items as they will appear in Read Input Storage. Before processing 
the first transaction item, the program transfer the series of 
addresses which refer to this item to the secondary address 
table locations referred to by the primary addresses in the 
instructions. The first item is then processed. At the con¬ 
clusion of the processing of the first item, the program then 
transfers the series of addresses which refer to the second 
transaction to the table of secondary addresses. The series of 
instructions is then executed again, only this time, the table 
of secondary address references the locations of the fields of 
the second transaction item causing it to be processed. The 
program action of changing the contents of the secondary address 
table is then repeated for the processing of the third and 
fourth transaction items. An explanation of this example is 
shown in Figure _• 
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CONSTANT STORAGE 


ENTRY 1 ( ADR. OF 

\ FD. 1. ITEM 1 

ADR. OF 

FD. 2. ITEM 1 

ADR. OF 

FD. 3, ITEM 1 

ADR. OF 

FD. 4, ITEM 1 

ENTRY 2 ADR. OF 

FD. 1, ITEM 2 

ADR. OF 

FD. 2. ITEM 2 

"ADR." OF 

FD. 3, ITEM 2 

“~AtRr.~CF- 

FD. 4. ITEM 2 

ENTRY 3 ADR. OF 

FD. 1. ITEM 3 

ADR. OF 

FD. 2. ITEM 3 

ADR. OF 

FD. 3. ITEM 3 

ADR. OF 

FD. 4, ITEM 3 

ENTRY 4 ADR. OF 

FD. 1. ITEM 4 

ADR. OF 

FD. 2. ITEM 4 

ADR. OF 

FD. 3. ITEM 4 

ADR. OF 

FD. 4. ITEM 4 


Processing Requires: 

Calculate the sum of Fields 1, 2, and 3, Subtract the sum from 


Field 4. Do this for each transaction*. 







INSTRUCTIONS REQUIRED 


nstr. 1 


2 


3 


4 


5 
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OPERATION 


The * indicates Indirect Addressing 
FIELD A FIELD B FIELD C 


ACTION 


TRF-D 


MSL of Entry 
1 in constant 
storage 


MSL of 
Sec Adr 
Table 


LSL of Sec 
Adr Table 


ADD-ALG 


*ADR of Loc 3 
Entry 1, Sec 
Adr Table 
(LSL Field) 


*ADR of 
Loc 1 
Entry 2, 
Sec Adr 
(MSL Fd 2) 


*ADR of Loc 
3 Entry 2 
Sec Adr 
(LSL Fd 2) 


ADD-ALG *ADR of Loc 3 *ADR of Loc *ADR of Loc 
Entry 2, Sec 1 Entry 3 3 Entry 3 

Adr (LSL Fd 2) Sec Adr Sec Adr 

(MSL Fd. 3)(LSL Fd 3) 


SUB-ALG *ADR of Loc 3 *AER of *ADR of Loc 
Entry 3, Sec Loc 1 3 Entry 4 

Adr (LSL Fd 3) Entry 4, Sec Adr 

Sec Adr (LSL Fd 4) 
(MSL Fd 4) 


TRF-D MSL of Entry MSL of Sec LSL of Sec 

2, then 3, then Adr Table Adr Table 
4, in constant 
storage 


Return to 
Instruction 
2 


The MSL and LSL addresses 
of the Fields of Trans¬ 
action One are transferred 
to the Sec Adr Table 

The primary address in the 
A position of the instruc¬ 
tion refers to the lower 
2 characters of Entry 1 
in the Sec Adr Table. 

These two characters are 
then used as the A address 
of this instruction. The 
primary addresses in the 
B and C positions similar¬ 
ly refer to the Sec Adr 
Table Entry 2, and address 
substitution occurs. 

Same as for Instruction 2 
except that substitutes 
are made from Entry 2 
and Entry 3. 

Same as for Instruction 3 
except that substitutions 
are made f^om Entry 3 and 
Entry 4 


The addresses of the next 
item are set up in the 
Sec Adr T^ble 


Transfer control to 
instruction 2 to initiate 
processing of the next 
item. 


NOTE: Additional programming techniques are necessary to control the 
number of times these instructions are to be executed for each 
card read. They are not involved with the use of Indirect 
Addressing, and were omitted in order to confine the example 
to the discussion. They will be covered along with the UNIVAC 
1005 Operations which are used for the additional techniques. 
(See the JL and the CC instructions if desired.) 



I* 



The normal use of Indirect addressing is with data which 
contains a multiple item format similar to the punched card 
format in the preceding example. The multiple item concept is 
generally used for magnetic tape master and detail files. The 
use of the Indirect addressing capability of the UNIVAC 1005 is 
not restricted to the multiple item concept. 

Other UNIVAC 1005 Operations and capabilities designed to implement 
stored programming techniques are described in this manual along 
with an example of the application of the technique. 

1.7 OTHER SPEC IAL REG ISTERS 

There are two Special Registers in addition to the Instruction 
Control Counter and the Instruction Register. These are the 
Multiply/Divide Register (MDR), and a multi-purpose register 
called Register X (rX). 

The MDR is 3l locat ions in length, and is used by the Multiply 

and Divide instructions. When not required for this purpose, the least 

significant 22 locations may be used for intermediate programming results. 

Register X is 31 locations in length and is used primarily when 
Add or Subtract operations involve Operands of unequal length. 

When not required for this purpose, rX can be used for intermediate 
results of programming operations. 



A thorough explanation of the use of rX and the MDR is given in 
this manual where the Operations which reference them are discussed. 


It should be remembered that all Special Registers are located in 
core memory, are explicitly addressable, and are in addition to 
the basic two or four banks of main store. 

1.8 SPEC IAL REG ISTER LOCATIONS 

The Instruction Register ( IR), the Instruction Control Counter 
(ICC), and the Multiply/Divide Register (MDR) constitute an 
extra row of core memory—ROW 32. This set of special registers 
is in ROW 32 of BANK 1 . 

COLUMN 31 

1 

ROW I I BANK 1 


32 





IR 

ICC 

MDR 

1 7 

8 9 

10 31 


Register X constitutes an extra row of core memory—ROW 32 of BANK 2 , 


BANK 2 



When the ICC is incremented for sequential access of instructions, 
it advances fromR31/C31 of Bank 1 and Bank 2, to R1/C1 of Bank 2 
and Bank 3 respectively, thus bypassing the special registers. The 
use of decimal addressing does not include the specification of the 
addresses of the Special Registers. They can be addressed using the 
Row/Column addressing provision of the UNI VAC 1005 Assembly System. 
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ADDRESSING AND USE OF COLUMN 32 


Each of the 32 Rows of memory contains 32 columnar positions. 

The allocation of memory by the Assembler program is made on 
the basis of 31 Rows and 31 Columns per Bank. As described 
in Section 1.8, Row 32 of Bank 1 and Bank 2 are excluded from 
Assembler allocation and are used for the Special Registers. 

The explanation of the advance of the Row and Column portions 
of the Instruction Control Counter indicates that not only is 
ROW 32 of memory bypassed, but also COLUMN 32 of each Row of 
memory is also excluded fv*m Assembler allocation. 

Column 32 of each Row in Bank 2, 3, and 4 become a series of 
one character locations which can be used by the programmer for 
such things as single character constants, control settings, 
program switches, etc. Decimal addressing does not include the 
addressing of any Column 32. The Row/Column addressing provision 
of the UNIVAC 1005 Assembly System provides the means of addressing 
each of these single character locations. 

NOTE: Column 32 of each of the Rows in Bank 1 are 

reserved for hardware/software control purposes 
and must not be used by the programmer. 

Row 32 of Bank 3 and Bank 4 are also not included in the allocation 

processing of the Assembler program. Row 32 of Bank 3 and Bank 

4 can be used by the programmer for the storage of data and 

intermediate results of processing. 



INTRODUCTION TO ASSEMBLY SYSTEMS 


2.0 NEED FOR ASSEMBLY SYSTEMS 

Control of an internally stored program computer is accomplished by 
providing the computer with a set of instructions which have 
been designed to produce the desired results. These instructions 
are created by the programmer according to the specific requirements 
and capabilities of the computer. The instructions must be entered 
in the computer memory in a specific sequence using a precise 
set of characters. This set of characters constitutes the 
vocabulary or language of the machine. Machine languages are 
dictated by the design characteristics of the computer and seldom 
bear any relationship to human language. Furthermore, machine 
languages seldom follow any logical pattern that a person could 
use when writing a program. In addition to the language barrier, 
there are many clerical-type functions which a programmer must 
perform when writing a program. 

2.1 PURPOSE OF ASSEMBLY SYSTEMS 

In order to overcome the language barrier, and to provide the 
programmer with clerical-type assistance, an assembly system 
is usually provided as part of the software of an internally stored 
program computer. 

The assembly system allows the programmer to use a machine- 
oriented language which is also human oriented. The programmer 







writes the instructions in assembly language according to the 
rules of the assembly system. These instructions are punched 
into cards and are read into the computer under the control of 
a program called the assembler program. The assembler program 
analyzes the assembly language instructions and translates or 
converts this language into the precise machine language of the 
computer. An output deck of punched cards is produced by the 
assembler processing which contains the machine language 
instructions. This deck of cards is then read into the computer 
under "the control of a load program which stores the instructions 
in the required sequence. The computer is then instructed to 
execute the program. 

The deck of cards which contains the instructions written in 
assembly language is called the source deck. The output deck of 
cards which contains the instructions in machine language is 
called the object deck. In some cases, the assembly language is 
referred to as the source language or source code, and the 
machine language is referred to as the object language or object 
code. 

2.2 MNEMONIC CODING 

The terms mnemonic, symbolic, and relative coding are sometimes 
erroneously used as synonyms. Each term has a specific meaning, 
and each one constitutes an important characteristic of an 


assembler. 


An assembly language usually contains a set of mnemonic codes 
which represent the Operation codes of the computer. These 
mnemonic codes are established to help the programmer remember 
the code to be used for the Operation needed. 

In addition to the mnemonic codes which correspond to the specific 
commands of the computer, an assembler usually provides a set of 
mnemonic codes for pseudo-operations. The pseudo-operations are 
established for the stored-programming functions which the 
programmer normally needs to implement his problem solution. 

These pseudo-operations usually represent options of computer 
Operation codes and are given mnemonics which make it easier 
for the programmer to specify his needs. In some cases the 
pseudo-operation represents a combination of two or more computer 
instructions which are needed to implement a stored programming 
technique. 

2.3 SYMBOLIC CODING 

Symbolic codes are a usual provision of an assembly language to 
allow the programmer to assign meaningful names to important 
information within his program. For example, the fields of data 
in a payroll card are known to the programmer by the type of 
information they contain, such as Employee Number, Department, 
Gross Pay, etc. There is normally a limitation on the length of 
a symbolic name. However, this length is usually enough to permit 
meaningful abbreviations or contractions. In the example above, 
the Employee Number field could be named EMPNO 5 the Department 





field could be named DEPT.; the Gross Pay field could be named 
GRPAY. As will be discussed in the section on memory mapping, the 
actual addresses of these fields in memory are assigned by the 
assembler program. When the name or label appears anywhere in 
the source language instructions, the assembler program will use 
the assigned actual address in the object language instruction. 

Symbolic labels are also assigned to instructions in the program 
which are referenced by'other instructions in the program. When 
a non-sequential transfer of control is required from one series 
of instructions to another, the programmer must specify the point 
to which control is to be transferred. Since actual addresses are 
assigned by the assembly program, the programmer cannot provide 
the actual address. By labelling the instruction to which control 
is to be transferred, he can use the symbolic address for the 
same purpose. 

RELATIVE CODING 

Relative coding is another assembly system technique which 
allows the programmer to specify the location of instructions and 
data, even though the actual addresses are assigned by the 
assembly program. To use the relative coding technique, the 
programmer must have a thorough understanding of the memory 
mapping operation of the assembler program. Once this is 
understood, relative coding is a simple yet powerful stored 
programming technique. In the preceding section on symbolic 
coding is an explanation of the assembler program assignment of 



address A to symbolic labels. This creates a common fixed point 
of reference between the programmer and the assembler program. 

By using this common fixed point of reference (the label) as a 
base, the programmer can specify other locations by their position 
relative to the base. For example, if the memory location 
which is to contain the information from card column 1 has been 
given a label of DETCD, then the memory location which is to con¬ 
tain the information from card column 5 would be 4 locations away. 
By specifying an Operand label of DETCD 4- 4, the programmer causes 
the assembler program to assign the actual address of the operand 
by mathematically adding the increment of 4 to the actual address 
of DETCD. The assembly system usually provides for decrements to 
symbolic labels as well as increments. 

2.5 MEMORY MAPPING 

In order to assign the location of instructions and data, the 
assembler program must keep track of the locations that are used 
as the assembler processing is performed. To do this, the 
assembler program contains an Instruction Location Counter (ILC). 
This is a program created device, not a piece of hardware. The 
loading of the assembler program itself usually sets the ILC to 
the actual address of the first memory location. The assembler 
program then causes the reading of the first source language in-? 
struct ion. This instruction is assigned to an actual address 
according to the present value of the ILC (in this case, the 
first memory location). After the machine language for the 
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instruct ion has been created by the assembler processing, a card 
is punched containing the machine language instruction. The 
number of locations that will be required to store the instruction 
is added by the assembler program to the value of the ILC creating 
a new value in the ILC. The assembler program then causes the 
next source language instruction card to be read. This instruction 
is assigned to an actual address according to the present value 
of the ILC# Assume that the actual address assigned to the 
preceding instruction had been R25/C1 and that the instruction 
was seven characters in length. (R25/C1 becomes the address of 
the MSL of the instruction.) The assembler program would then 
add seven (the number of locations for the first instruction) 
to the machine code equivalent stored in the ILC, and arrive at 
the machine code equivalent of R25/C8. This is the actual address 
assigned to the second instruction assembled. 

The use of this procedure by the assembler program insures that 
the assignment of addresses to instructions follows the sequential 
access of the instructions by the compute^ when the object program 
is executed. 

In addition to an ILC, an assembler program may contain a Data 
Location Counter (DLC). The DLC provides the programmer with the 
ability to assign locations to his data in an area of memory other 
than the area to be used for instructions. Instructions are 
usually assigned to locations starting with the first memory address 
(low-numbered locations) and proceeding in ascending sequence. 

Data is usually assigned to locations starting with the last memory 
address (high-numbered locations) and proceeding in descending sequence. 
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DECLARATIVE INSTRUCTIONS 


An assembly system with an ILC and a DLC usually provides a set 
of pseudo-operations which allow the programmer to establish and 
modify the value in the location counters* In addition to the 
pseudo-operations which manipulate the ILC and the DLC, there 
are usually other pseudo-operations which are required to instruct 
the assembler program as to the manner in which the assembly 
processing is to take place* These pseudo-operations are called 
declarative instructions. Unlike the previously mentioned 
pseudo-operations, declarative instructions, which are included 
in the source language deck, do not produce instructions in 
the object language deck. The declarative instructions are for 
the use of the assembler program during the assembly processing, 
and not for the computer as part of the object program. 

An example of a declarative instruction would be one that updates 
the DLC. Assume the problem called for storing the contents 
of a header card to print headings on each new page. The 
programmer would label the source language instruction line, write 
the mnemonic pseudo-operation code that decrements the DLC, and 
indicate the value of the decrement (the number of locations to 
be reserved for the data). Such a line of source code might 
appear as 

OP Code # of Locations 

DA 80 

(stands for Define Area) 


Label 

HDRCD 




When this line of source coding is encountered, the DA tells the 
assembler program to refer to the DLC. The contents of the 
DLC are decremented by the number of locations to be reserved. 

The new value of the DLC is assigned as the address of HDRCD. In 
order to reference the information in the HDRCD area, the programmer 
can use relative coding. 

2.7 ASSEMBLER PROCESSING 

An assembler program consists of a set of machine code instructions 
designed to produce specific results. As is the case with any 
computer program, the assembler program is designed to receive 
specific information prepared in a precise format. It is the 
responsibility of the programmer to prepare the source language 
program deck according to the rules of the assembly system. Any 
errors in the source language will produce incorrect results from 
the assembler processing. 

In order to produce a complete object program, the assembler program 
must read'the entire source program before producing any object 
instruction cards. During the reading of the source cards, the 
assembler program performs a preliminary analysis and converts 
or translates from source language to object language wherever 
possible, eg: the mnemonic operation codes. As each source card 
is read and the mnemonic operation code is translated, the 
assembler program determines the length of the instruction. The 
instruction is assigned to an actual address, and the ILC is 
updated. If the source language instruction has been assigned a 




symbolic address by the programmer, the label and the actual 
address are stored in a table. When these labels appear in 
the source language instructions as Operand addresses, the 
assembler program searches the label table using the symbolic 
address as the key, and secures the actual address assigned to 
the label. The actual address is substituted for the programmers 
symbolic operand address. 

The assembler program contains many other tables which it 
references for conversion of the source language to object 
language. After complete analysis and conversion of the source 
language, the assembler program causes the object program to be 
listed and punched. 



INTRODUCTION TO THE UN I VAC 1005 ASSEMBLY SYSTEM 


3.0 Most of the programs for the UNIVAC 1005 will be written in 

the language of the UNIVAC 1005 Assembly System. The UNIVAC 1005 
Assembly System provides the programmer with the necessary 
functions and convenience described in the preceding section. 

The use of instruction forms not described in this manual deviates 
from UNIVAC recommendations and must be the user’s responsibility. 

3.1 TERM INOLOGY DEFINITIONS 

Alphabetic means a letter from the English alphabet (A through Z) 
Numeric means an Arabic numeral (0 through 9) 

Alphanumeric means the entire 64 character set of the UNIVAC 1005 

which includes letters, numbers, and special characters. 

3.2 CODING FORM 

A coding form to be used to record the programmers instruction 
for subsequent key punching and processing by the UNIVAC 1005 

Assembler program is shown in Figure _. The coding form is 

set up in the same format as the punched card, and contains an 
indication of the card columns to be used for each field. 

3.2.1 LABEL Columns 1 through 5 


This field is provided for the symbolic Labels which are assigned 
to those lines of coding which are referenced by the object 
program instruct ions. A label may consist of from one to fivet^ 
characters (inclusive) and must begin in column 1 of the field. 
The first (left-most) character of a Label must be an alphabetic 
character. The remainder of the characters in a Label can be 


LABEL 
1_5 





alphabetic or numeric* There is no limit to the number of Labels 
in a source program* However, if more than 40 Labels are used, 
extra processing is required by the Assembler program. This is 
fully explained in the section on Operating the Assembler System. 
Five positions are provided in the Label field to allow meaningful 
assignment of programmer names. However, only the left-most three 
positions of a Label are significant to Assembler processing. The 
first three positions of each Label must be unique within a 
program. Extreme care should be taken when creating Labels. 

Labels used in a single program must be unique and may appear 
only once in the Label field. Labels will be used in the 
Operand address portion of instruction lines and may appear there 
as often as necessary. The explanations in this manual of the 
use of the relative coding technique of increments and decrements 
to Labels should enable the programmer to address the data in his 
program without an excess of Labels. 

The Label of a line of coding becomes the symbolic address for 
the left-most (MSL) pos ition of the instruction, and is used 
whenever the instruction is referenced. Labels are also used for 
the lines of coding which define data areas, and become 
the symbolic address for the left-most (MSL) position of the 
area set aside for data. 




Since not all lines of coding require a label, the field may be left 


blank. 


Some examples of labels are: 


LABEL 

1_L 

s XARt 

—L.1 1 L. 

m,. 

-1—1 I I 

LL . , 

-L..JL.-i_I_ 


3.2.2 OPERATION 


Columns 6 through 10 


OPERAT 

ON 

6 

10 


-!-1— I — I —I 

This field is for the mnemonic operation codes provided by the 
Assembler. Operation codes are usually alphabetic. The majority 
of Assembler Operation codes are two characters in length, and 
must begin in column 6. 


Some examples of Operation codes are: 

|0PERA T ! ON 


jm., , 

p. . . 
!& > .., 1 
5.U. . . | 

m. ..} 

L,kA , i 
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3.2.3 OPERAND 1 



OPERAND 



rr 

nniaH 

□ 

INC 

B 

ran 

a 

18 ?C 

I 


1 

m 


This is a heading for those columns which are normally used to 
specify the address of the MSL or LSI of OP 1 depending on the 
ascending or descending mode of the instruction. This portion of 
the coding form is also used for other purposes, since not all 
Operations involve an Operand 1. The following description of 
the OPERAND 1 fields is based on the normal use to specify OP 1 
addresses. A complete explanation of Operand 1 addressing 
begins in Section 3.3 . 

3.2.3.1 IA Column I I 

This column is used to indicate Indirect Addressing. When the 
OP 1 of an instruction is a primary address, an asterisk (*) is 
placed in this column. It must be left blank at all other times. ' 

3.2.3.2 FIELD A Columns 12 through 16 

This field of the form will normally contain a programmers symbolic 

address for the location of instructions and data within his 

program. Any Labels which appear here must also appear in the 

LABEL field of some line of coding. Field A is a five position 

field for OP 1 Labels which normally begin in column 12. 

+ 

3.2.3.3 - INC Columns 17 through 20 

These columns are normally used to indicate an increment to the 
address assigned to a Label. Increments are shown in decimal 
numbers. If column 17 contains a plus sign (+) the increment is 
added. If column 17 contains a minus sign (-) the increment becomes 






a decrement and is subtracted from the Label address. Increments 


must be left-justified (begin in column 18). 
Some examples of OPERAND 1 addresses are: 


1 OPERAND 1 

n* 

FIELD A 
12 16 

+ 

' NC 

18 PC 

1 

S,VtcA> 






. 1 


cat. . 

• 

X i 




l 1 

* 

IA1 , 


- i I 

—i—i—i_i_L_J 

. 1 1 


3.2.4. OPERAND 2 


L___. OPERAS 

ID 

2 _. 

~_J 

in 

* 

FIELD B 
22 26 

+ 

INC 
2,8, ...30 


FIELD C 

32 36 


INC 

38 40 


1 » ■_ 1 _ 


_L-1_ 


- 1 - 1 _L..JL—„ 




This is a heading for those columns which are normally used 
to specify the MSL and LSL addresses of Operand 2 in the instruction. 
This portion of the form is also used for other purposes. The 
following description of the OPERAND 2 fields is based on the 
normal use to specify OP 2 addresses. A complete description of 
OPERAND 2 addressing is found in Section 3.3. 

3.2,4.1 I A, FI ELD B it INC Columns 21 through 30 

These fields are normally used to specify the most significant 
location (MSL) of OP 2. The description of the contents of 
these fields is the same as the description of the contents of 


OPERAND 1. 

3.2.4.2 FIELD C , ± INC Columns 32 - 40 

These fields are normally used to specify the least significant 
location (LSL) of OP 2. 

NOTE: The indication for OP 2 Indirect Addressing is 
in column 21 only. Column 31 is not used as part of 
the specification for OP 2 LSL. 



Th© description of FIELD C and “t INC is the same as the 

3.2.5 

to include pertinent remarks as to the purpose of the line or 

lines of coding. The remarks are not considered by the Assembler f 

processing and merely pass through to the printed and punched j 

output. These columns are also used to indicate constant values \ 


cor respond ing fields of OPERAND 1. 


COMMENTS 


Columns 41 through 56 1 41 


I . 


, i l i j . j x i_i_La- 

This portion of the form is provided to allow the programmer 


which are to be included in the object program. This use is 

described in the section which covers Constants. If the CfetaftlCUTS 

exceed * positions, a COMMENT line of coding may be used. 

(See Section __.) 

3.2.6. CARD NUMBER Columns 62 through 66 

This portion of the form is subdivided into three fields-— 

PAGE NUMBER, LINE NUMBER, and INSERT NUMBER. These columns are 
used to indicate the number of the page of coding, and the number 
of the line from which the key punched card was produced. 




The Card Number field will assist the key punching effort as well 
as provide for the re-sequencing of the cards in the event the 
original sequence is disturbed. For proper assembly processing, 


it is necessary that the cards be read by the Assembler program in the 
sequence in which they appear in the source program. The Card Number 
field is used for external control purposes only. The Assembler program 


does not check the sequence as it reads the card. 
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► 

i 

I 

I 

1 




The INSERT NUMBER column is provided as a facility to insert 
additional lines of coding in a source program, after the 
initial effort, without disturbing the sequence established by 
Page and Line Number. 

During the assembly processing, the Assembler program assigns 
a consecutive number to the output cards in the object program 
deck. The Assembler assigned card number is punched into 
columns 62 though 65. Column 66 is blank in the output card. 

3.2.7 The remainder of the card columns are not examined by the 
Assembler program, and are available for whatever use the 
programmer may determine. Such things as Job Number, Programmer's 
Initials, and Date may be included on a repetitive punching basis. 
These items will not appear in the object deck. Card Columns 67 
through 73 are used for the object language instructions, and 
columns 74 through 80 are used for instructions to the Load 
program. 

3.3 OPERAND 1 ‘ADDRESS SPECIFICATION 

There are several methods of specifying operand addresses in the 
UN I VAC 1005 Assembly System. A description of the three most 
used methods follows below. The remainder of the methods are 

described in Appendix _• 

3.3.1 SYMBOLIC ADDRESS (Label) SPECIFICATION 

A definition of a symbolic address and some examples of Labels 
have been given in preceding sections. In the UN I VAC 1005 
Assembly System, when a Label is used on a line of coding which 
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defines a data area, that line of coding also includes the length 

of the area to be allocated to the data. The Label is then 

used to specify the M3L of the data area. By placing a plus sign 

(+) as a prefix to the Label when it is used as an operand address, 

the programmer can specify the LSL of the data area. 

Example: A Declarative has been used to establish a data area 
of six positions with a Label NAME. Assume the data 
of area has been allocated in memory as: 

COLUMN 



NAME 


The following use of the Label NAME as an Operand 1 
address of a TRF-D instruction would then cause a 
substitution of R25/C6, since a Label specifies the 
MSL of the area. 


<o 

v 


LABEL 

1 5 

OPERATION 

6 10 


TI> 

_ 1 VTii_»_ l . 


OPERAND 


FIELD A 

12 16 

+ 

t NO 

f8 20 

iT' 






The use of the plus sign (+) prefix to the Label NAME 
as an Operand 1 address in a TRF-A instruction would 
then cause a substitution of R25/C11, the LSL of the area. 


LABEL 

OPERATION 


OPERAND 

i 


1 5 

6 10 

m 

FIELD A 

12 16 

+ 

f NO 

)8 20 

—I-L. . i „ 1, 

1A. . 




..,.1. 


NOTE: 


The plus sign (+) 
Labels by coding 
3 characters are 


can be used as a prefix to 5 character 
the first 4 characters only. The first 
significant to the Assembler program. 


Labels must be coded starting in the left-hand position of Field A 
(column 12). If the plus sign (+) prefix is used, it must appear in 
column 12, and the Label starts in column 13. 
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3.3.2 INCREMENTS TO SYMBOLIC ADERESSESS 


When a Label has been placed on a line of coding, the programmer 

knows that the Assembler program is going to allocate the number 

of memory locations required by that line of coding, and will also 

assign an actual address to the Locations. The programmer does 

not know the actual address which will be assigned, but he knows 

that the use of the same Label will cause the Assembler program 

to substitute whatever actual address was assigned. Based on 

this knowledge, the programmer is then able to specify the address 

of locations relative to his line of coding. This is accomplished 

by indicating an increment or decrement to the Label in the 
+ 

INC field of the Coding form. 

Assume that allocation has been made according to the previous 
example. The following coding would cause the Assembler program 
to produce these substitute addresses: 


= address R25/C7 (MSL + 1) 

= address R25/C11 (MSL + 5 = LSL) 

= address R25/C10 (LSL - 1) 

= address R25/C6 (LSL - 5 = MSL) 

= address R25/C3 (Outside of area) 

= address R25/C12 (Outside of area) 

It should be noted that the use of increments is 
not restricted to addresses within the area 
allocated by the line of coding 33 






When an increment is used, a plus or minus sign must appear in column 17, (€^'\ 

and the amount of the increment (in decimal numbers) must start in 
column 18. 

3.3.3 DECIMAL ADDRESSING 

As mentioned Section 1.1, decimal addressing is provided by the UN I VAC 
1005 Assembly System. This technique allows the programmer to consider 
the layout of Input Output, instructions, and data in a consecutive 
sequential manner. This eliminates the problems associated with 
advancing that takes place in Row and Column addressing. 

When a decimal address is specified to the Assembler program, the 
decimal number is converted to the two-character address required in 
the object language. 

Decimal addresses take the following form: 

N through NNNN 

= the special character lozenge which indicates 
to the Assembler program that what follows 
is a decimal number. 

= a decimal number which must be left-justified• 

Indirect Addressing is allowed with decimal addressing. 

Examples of decimal addressing 


= First location of Read Input Storage (R1/C1, Bank 1) 
- Last location of Read Input Storage (R3/C18, Bank 1) 
= First location in Bank 2 (R1/C1, Bank 2) 

= Last location in Bank 2 (R31/C31, Bank 2) 

When decimal addressing is used, the lozenge ( ) must appear in column 

12. The decimal number must begin in column 13. The deimal number cannot 
exceed 4 digits, since the maximum address is 3844 (four bank system). 

3.3.4 ROW AND COLUMN ADDRESSING 


m FIELD A 

* 12 16 

+ 

INC 

\$ 20 

til , , 


. 1 

ttS.o. i 


. 1 



. 1 




n 

N through NIMNN 


Row and Column addressing is used when the programmer knows the actual 
address of the data. An actual or absolute address in the UN I VAC 1005 
specified by two 6-bit characters which are converted by the computer 
circuity into Row, Column and Bank. Row and Column addressing 
in the UN I VAC 1005 Assembly System allows 
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the programmer to specify Row, Column, and Bank eliminating 
the need to memorize or reference tables of the two-character 
codes required in the object program. 


The following format is used to specify Row and Column address: 
tRRCCBn 

$ is the indication to the Assembler program that what 
follows is a Row and Column address 

RR = the numeric Row Number (1 - 32) 

CC = the numeric Column Number (1 - 32) 

+ 

B must be placed in the - column of the OPERAND field 
n = the numeric Bank Number ( 1 - 4 ) 


Example: 


OPERAND 1 i 

fl FIELD A ^ 
*12 16 * 

ItvIC 

18 20 

LlaiaiS 

l . . l 

=3 A..1 

1 1 


sk i 


i 1 

L_IS.3A3.t1 

5* i 


MSL of Read Input 


LSL of Read Input 

LSL of rX 


Indirect Addressing can be specified with machine-oriented addresses 
by placing an asterisk (*) in the appropriate column (11 or 21) 
of the form. 


The $ must appear in column 12, 22, or 32, and the letter B must 
appear in column 18, 28, or 38. Increments to Row and Column 
address are not allowed. 


ST 


Row and Column address is also used to specify the address of the 
Special Registers. 


.3.5 INSTRUCTION LOCATION COUNTER (ILC) ADDRESSING 


The ILC is the counter in the Assembler program which keeps 
track of the allocation of memory locations to instructions. 

The use of the current value of the ILC for addressing purposes 
is provided by the UN I VAC 1005 Assembly System. Proper use of 
this technique is based on the programmer’s knowledge of the 
memory mapping process of the Assembler program. (See Section 2.5). 

The $ character, alone, in the left-hand position of Field A, Field 

B, and Field C of the coding form, instructs the Assembler 

program to use the current value of the ILC as the address for 

the A, B, or C portion of the object instruction. An increment 

or decrement to the address currently in the ILC can also be 
+ 

specified in the - INC fields for each address. This increment 
or decrement does not change the value of the ILC itself. The 
maximum increment or decrement is 961. 

Fxamole 1: Assume the value of the ILC is tt 745 (R25/C1 . B1) 

at the time the following descending transfer instruction 
is to oe assemoiea. 


LABEL 

OPERATION 

OPERAND 1 

1 5 

6 10 

T* 

1 

FIELD A 

12 16 

+ 

‘NC i 

18 20 

_1_l- 


i 

— 

n 

u 

m 


3 <o 









$ +7 produces an address of 752 (745 + 7) which is the address 
which will be assigned to the next instruct ion. Transfer will 
begin at the MSL of the next instruction. 


Example 2: The following coding of a descending transfer instruction 
will cause the instruction itself to be transferred. 


LABEL 

OPERATION 


OPERAND 

1 


1 5 

6 10 

* 

FIELD A 

12 16 

+ 

1 NC . 

18 20 

1- 1 _1 * 

tB . . 


Hi ■ . 


, 1. 


3.4. OPERAND 2 ADDRESS SPECIFICATION 

The rules for OPERAND 1 address specification (Section 3.3) apply 
to OPERAND 2 address specification. 

3.4.1 OPERAND 2, FIELD C, BLANK ADDRESSING 

The majority of UNIVAC 1005 Operations require the specification 
of an A address (OP 1 MSL or LSL), a B address (OP 2, MSL), and 
a C address (OP 2 LSL). The UNIVAC 1005 Assembly System 
allows the programmer to leave the Field C portion of the source 
language instruction blank when a symbolic address is used in 
Field B. When a Label is used in the Field B portion of the 
instruction, the Assembler program references the Label Table 
to acquire the MSL address of the area it has assigned to the 
Label. The same reference to the Label Table will also produce 
the LSL address of the assigned area which the Assembler pr ogram 
will then automatically include in the object instructions as 


the C address. 



If Field 3 of the instruction does not contain a Label, automatic 
(blank) addressing will not be performed. If the Field C portion 
of the instruction contains any information, automatic (blank) 
addressing will not be performed, and the address specified in 
Field C will be used. If the LSL of the area indicated by the 
Label in Field B is not to be used, the programmer must specify 
the desired address in Field 0. 


For the following examples, DATA is the Label of a 6 character 

field assigned by the Assembler program' 
to R25/Cl, B1 (MSL) through R25/C6, B 1 (LSL) 


Example 1: 


Example 2: 


Example 3: 


^ _. OPERAND 2___1 

in 

F ! ELD B 

22 26 

+ 

INC 
28 20 


FIELD C 

22 36 


INC 

38 40 


SATA 


, | 


_L_. 1- I 1 


. 1 


The Assembler program will automatically 
assign R25/C6, B 1 as the C address. 


lin 

. -jf 

F ! ELD B 

22 26 

+ 

■ VI Ui 

INC 

28 30 


FIELD C 

32 36 


INC 

39 40 

F 

LJ 

ItkATA 

_— i 

. J_ 


_1_I_1-1 - 


. 1 


The coding in Field B specifies that the LSL 
of DATA (+ prefix) is to be the MSL of the 
instruction# The blank Field C specifies 
that the LSL of DATA is to be the LSL of the 
instruction. This coding produces a one 
character operand with an MSL and LSL of 
R25/C6, B 1. 


OPERAND_ 2 


in 

* 

r E! D B 

22 26 

+ 

INC 
28 30 


FIELD C 

32 36 


INC 

'0 


J.A.T.A. 

\ 



_L _1_ L 1 


, 1 


Field B specifies that the MSL of DATA plus 
3 locations (R25/C4, B1) is the MSL of OP 2. 
Again the blank Field C will automatically 
produce the LSL of DATA (R25/C6, B1) as the 
LSL of OP 2. OP 2 is a 3 character operand. 
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Example 4: 


1 _ .... OPERAND 2_ ._J 

in 

F'ELD B 

22 26 

+ 

INC 

28 30 


FIELD C 

32 36 


INC 

38 40 


+.3AxA 

- 




- 

t_L 


Field B specifies that the LSL of DATA 
(+ sign) -3 (R25/C3, B1) is to be used 
as OP 2, MSL. The presence of information 
in Field C prevents the automatic (blank) 
addressing of OP 2, LSL. Field C 
specifies that the LSL of DATA (+ sign) 

-1 (R25/C5, B1) is to be used as the LSL 
of OP 2. OP 2 is a 3 character operand. 

3.4.2 OPERAND 2 INDIRECT ADDRESSING 

As explained in Section 1.6, Indirect Addressing utilizes a primary 
address in the instruction which specifies the location of a 
secondary address in memory which contains the address of the data 
to be used in the Operation. 

When Indirect Addressing is used for OP 2 of an instruction, the 
primary address in the instruction must refer to the MSL of a 
4 character location that contains the secondary address. A 4 
character secondary address is necessary due to the fact that OP 2 
of the object instruction must specify a 2 character MSL address 
and a 2 character LSL address. 

The specification of Indirct Addressing will cause the UNIVAC 1005, 
at object execution time, to perform a 4 location descending 
transfer from the address specified in the B portion of the 
instruction to the B and C portions of the Instruction Register. 

The OP 2 will then be accessed based on the new addresses in the 
Instruction Register. 


3 ? 




If a Label is used with OP 2 Indirect Addressing, the Label is 
specified in Field B, and Field C is blank. The Label in Field 
B must specify an assigned area of 4 characters which contain a 
B and a C address. The UN I VAC 1005 Assembly System provides a 
pseudo-operation which is used for this purpose. (See the Dl 

Operation, Section _•) OP 2 Indirect Addressing is specified 

by an asterisk (*) in the IA Field of OPERAND 2 (Column 21). No 
indication is made in Column 31, since the Indirect Address 
functions for both the MSL and LSL of OP 2. 


Example: Label JOE has been defined as the primary address for the 
secondary address DATA. DATA has been defined as a 6 
character area. JOE has been assigned to locations H 

801 through Jx804. DATA has been assigned to locations 
745 through K 750. Thus, in location K 801 and tf 

802 is the machine code equivalent ofj*745, and in location 
H 803 and tK 804 is the machine code equivalent of U 750. 

The following coding will produce a correct Indirect 
Address reference to DATA as the OP 2 of an instruction. 


L _ . 0PERA1S 

ID 2 ___ 

IP 

-If 

F ! ELD B 
22 26 

+ 

INC 

28 30 


FIELD C 

32 36 


INC 

38 -t0 

* 



_ . 1 


I P 1. 


1 


When decimal or Row/Column Indirect Addressing is used, Field 3 

must specify the MSL of the location of the 4 character secondary 

0 

address^ an d field ' 6. rmnot ■ap ecill 'i u LOL 1 utoaunttulmr nirldr at . g 


Example 1: 


L __ OPERAND 2_*_ 

IP 

F ! ELD B 
22 26 

+ 

INC 

28 30 


FIELD C 

32 36 

t 

INC 

38 30 

X 

USqI. 


. 1 


KSMt. 


,1 


Same as above 


Example 2± 


OPERAND . 2 


IP 

F 1 ELD B 

22 26 

+ 

INC 
28 30 


FIELD C 

32 36 


INC 

38 ;o 

1 


I 

k±. 




ki 


R25/C25, B1 = 

ng^OQOj Dl ■■ 


801 



3.5 SUMMARY OF FIELD A, FIELD B, AND FIELD C SPECIFICATIONS 

3.5.1 FIELD A 

Field A of the source language instruction may specify: 

1. LSL address of OP 1 

2. MSL address of OP 1 

3. Decimal digits 

4. Octal digits 

5. Test bit conditions 

6. Destination address of JUMP TEST Operation 

7. Two machine language characters 

3.5.2 FIELD B 

Field B of the source language instruction may specify: 

1. MSL address of OP 2 

2. MSL address of OP 1 

3. Set condition bits 

4. Decimal digits 

5. Octal digits 

6. Destination address of JUMP Operation^ 

7. Two machine language characters 

3.5.3 FIELD C 

Field C of the source language instruction may specify: 

1. LSL address of OP 2 

2. Two machine language characters 

NOTE: Those specifications not previously explained will be 
covered in the Section with the instructions that 
require or allow the specification. 
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3*6 


STANDARD SYSTEM LABELS 

In addition to the programmer assigned symbolic Labels previously 
discussed, the UNIVAC 1005 Assembly System provides 15 Standard 
Labels for predesignated areas of main store* These Standard 
Labels are not counted in with the number of Labels assigned by 
the programmer. The purpose of the Standard Labels is to provide 
uniformity of assignment of these predesignated areas, and reduce 
the processing time of the Assembler program for handling 
repetitive references to these areas. 




The Standard Labela\and predesignated areas are: 


>ARD LABEL 

PREDESIGNATED AREA 

DECIMAL 

ADERESS 

ROW/COLUMN ADERESS 

$R1 

80 Column Read Input 

2* 1 

- X 80 

R1/C1-R3/C18, B1 

$R2 

2nd Half of 160 Col. Read 
Code Image 

J?81 

- HI 60 

R3/C19-R6/C5, B1 

$RC 

160 Column Read Code Image 

* 1 

- H160 

R1/C1-R6/C5, B1 

$PR 

132 Column Print Storage 

n i6i 

- V 292 

R6/C6-R 10/Cl 3, B1 

$P1 

80 Column PUNCH Storage 

K 293 

- # 372 

R10/C14-R12/C31, B1 

fl>P1 

80 Column Read/Punch Read 
Storage 

* 293 

- X 372 

R10/C14-R12/C31, B1 

$P2 

80 Column Read/Punch Punch 
Storage 

K 373 

- SX 452 

R13/C1-R15/C18, B1 

$PC 

160 Column Code Image 

Punch Storage 

tT 293 

- H452 

R10/C14-R 15/Cl 8, B1 

$Z1 

160 Column Read/Punch 

Code Image Read Storage 

X293 

- X452 

R10/C14-R15/C18, B1 

$Z2 

160 Column Read/Punch Code 
Image Punch Storage 

X 453 

- if 612 

R15/C19-R20/C23, B1 


V_^ 
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STANDARD LABEL 


PREDESIGNATED AREA 


DECIMAL ADDRESS 


ROW/COLUMN ADDRESS 
R20/C24, B1 


$BM 

$IR 

$CC 

$XR 

$TR 


\ The Assembler processing associated with Standard Labels is the 
same as for the Labels assigned by the programmer. That is, the use 
of a Standard Label as an address specification within a line of 
coding will cause the Assembler program to substitute the MSL 
of the area identified by the Standard Label. The LSL address is 
also specified and substituted in the same manner as for programmer's 
Labels. 



First Location beyond Input 61 3 '♦w 

Output Storage 


Instruction Register 
Instruction Control Counter 
Register X 
Translation Table 

ft* 


None R32/Cl-R32/C7, 

None R32/C8-R32/C9, 

None R32/C1-R32/C31, 

. 1859 - til922 R29/C30-R31/C31 

|^or X 3781 - «3844 or R29/C30-R31/C31 


B1 

B1 

B2 

, B2 
, B4 


The Standard Label $TR refers to the required location for 
translation tables when the hardware translate option of the 
UN!VAC 1005 is part of the object system. 
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UN I VAC 1005 ASSEMBLY SYSTEM INSTRUCTIONS 


c 

4.0 This section of the manual covers the instruction repertoire 
of the UN I VAC 1005 as programmed through the language of the 
UN I VAC 1005 Assembly Systems and the declarative instructions which 
direct the processing of the Assembler program. 

4.1 LEGEND 

The following abbreviations are used in the description of the 

UN I VAC 1005 Assembly, 

1L = Operand 1, LSL 
1M = Operand 1, MSL 
2L = Operand 2, LSL 
2M = Operand 2, MSL 
K = any alphanumeric character 
D = any numeric character 

CC = characters whose bit positions represent Condition Indicators 
Nl = the next sequential instruction 

() = contents of the area specified within the parenthesis 
—^ = transfer to 

$ - a blank column, (space code), used to establish v — / 

positional notation 
IA = Indirect Addressing 

NOTE: For a description of Operand 1, Operand 2, and the 
UNIVAC 1005 machine language instructions, see 
Section 1.2. 


4.2 LENGTH OF OPERANDS 

The length of the Operand(s) in a UNIVAC 1005 instruction is 
normally defined by the addresses of Operand 2. An instruction 
is normally terminated when the last location (LSL if descending mode, 
MSL if ascending mode)^ has been handled. This means that the number 
of locations in OP 1 must be the same as the number of locations 
in OP 2. 




If the lengths of the Operands (as defined by the programmer) to be 




processed in an instruction are not the same, special programming 
involving the use of Register X is required. The "Transfer to 
rX" (TX) command allows the programmer to specify 0P1, MSL and 

OP 1, LSL, thus defining the length of OP 1 . (See Section _ 

for complete description of TX.) The destination (OP 2) of the 
TX command is rX (31 positions). The TX instruction performs an 
Ascending Transfer of OP 1 to rX, beginning at the LSL of each. 

When the OP 1, MSL (as specified in the instruction) has been 
transferred to rX, access of OP 1 is terminated. The TX instruction 
continues, transferring space codes into the excess positions of 
rX until the MSL of rX has been filled. This signals the end of 
the instruction. 


After transferring the smaller of the two Operands to.rX, the 
programmer then uses the appropriate location in rX as the OP 1 
address of the instruction which does the required processing. 

This insures the use of space codes in the locations which are 
added to make the length of OP 1 equal the length of OP 2. This 
condition is particularly important for the Arithmetic, the Compare, 
and the Transfer instructions. 


Following is an example of the incorrect use of unequal length 
Operands and the erroneous result produced, as well as an example 
of the use of the TX command to produce correct results. 


Given:. 


OP 1 


z 

Z 

FT 

X 

X 

X 

X 

X 

Y 

m 

701 703 

708 710 


Locations it703 - X708 
contain the OP 1 data 
(6 locations). 


/ 



OP 2 


X 


Locations #801 - Jt 808 is to 
.be the OP 2 (8 Locations) 


801 


808 


Example 1: If an Ascending Transfer of OP 1 to OP 2 is executed, 
the results in the OP 2 locations would be 


n. u x i x i x i x i x j~in 


801 


808 


since the length of OP 2 (8 Locations) determines the 
length of the Operand 1. 

Example 2: If a Descending Transfer of OP 1 to OP 2 is executed, the 
results in the OP 2 locations would be 


LX 


801 


808 


since the length of OP 2 (8 Locat ions) determines the 
length of Operand 1. 


In Examples 1 and 2, extraneous locations (the Z's and Y's) which 
are not part of OP 1 would be transferred. If an Arithmetic 
instruction was executed using the same operands, the locations con¬ 
taining the Z's would become part of the OP 1 and would be combined 
with the values in #801 and K802, producing an erroneous result. 


Using the same conditions given for the preceding examples, the 
following example methods can be used to produce correct results. 


Example 3: Instruction 1. Transfer OP 1 to rX using the TX 

command. The TX command provides for specification of 
OP 1, MSL and LSL. 

OP 1 


X 


X I X I X 


703 


708 


R32, B 1 | 




XIX 


X 


25 26 


31 


*/6 



Example 4 


Row 32, B 


Row 32, B 


Example 5 


Instruction 2: Ascending Transfer specifying the LSL of 
rX (S323TB1) as OP 1, LSL to the 
destination OP 2 (tf 801 - IT808) # The 
length of the OP 2 (8 locations) will cause 
the low-order 8 locations of rX to be 
transferred. This will produce the following 
results in OP 2. 


1 1 l I X L X 1 X 


X 


801 


808 


: In order to perfrom Arithmetic instructions on Operands 

of unequal length, the type of operation performed in 
Instruction 1, Example 3 would establish OP 1 in rX. The 
length of the OP 2 of the Arithmetic instruction would then 
control the number of locations to be used from rX 
(including high order spaces). 

Instruction 1: Transfer OP 1 to rX 


HI 


703 


708 


1 G 




25 26 


31 



In order to perfrom a Descending Transfer producing a result 
of the smaller OP 1 left-justified (in the most significant 
locations) in OP 2 and spaces in the remaining low-order 
positions of OP 2, two instructions are required. 

Instruction 1: Descending Transfer, specifying the portion of 
the OP 2 locations which are to receive the significant data, 
as the OP 2 of the TD instruction. 

OP 1 


.CZ _“_ 1=1 _ _ . ■ -> 

X 

xi 

— J 

XI 

X 

X 

X 


703 708 






OP 2 


(O 

Vv 


X 


X 


X 




801 


806 807 808 


Instruction 2: Use the Transfer Constant (TK) instruction 
to transfer space codes to the low-order 

positions of OP 2. (See Section _ for a 

description of the TK instruction.) This 
will produce the desired result. 


X 

X 

X X 

X 

x a 



801 808 
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4.3 TRANSFER INSTRUCTIONS 

4.3.1 TRANSFER DESCENDING 


MNEMONIC: TD MODE: DESCENDING LENGTH: 7 I A: YES 


LABEL 

1 5 

OPERATION 

6 '0 

OPERAND 1 

— _ . OPERAND 2_ _ _ 1 

W 

* 

FIELD A 
'2 16 

+ 

! NO 
■- 20 

3 

F ! ELD B 

22 26 


INC 

2- 30 


FIELD C 

32 3t 

t 

1NC 

3: ,0 

, 



lM . . 


. 1_ 


^ . . 


. 1 


i 1 


. 1 


FUNCTION: Transfer descending beginning from OP 1 - MSL specified by 


Field A; to OP 2 - MSL specified by Field B, until OP 2 - LSL 
specified by Field C has been filled. 


Example 1: 


Given: A 6 location area with the Label CAT has been 

allocated to R31/C1 through R31/C6 in Bank 1 
( tl 93^, through tt 93&). 


Problem: Transfer Descending the data from card columns 

4 through 9 to the area CAT. 


LABEL 

OPERA’ 

’ION 

mma 

OPERAND 

1 


_ . .. ■ OPE RAH 

fL 

_, 

ZZZT 

1 5 

6_„ 

'0 


FIELD A 
^ 2 16 

7 

'NC 
“4 20 

(A 

* 

F'ELD 3 
22 26 

■f 

INC 

2: 30 


FIELD C 

32 36 

t 

INC 

3- 40 

-JL... 1 

|i7 

* * 

1 


+• 

li_l_ 


CAT. , 


. 1 


_ J i i I 




FIELD A; OP 1, MSL: The Standard Label ftl specifies the MSL of 

Read Input Storage (the location of card column 1). 
The increment of +3 causes the MSL of this OP 1 
to be the location of card column 4. c —crec- of 

$010461 or 4 can be used to specify the same OP 1, 
MSL since the location is known to the programmer. 


^9 



FIELD B; OP 2, WISE: The programmer’s Label CAT specifies the WISL of the 

area assigned to CAT by the Assembler program. 

NOTE: $3101B1 or &930 could not be used since the 
programmer does not know the actual address 
which will be assigned to area CAT. 

FIELD C; OP 2, LSL: Blank addressing will cause the Assembler program 

to use the LSL address of the area specified by the 
Label in Field 3. The programmer can also use CAT + 5, 
or +CAT in r ield C and produce the same result. 

Example 2: 

Given: The same area with the Label CAT from example 1. Also, 

A 6 location area with the Label DOG has been 
allocated to R1/C1 through R1/C6 of Bank 2 ( if 962 
through tf 967). 


Problem: Transfer Descending the (CAT) to DOG. 


LABEL 

1 5 

OPERATION 

6 <0 

OPERAND 1 

_ _ . OPERAND 2_._ I 

m 

* 

FIELD A 

1 2 16 

+ 

>NC 

20 

in 

Af 

F ! EL.D B 
22 26 

+ 

INC 

2- 30 


FIELD C 

32 36 


INC 

3: 40 

_1_l_ L. 1 

FIELD A; 

Tfc, 

OPlJ MSL: 


CAT. . 

The Label 

C 

. 1 

AT spe 

5C ] 

3>o Gr 

ifies the 

MS 

. 1 

>L add* 


1 1 i 1 

ss of the 

ar 

. 1 

ea 


assigned to CAT. 

FIELD B; OP 2, IVISL: The Label DOG specifies the WISL address of the area 

assigned to DOG. 

FIELD C; OP 2, LSL: Blank addressing will cause the Assembler program 

to use the LSL address of the area specified by the 

Label in Field B. The programmer can also use 

DOG + 5, or + Dog in Field C and produce the same result. 

NOTE: Row/Column or Decimal Addressing can not be used 
for any of the addresses, since the actual 
locations of the data are not known by the 
programmer. 


\0 



Example 3: 


Problem: Transfer the entire contents of the card in Read 
Storage to the first 80 print positions of Print 
Storage. 


LABEL 

OPERATION 


OPERAND 

1 





OPERAND 

2 .., 



1 5 

6 1 0 

M 

* 

FIELD A 
"2 16 

7 

iNC 
■- ?C 

w 

F'ELD B 
22 26 

+ 

INC 

2- JO 


FIELD C 

32 36 


INC 

3: -i0 

_1_ 1 _1_1_ 

m .. 


Mi . 


-L..1- 

J 

tm . 


_l_L 


. 

± 



FIELD A; OP 1, MSL: 


FIELD B; OP 2, MSL: 


The Standard Label $R1 specifies the MSL of the 
Read Input Storage area. $0101131 or 1 could 
have been used. 

The Standard Label $PR specifies the MSL of the 
Print Storage area $0606B1 or xt 161 could have 
been used. 


FIELD C; OP 2, LSL: 


Blank addressing can not be used, since this would 
cause the Assembler program to use the LSL of $PR, 
the last column of the Print Storage area. $PR + 79 
is the address of Print position 80 which should be the 
LSL of OP 2. $0823B1 or ^ 240 could have been used. 


Example 4: 


Problem: Transfer the data from column 80 of an input card 
to column 80 of an output card. 


LABFL 

OPERA 1 " 

ON ( OPERAND 

1 





OPERAND.. 

_ _ 


1 5 

6 

M FIELD A 
^0pr2 16 

7 

iNC 

20 

1 

F'ELD B 
22 26 

■f 

INC 

2: 30 


FIELD C 

32 36 

t 

INC 

3: 30 

—1—JU— 1 .J.- 

r>, . 



_L_I_ 

_ 

iMi 


_i_i_ 




—i—L- 


FIELD A; OP 1, MSL: The plus sign (+) prefix to the Standard Label $R1 

specifies the LSL of Read Input Storage as the MSL 
of OP 1. $031861 or If 80 could have been used. 

FIELD B* OP 2, MSL: The plus sign (+) prefix to the Standard Label $P 1 

specifies the LSL of Punch Storage as the MSL of 
OP 2. $123161 or X 372 could have been used. 


FI ELD 0; OP 2, LSL: Blank addressing in Field C specifies the LSL of the 

area whose Label is in Field 8, (The plus sign in 
Field B does not constitute part of the Label. It 
instructs the Assembler program to use the LSL address 
of the labelled area*) $1231B1 or X 372 could have 
been used. 

NOTE: Since OP 2, MSL and OP 2, LSL specify the 

same address, a one location Operand is produced. 






4.3.2 TRANSFER ASCENDING 

MNEMONIC: TA MODE: ASCENDING LENGTH: 7 IA: YES 


LABEL 

OPERATION 

OPERAND 1 




OPERAND 

2 . . 



1 6 

6 ^0 

m 

* 

FIELD A 
* 2 16 

+ 

1 NO 
•- 20 

in 

-¥• 

F 1 ELD B 
22 26 

+ 

I NC 

2" JC' 


field c 

32 3*. 


INC 

3- -.0 

1 i >1 

T.A 

1 -i— » —l_ 


1.Y . . 


_L 


& 

r 

I 


__L±_ 


*S L . . ■ 


_u 1 


FUNCTION: Transfer ascending beginning from OP 1 - LSL specified by 

Field A; to OP 2 - LSL specified by Field C, until OP 2- MSL 
specified by Field B has been filled. 




Example 1: 


Given: A 6 location area with the Label CAT has been allocated 

to R31/C1 through R31/C6 in Bank 1 ( 930 through }.{ 935) . 


Problem: Transfer Ascending the data from card columns 4 

through 9 to the area CAT. 


LABEL 

1 5 

OPERATION 

6 ^0 

OPERAND 1 

— _ . OPERAND 2_ ._ J 

n 

-K 

FIELD A 

"2 16 

+ 

iNC 
■- 20 

in 

HELD B 
22 26 

+ 

INC 

2- 30 


FIELD C 

32 36 

t 

iNC 

3:- 30 

_JL-i_l—i— 

I A ■ . 


iu. 

i 

Lj_ 


CAT. . 


, 1 


; 5 « » 


-J~ J _ 


FIELD A; OP 1, LSL: $R1 is the Standard Label for the MSL of Read Input 

Storage (the location of card column 1). The 
increment of +8 causes the LSL of this OP 1 to be 
the location of card column 9. $0109B1 or 9 

can be used to specify the same OP 1, LSL since the 
location is known to the programmer. 

FIELD 3; OP 2, MSL: The programmers Label CAT specifies the MSL of the 

area assigned to CAT by the Assembler program. 

NOTE: $3101B1 or W930 could not be used since the 
programmer 'does not know the actual address 
which will be assigned to area CAT. 


FIELD C; OP 1, LSL: Blank addressing will cause the Assembler program to 

use the LSL address of the area specified by the 
Label in Field B. The programmer can also use 
CAT + or + CAT in Field C and produce the same 
result. 





Example 2: 


Given: 1 he same area with the Label CAT from Example 1. 
Also, a 6 location area with the Label DOG has 
been allocated to R1/C1 through R1/C6 of Bank 2 
( 57 962 through VC'967). 


Problem: Transfer Ascending the (CAl) to DOG 


LABEL 

OPERATION 


OPERAND 

1 

1 - 


OPERAND 

2 



1 5 

6 <0 

l 

FIELD A 

1 2 16 

+ 

' NC Iwl F'ELD B 
'20 i * 22 26 


INC 

2-: 30 


FIELD C 
j2 36 


INC 

3- 60 

_S_fc, 1, .1. 

TA. . . 1 

] 

Vat. 


. i h.°.<k. 


, | 


_1_1_1_l 


_i_JL 


The Label CAT with a plus sign (+) prefix specifies 
the LSL of the area assigned to CAT. 

The Label DOG specifies the MSL of the area assigned 
to DOG. 

Blank addressing will cause the Assembler program 
to use the LSL address of the area specified by the 
Label in Field.B. The programmer can also use 
DOG +5, or +D0G in Field 0 and produce the same 
result. 

NOTE: Row/Column or Decimal Addressing can not be 
used for any of the addresses, since the 
actual locations of the data are not known by 
the programmer. 

Example 3: 


FIELD A; OP 1, LSL: 
FIELD B; OP 2, MSL: 
FIELD C; OP 2, LSL: 


Given: A 7 position location with the Label XT 1 is the last 
instruction of a subroutine. 

Problem: Transfer Ascending the previous 7 character 

instruction to the exit line XT 1 of the subroutine. 


LABEL 

1 5 

OPERATION 

6 -*0 

OPERAND 1 

_ _ . OPERAND T _ 1 _ ” _ I 

W FIELD A 

* A 2 -16 

* 

'NC 

20 

in 

* 

F'ELD B 
22 26 

+ 

INC 

2: 30 


FIELD C 

32 36 


INC 

3:: 10 

. 

FA. , , 

. . . 

m 

1l 


X.T.1 . 


i_L 


—JL-i_L_L_ 


_i_L 


FIELD A; OP 1, LSL: $-1 instructs the Assembler program to use the 

current value of the ILC minus one as the address 
of OP 1, LSL of this instruction. The cur rent 
value of the ILC is the MSL of this instruction. 

The MSL of this instruct ion minus one is the LSL of 
the previous instruction. 


si 




FIELD B; OP 2, MSL: The Label XT 1 specifies the MSL of the locations 

assigned to that instruction by the Assembler 
program. 

FIELD C$ OP 1, LSL: Blank addressing will cause the Assembler program 

to use the LSL of the locations assigned to the 
instruction stored at XT 1. 


/(O 




4.3.3 


TRANSFER CLEAR 


MNEMONIC: TC MODE: ASCENDING LENGTH: 7 I A: YES 


LABEL 

1 5 

OPERATION 

6 '0 

OPERAND 1 

_. OPERAND 2_ . _ J 

* 

FIELD A 
'2 16 

+ 

! NC 

20 

in 

F ! ELD B 
22 26 

+ 

1 NC 

2- .30 


FIELD C 

32 36 

t 

INC 

Jr 30 

_ 1- 1 _ 1- — L — 

TC 

_1 _ 1— A- 1 . „ 

j 

Ik . . 


_i— L_ 


. . 


_i_L 




, 1 


FUNCTION: Transfer ascending beginning from OP 1 - LSL specified by 
Field A; to OP 2 - LSL specified by Field C, until OP 2 - 
MSL specified by Field B has been filled. Clear the OP 1 
locations to space codes during the process. 

This instruction performs exactly the same as a TA (Transfer Ascending) 
instruction. The only difference is that as the characters are 
accessed from the OP 1 locations, they are not returned to the OP 1 
locations. The effect of this instruction leaves the OP 1 characters 
cleared to space codes. 

4he rules for coding a TC instruction are the same as the rules for 
coding the TA instruction (See Section 4.3.2.) 





4.3.4 TRANSFER ONLY NUMERIC BITS 


MNEMONIC: TN MODE: ASCENDING LENGTH: 7 I A: YES 


LABEL 

1 5 

OPERATION 

6 '0 

OPERAND 1 

___ OPERAND 2 _._1 

W 

* 

FIELD A 

'2 16 

+ 

'NC 

2C 

in 

* 

F 'ELD B 
22 26 

+ 

INC 

i(\ 


FIELD 0 

32 v 

+ 

INC 

3- 40 

-1—4-ft—A— 

TN 

J-J _1—4..1 


1.L . . 


_L- .1. 


. . 


. 1 


i.L, , , 




FUNCTION: Transfer ascending beginning from the OP 1 - LSL specified 

by Field A; to OP 2 - LSL specified by Field C, until OP 2 - 
MSL specified by Field B has been filled. Delete the X 
and Y bit-positions of the data delivered to OP 2. 

This instruction performs exactly like the TA (Transfer Ascending) 
instruction. The only difference is that before the characters are 
stored in the OP 2 locations, the zone bits (X and Y bit-positions) are 
stripped off (set to binary zero). The contents of OP 1 remain unchanged. 

The rules for coding a TN instruction are the same as the rules for 
coding the TA instruction (See Section 4.3.2.) 





4.3.5 TRANSFER CONSTANT 


MNEMONIC: TK MODE: ASCENDING LENGTH: 7 I A: YES 


LABEL 

OPERATION 


OPERAND 

1 


—_. OPERAS 

Pi 

2 



1 5 

6 ^0 

* 

FIELD A 

1 2 16 

+ 

1 NC 
•: 20 

in 

* 

F ! ELD B 

22 26 

+ 

INC 

2- 30 


FIELD C 

32 36 


INC 

3: -;o 

—L-+- i > 

TX . . 


L& ■ . 


■ 1 




.._L 


. ■ 


_j_L 


FUNCTION: Transfer ascending beginning from location 3 of the 


Instruction Register (IR); to OP 2 - LSL specified by 
Field C, until OP 2 - MSL specified by Field B has been 
filled. Transfer a maximum of 2 locations (KK) from the 
IR. If OP 2 is more than two locations in length, space¬ 
fill the unentered high-order locations of OP 2. 

When a TK instruction is brought to the IR for execution, the two 
alphanumeric characters KK will occupy locations 2 and 3 of the IR. 
These two locations are used similar to an OP 1 in an Ascending 
Transfer. However, the Operation code (TK) will cause the transfer 
from OP 1 to cease after the second transfer. The execution of the 
instruction will continue until OP 2, MSL has. been filled. If there 
are more than two locations in OP 2, the excess high-order locations 
of OP 2 will be filled with space codes. If there are exactly two 
locations in OP 2, the instruction will transfer locations 2 and 3 
of the IR (the constant KK). If there is only one location in OP 2, 
only position 3 of the IR will be transferred. 

NOTE: The character (lozenge) may not be used as the 

first character of a constant in Field A of this 
instruction. Code in its bit configuration. (See 
Section 4.3.5.3) 



Example 1: 


Problem: Store the letters CR in the last (low-order) 
two locations of Print Storage. 



FIELD B; OP 2, MSL: $PR is the Standard Label for the Print Storage 

area. The plus sign instructs the Assembler 
program to use the LSL of Print Storage, and 
the minus one causes the address of Print position 
131 to become the MSL of this instruction. 

FIELD C; OP 2, LSL: Blank addressing will cause the Assembler program 

to use the LSL address of the area specified by 
the Label in Field B. The use of the plus sign and 
the increment in Field B have no effect on this 
Assembler program procedure. 

Example 2: 


Problem: Store a minus sign (-) in the LSL of the 10 

character area assigned to FOX. Clear the high- 
order 9 locations of FOX to spaces. 



FIELD A; KK: The K (space code) becomes location 2, and the minus sign 
(-) becomes location 3 of the IR. After they are trans¬ 
ferred, the remainder of FOX is space filled. 

FIELD B; OP 2, MSL: The MSL of the area assigned to FOX becomes the 

MSL of this instruction. 

FIELD C; OP 2, LSL: Blank addressing causes the Assembler program to use 

the LSL of the area assigned to the Label in Field 
B (FOX) as the LSL of this instruction. 

NOTE: See Example 5 for a description of negative 
constants. 


Example 3: 


Given: Several fields of the print line are to have a 

printed sign of plus (+) or minus (-) based on a 
condition developed by the program. 


Problem: Store the proper sign indication in each of the 
fields using the TK instruction with Indirect 
Addressing. 


LABEL 

OPERAT 

ON 


OPERAND 

1 

—r 



OPERAND 

2 



1 5 

6 


Iff 

* 

FIELD A 

1 2 16 

+ 

INC 

20 

Ifl 

* 

F ! ELD B 
22 26 

+ 

INC 

2- 30 


FIELD C 

32 36 


INC 

3: 40 


T,K, , 


* 



1. 1 




, | 


1 1 1 . 1 ... 


, | 

.i . i.i.i 

T.K. . 

_ft_ 



— 

1 1 




i | 


1 i i i 


1 I 

— JUJ—l-J. 

. 

* 


- 

U 




. 1 


—1. J _L-JL- 


. -i—L_ 


Solution: The location immediately preceding the instruction labelled 
SIGN has been established as the secondary address location 
for the Indirect Addressing to be performed in the 
instruction SIGN. 

The processing in the program will previously determine the 
sign requirements of the printed fields. This same portion of 
the program will then transfer the appropriate character to 
location SIGN - 1, and execute a Jump instruction which 
transfers control to SIGN. 

The instruction in SIGN is then brought to the Instruction 
Register. Before it is executed the instruction is examined 
by the hardware to see if it calls for Indirect Addressing. 

In this case, it does. 

The hardware then automatically uses the address in the A 
portion of the IR as theUfeSL of a two location transfer from 
memory to the A portion of the IR, The hardware then examines 
the Operation code and performs the TK instruction using the 
M new M contents of the A portion of the IR as the two 
character constant KK. 

Field B specifies that the LSL of FD 1 is to be used as the 
MSL of the instruction. Blank addressing in Field C will 
cause the same address to be the LSL of the instruction thus 
creating a one character OP 2. Each of the instructions will 
then transfer the appropriate sign indication to the LSL of 
each of the print fields. 



Example 4: 


Problem: Clear Bank 2 to space codes. 


LABEL 

OPERATION 

r 

OPERAND 



r 



OPERAND 

2 _. 



1 5 

6 ^0 

a 

FIELD A 

1 2 16 

a 

•NC 
-- 2" 

i 

F 'ELD B 
22 26 

a 

■IS 

Ww*l 

1 

FIELD C 

32 3(. 

B 

INC 

3:: 30 1 

. 1,-4 1 1 

by >J 

i 

iM 



□ 


t 

_l_L 


X.tW 


I 

_ul_' 


FIELD A$ KK: The blank columns in the Field A will cause KK to become 
space codes. 

FIELD B; OP 2, WISL: Tt 962 is the decimal address for the first 

location in Bank 2, which becomes the MSL of OP 2. 

FIELD C; OP 2, LSL: ^ 1922 is the decimal address of the last location 

in Bank 2, which becomes the LSL of OP 2. 

Solution: This instruction will first transfer the two space codes, and 

then space-fill the remainder of OP 2-the rest of Bank 2. 

If the KK portion of a TK instruction is to contain a negative constant, 
the minus sign (-) is used as a prefix to the two decimal digit constant. 
The Assembler program will place an X-bit over both of the numerals 
in KK. If the negative constant is to be a value from -1 through -9, 
a zero must be coded between the minus sign and the decimal numeral. 

If the KK portion of a TK instruction is to contain a positive constant, 
no sign indication is required. 

Example 5: 


Problem: Store a -1 in the 2 location area assigned to COUNT. 


LABEL 


r 

OPERAND 

1 


._- OPERAL 

UL 

MB 


1 5 

6 '0 

■V" 

a 

|||U)|J| 

B 

'NC 
•S 20 

firgmi 

1 

■■ 

aU 

I 

■ 

i 

INC 

3: 30 


TK, 


72M 


... L 

C^.kLHT 

□ 

-^Jj 

□ 

.1 1.,. 1 . ,L . 

□ 

_o_L 


FIELD A$ KK: The minus sign causes the Assembler program to place a 

binary 1 in the X bit position of both the 0 and the 1 in 
the object language instruction. (See Section 4.4) 















FIELD B; OP 2, MSL: The address of the MSL of the area assigned to 

COUNT is used as the MSL of this instruction* 

FIELD C; OP 2, LSL: Blank addressing causes the Assembler program to 

use the address of the LSL of the area assigned to 
COUNT as the LSL of this instruction. 

NOTE: The minus sign (-) symbol can not be used as 
the first character of a constant in the TK 
instruction. Code in its bit configuration. 
(See 4.5.3.) 

4.3.5.1 SYMBOLIC ADDRESS SUBSTITUTION 

The TK instruction can also be used to change the A, B % or C address 
of an instruction. The UNIVAC 1005 Assembly System provides for source 
language coding of Labels in the Field A protion of a TK instruction. 
These Labels are converted to the two character machine language address 
assigned by the Assembler program and stored as KK in the A portion of 
the object language TK instruction. 


The symbol colon (:) is used in column 12 as a prefix to the Label 
whose assigned address is to become KK. 

Example 

Problem: Change the A address portion of a TA instruction 
stored in DOG to refer to CAT. 


LABEL 

OPERATION 


OPERAND 

1 





OPERAND 

2 ., 


; 

1 5 

6 iQ 

in 

* 

FIELD A 

1 2 16 

+ 

i NC 
' ~ 20 

in 

* 

F ! ELD B 
22 26 

V 

INC 

23 30 


FIELD C 

32 36- 

+ 

INC 

3c 40 




k-hPAT 





T 

Li- 



* 

Li_ 




FIELD A; KK; The symbol colon (:) informs the Assembler program that a 
Label appears in Field A of this TK instruction. The 
plus sign (+) prefix instructs the Assembler to use 
the LSL address of the area assigned to CAT as KK in this 
instruction. (The LSL is required due to the ascending 
mode of the TA instruction.) 




FIELD 85 OP 2, MSL: The MSL of the TA instruction stored at DOG contains 

. the Operation code. Therefore, the MSL of the A 
portion of that instruction is stored at DOG +1, 
which becomes the MSL of the TK instruction. 


FIELD C; OP 2, LSL: DOG +2 is the address of the LSL of the A portion of 

the TA instruction stored at DOG. This address is 
used as the LSL of OP 2 of the TK instruction. 


NOTE: If the symbol colon (:) is to be used as the 

constant K, it must be coded in its bit 
configuration. (See Section 4.3.5.3 below.) 

4.3.5.2 ROW/COLUMN and DECIMAL ADDRESSING 


Row/Column and Decimal Addressing can also be used to cause a machine 

language address to be placed in the A portion of the TK instruction. 

1 

Example r. 




Problem: Store the machine language of decimal location 

^ 1^000 as the LSL of a 7 character instruction 
stored in FOX. 


i LABEL 

OPERATION 


OPERAND 

1 


_■ 0PERAI\ 

p_ 

2 _. 


I 

1 

1 

1 5 

6 10 

in 

* 

HELD A 

1 2 16 

+ 

INC 
■5 20 

tn 

* 

FIELD B 
22 26 

+ 

INC 

2 b 30 


FIELD C 

32 36 


INC 

3b 40 

Wi 1 

TK ■ . 




_i_JL 



+ 

L 


—1—1_Li„ 


-4-JL 


FIELD A; KK: The Assembler program will use the two character code for 
address 'Vt 1^000 as KK in this instruction. 


FIELD B 5 OP 2, MSL: FOX is the MSL address of the 7 character instruction. 

The LSL address portion (the C portion) of FOX is 
therefore FOX + 6 , which will be used is the OP 2 
MSL of this instruction. 


FIELD C; OP 2, LSL: 


Blank addressing will cause the Assembler program 
to use the LSL of the area assigned to FOX as the 
OP 2, LSL of this instruction. This is the LSL of 
the C portion of FOX. 




* 

Example j&: 


1000 is the decimal address of R2/C8, Bank 2. The 
coding for Example 7 could have read as follows, and 
produce the same result. 


! LABEL 

I 

1 5 

0PERA T I0N 

6 ''O 

OPERAND 1 

__. OPERAND 2_._ 

* 

FIELD A 

A 2 16 

+ 

>NC 

*3 20 

in 

Af 

F'ELD B 
22 26 

+ 

INC 

2- JO 


FIELD C 

32 36 

♦ 

INC 

3: -lO 

, , 

TK, , . 



! 

't, 1 


fo.X^ 

4 

k_L 


_L-J_L..-L... 


_u_L 


4.3.5.3 BINARY CODED CONSTANTS 

The basic level of machine code is a series of binary bits. In the 
UNIVAC 1005, 6 binary digits (bits) are stored in each memory location. 
The UNIVAC 1005 Assembly System allows the programmer to use binary 
indications, if necessary, to code his program. 

In order to reduce the number of source language columns required 
for binary indication, the UNIVAC 1005 Assembly System provides' for 
octal coding. An octal code is made up of three adjacent binary 
digits. Thus two octal digits can be used to express the contents of 
one UNIVAC 100a location. To determine the octal equivalent of the 
6-bit binary code, the following is suggested. 

00 C*> CO C4) u> Cl) 

UNIVAC 1005 bit posit ion X Y 8 4 2 1 

Octal Digit #1 Octal Digit #2 

Add the binary mm of the bits in the 4, 2, and 1-bit positions 
(maximum sum - 7) to create Octal Digit #2, Using the same values 
(4, 2, 1) add the' sum of the X, Y, and 8-bit positions (maximum 7) 
to create Octal Digit $1. Write as a two place number. 



For example: the bit configuration of the letter A equals 


X Y 8 
0 1 0 


4 2 1 
1 0 0 


Position 1 = 0 

2=0 


4=4 . * 

sum 4 equals Octal Digit 2 

Position 8=0 

Y = 2 

x = o 

sum 2 equals Octal Digit'll 

Thus the octal form of the letter A is 24. In the same manner, any 
six bit configuration can be shown by using the two digit octal form. 

The symbol for number (#) is used as a prefix to indicate the Assembler 

program that octal coding has been used, followed by four octal digits. 
Example 

<\\ 

Problem: Store two lozenge symbols (Htt) in the least 
significant locations of the area assigned to 
RAT. (Reminder, the lozenge symbol cannot 
be used for KK in the TK instruction.) = 111 101 

( LABEL lOPERAHOIM I OPERAND 1 I OPFRAND ? 

, fll FIELD A l+l INC IP HELD B +| INCFIELD C + 1 INC ' 

'1 5 6 10 * '2 16 - H 20 * 22 26 ~ 2- 30 32 36 - 3c 40 


fan. I w.o.i 


'f AT. |-K 


FIELD A; KK: The number symbol (#) indicates to the Assembler program 
that what follows is octal coding. The Assembler program 
then forms the two characters KK. 


FIELD B; OP 2, MSL: + RAT -1 is the second least sipnificat location 

of RAT. 



FIELD C; OP 2, LSL: Blank addressing causes the Assembler program to 

use the LSL of the area assigned to RAT as the 
LSL of this instruction. 

NOTE: Octal coding can also be used as a method 
for addressing in the UNIVAC 1005 Assembly 

System. See Appendix _ for a complete 

description. 




4.3.6 TRANSFER TO REGISTER X 


MNEMONIC: TX MODE: ASCENDING LENGTH: 5 I A: NO 


r~ label " 

OPERATION' 


OPERAND 

1 

l ~ ~ 


OPERAS 

L 

_2. 



'1 5 

6 10 

* 

FIELD A 

1 2 16 

7 

‘NO llfll FIELD B 

*6 20l*|22 26 

+ 

INC 

2:: 30 


FI 

32 

1 ELD C 

36 

♦ 

INC 

33 40 


I2C. 


LL .... 


. . 1 m+, ] 




_1_J_1—L— 


_u_L 


FUNCTION: (OP 2 in the TX command is rX.) Transfer ascending 

beginning from OP 1 - LSL^ continuing until 

OP 1 - MSL has been transferred. Space fill any un¬ 
entered high order positions of rX. Maximum OP 1 operand 
length is 31 locations. (See Section 4.2 for further 
inf ormation.) 

This instruction has an implied OP 2 of rX, which is indicated by the 

Operation code. The purpose of this instruction is to provide for 

the handling of unequal length operands. Complete specification of the 
length of OP 1 is made in Field A and Field B (two addresses), and rX 

is OP 2. The TX instruction is a 5 character instruction . 

Example 1: 


Problem: Transfer the 5 characters from card columns 1 

thru 5 to the 8 character field assigned to CAT. 
NOTE: This requires two instructions. 


LABEL 

OPERATION 


OPERAND 

1 




OPERAND 

2 



1 5 

6 10 

in 

* 

FIELD A 

A 2 16 

+ 

'NO 
'3 20 

W F ! ELD B 
* 22 26 

+ 

INC 

23 30 


FIELD C 

32 36 


IMG 

33 40 


TX . . 


Iki, . 


V; l 

|LRi. . 


. 1 


1 1 i 1 

~ 

, 1 

- 1 , j 

TiAi, i > 





C.AT. . 




—Jl_1-1_L— 


-juJL 






Instruction 1 IX 

FIELD A; OP 1, LSL: The Standard Label $R1 + 4 specifies that the address 

of the fifth position of Read Input storage is 
to be the LSL of this instruction. 

FIELD B; OP 1, MSL: The Standard Label $R1 specifies that the address 

of the first position is to be the MSL of this 
instruction. 

FIELD C; Ignored 

Instruction 1 transfers locations 1 through 5 of Read Input 
storage to the low order 5 locations of rX (R32/C27 ? Bank 2 
through R32/C31, Bank 2). The remainder of rX (R32/Cl, Bank 
2 through R32/C26, Bank 2) is filled with space codes. 


Instruction 2 TA 

FIELD A; OP 1, LSL: $3231B2 specifies that the LSL of rX is to be used 

as the OP 1, LSL of this instruction. 

FIELD B; OP 2, MSL: The MSL address of the area assigned to CAT is to 

be used as the OP 2, MSL of this instruction. 

FIELD C; OP 2* LSL: Blank addressing specifies that the LSL address of 

the area assigned to CAT is to be used as the OP 2, 
LSL address of this instruction. 


The ascending transfer in Instruction 2 calls for an 8 location transfer 
(the length of OP 2, CAT). The low order 5 locations of CAT will 
contain the 5 characters from the card which were transferred to the low 
order positions of rX by Instruction 1. The 3 high order positions of 
CAT will contain space codes from the un-entered portion of rX. 




4.3.7 TRANSLATE (OPTIONAL) 


NOTE: The Translate instruction can only be used if the 
UNIVAC 1005 system for which the program is being 
assembled has the hardware translate option. 


MNEMONIC: TR MODE: DESCENDING LENGTH: 7 I A: YES 


LABEL 

(operation] 

' OPERAND 1 1 

. . _- OPERAS 

|£L 

_2_, 



1 6 

6 '0 

* 

FIELD A 

1 2 16 

+ 

INC 

2C 

IP 

* 

FIELD B 
22 26 

+ 

INC 

2- 30 


FIELD 0 

32 it. 


INC 

3: -30 

- X » 1-1- 

TR . . 


_1_1-1-1- 


_i_L. 

mmmm 

m - 

_ 

_i_L 

— 

■U. , . 

— 

_4_l_ 


FUNCTION: Translate each of the characters in the field defined as OP 2 
(except the LSL) according to the Translation Table stored in 
the last 64 locations of memory (exclusive of Special Registers), 
Return the translated character to OP 2, 


The use of the Translate option on the UNIVAC 1005 requires that the 
translated characters be returned to the same locations from which the 
characters to be translated were obtained. Thus 2M and 2L not only 
define OP 2, they also define OP 1. Furthermore, the Translate option 
also requires that OP 2 be one location longer than OP 1 at the LSL end of 
OP 2, 2M specifies both OP 1 and OP 2 MSL. 2L specifies the OP 2 LSL, and 
the hardware automatically uses 2L-1 as the OP 1, LSL. 

The Translation Table contains the code configuration of the "new” 
characters arranged according to the ascending octal sequence of the 
equivalent "old 11 characters. For example: assume the following "old 11 
codes are to be translated to UNIVAC 1005 XS-3. 

OLD 

Char Binary Octal 

Space 000 000 00 

A 000 001 01 

B 000 010 02 

u 



The Translation Table sequence would be 


Location *S-3 ft- ilHary Char 


MSL (00) 000 000 Space 

MSL + 1 (01) 010 100 A 

MSL + 2 (02) 010 101 B 


The Translation Table must be stored in locations R29/C30, Bank 2 (MSL) 
through R31/C31, Bank 2 (LSL) of a 2 bank UNIVAC 1005 system; or in 
R29/C30, Bank 4 (MSL) through R31/C31, Bank 4 of a 4 bank UNIVAC 1005 
system. More than one Translation Table can be used in a program 
provided that the program transfer the proper set of translation 
.codes to the Translation Table locations prior to each change in use. 
Example 1: 


Given: A field of 80 characters received in a communication 
code stored in an 80 location area assigned the Label 
INMSG. 

A table of XS-3 codes arranged in communication code 
sequence stored in a 64 location area assigned the 
Label XS3. 

A table of communication codes arranged in XS-3 
code sequence stored in a 64 location area assigned 
the Label COMCD. 


LABEL 

1 5 

OPERATION 

6 “>0 

OPERAND 1 I 

— _ _ OPERAND 2_ . _ 1 

m 

* 

FIELD A 

'2 16 

+ 

'NC 
'S 20 

IR 

* 

HELD B 

22 26 

+ 

INC 

2f 30 


FIELD C 

32 ' 36 

+ 

INC 

3 : 40 

1 | i 1 

T3. . , 


X.S.3. . 


. I 


IT.R. . 


. 1 


till 


, | 

1 1 1 1 

TA . . 


1 . ^ i_ 


_L_1_ 




. l 1 . 


tXHMS 


iuL 


Instructionx 1 TD 

FIELD A; OP 1, MSL: The Label XS3 specifies that the MSL address of 

the XS-3 table is to be used as OP 1, MSL. 



FIELD B; OP 2, MSL: The Standard Label $TR specifies that the MSL of 

the area required for the Translation Table is to 
be used as OP 2, WISL of this instruction. 

FIELD C; OP 2, LSL: Blank addressing specifies that the LSL of the area 

specified by $TR is to be used as the LSL of this 
instruct ion. 


Instruction 1 loads the Translation Table with the correct translation 
characters. 

Instruction 2 TR 


FIELD A; Ipnored 

FIELD B; OP 1 and OP 2 MSL: The characters to be translated must be 

obtained from and replaced in the same 
locations by the translated characters. The 
address of the MSL of the area assigned to 
INMSG will be used as OP 1 and OP 2 MSL 
of this instruction. 

FIELD C; OP 2, LSL: This must specify the location +1 of the last 

character to be translated. The character in this 
location is not disturbed +INMS (four characters of 
the INMSG) specifies the address of the LSL of the 
characters to be translated. +INMS +1 specifies 
the correct OP 2, LSL for this instruction. 


If the results of processing are to be translated from XS-3 to 
Communication code, two similar instructions could be used. Instruction 
1 would load the Translation Table locations from the COMCD table, and 
Instruction 2 would cause the translation. 


LABEL 

1 5 

OPERATION 

6 10 

OPERAND 1 ! 

__. OPERAND 2_._1 

s 

FIELD A 
^2 16 

+ 

'NO 

20 

§ 

FIELD B 
22 26 

+ 

INC 

23 30 


FIELD C 

32 36 

♦ 

INC 

3c ^0 


- * f 1 1 

T2>. . . 




. 1 


iT.tL . 


. 1 


■1 1 1 1 


. 1 

1—1—L—1— 

T.fL . . 




—I—1— 




i 1 




L_l 



4.4 


ADDITION AND SUBTRACTION 


Addition is accomplished in the UNI VAC 1005 in ascending mode using 
a one character adder. The LSL of OP 1 is placed in the adder. The 
LSL of OP 2 is then added, and the sum digit is returned to the LSL 
of OP 2. The adder circuitry retains the presence of a carry, if any. 

The next corresponding locations are added from OP 1 and OP 2 ( and 
the preceding carry, if any) and the sum digit is returned to OP 2. 

This process continues until the sum digit has been returned to the 
MSL of OP 2 . Thus OP 2 defines the length of both Operands. Sub- 
traction is accomplished by adding the tens complement of OP 1 to OP 2. 

There are two types of addition and subtraction in the UNIVAC 1005— 
Algebraic and absolute. 

For Algebraic Add and Subtract operations, the presence of a binary 

LSL aj 

1 in the X bit position of^an Operand indicates a negative value.. 

A negative result will have a binary 1 in the X bit position of both 
the MSL and the LSL. A zero result will have a binary 1 .in the Y bit 
position of the MSL and will have the sign of OP 2. Spaces in OP 1 and 
OP 2 are treated as zeroes, and zeroes will be placed in result locations 
which do not contain 1 through 9. 

For Absolute Add and Subtract, the signs of OP 1 and OP 2 are ignored. 
Absolute Add can produce only a positive result. Absolute Subtract is 
performed by complemented addition and may produce a negative result. 
However the negative sign indication is not stored. A zero result will 
have a binary 1 in the Y bit of the MSL. 




Associated with the adder circuitry is a Sign Comparator. As a result 
of every arithmetic operation, the Sign Comparator* is set to one of 
three conditions—plus, minus, or zero. The condition of the Sign 
Comparator can be tested, for sequential control purposes. (See 
Section _, JC instruction.) 

In the event that a carry is produced as a result of adding the OP 1 
and OP 2 MSL, an Overflow indicator is set. This condition can also 
be tested. (See Section_, JC instruction.) 

The conditions of the Sign Comparator and the Overflow indicator are set 
following every arithmetic operation, and must be tested, if required, 
before the next arithmetic operation. 

If the Operands for a required arithmetic operation are^of equal length, 
the shorter of the two must be transferred to rX using the TX instruction. 
44- can then be used as OP 1 fro w r K. 


% 


4.4.1 ADD ALGEBRAIC 


MNEMONIC: AD MODE: ASCENDING LENGTH: 7 IA: YES 


LABEL 

OPERATION 


OPERAND 

4 





OPERAND 

2 , 

__J 

1 5 

6 '0 

* 

FIELD A 

1 2 16 

"+ 

'NC 
•- 2C 

in 

F ! ELD B 

22 26 

+ 

INC 

2- 30 


FIELD C 

32 36 


INC i 
3r 40 

-1 ■ 

fch. . . 

'V* - 


Ik ■ . 


X-.1- 


M . . 


-j-L 


^•1 _ 1 _L_ 


i 1. 


FUNCTION: Condition the adder circuitry according to the sign bits 

of OP 1 and OP 2. Ascending add the OP 1-LSL specified by 
Field A to the OP 2-LSL specified by Field C; replacing 
OP 2-LSL with the sum digit. Continue until a sum digit 
has been placed in OP 2-MSL specified by Field B. Set the 
Sign Comparator. Set the Overflow indicator, if necessary. 
The arithmetic is performed according to the rules for 
algebraic addition. 

Example 1 EQUAL LENGTH OPERANDS 


Problem: Add Quantity 1 from card columns 1 through 5 to 

Quantity 2 from card columns 6 through 10. Store 
the result in the Quantity 2 locations. 


LABEL 

OPthH ■ 

; Q;\: 


UrtflAND 

1 





OPERAND 

2 1 


_l 

1 5 

6 

^0 

n 

* 

FIELD A 

1 2 16 

+ 

1 NC 
”3 20 

in 

* 

FIELD B 
22 26 

+ 

INC 

2- 30 


FIELD C 

32 36 


O 
O ^ 
ZZ 

_di 

1 1 


L-I. ■ 



I 

—i—L 

] 

, i 

_ . 

-lJ- 



. 

_i_L_ 


FIELD A 5 OP 1, LSL: rt 5 is the decimal address for the LSL of Quantity 1. 

FIELD B; OP 2, MSL: T* 6 is the decimal address of the MSL of Quantity 2. 

FIELD C; OP 2, LSL: tt 10 is the decimal address of the LSL of Quantity 2. 


Example 2 UNEQUAL LENGTH OPERANDS 


Given: Input Amount is in card columns 61 through 65. 

TOTAL is the Label assigned to an area of 10 locations. 

Problem: Add Input Amount to TOTAL 


LABEL 

1 5 

OPERATION 

6 “>0 

OPERAND 1 

_ _ . _ . _ urn n AMD_ 2_ . _ ■ _1 

* 

FIELD A 

1 2 16 

+ 

! NC 

■3 20 

m 

-x- 

F ! ELD B 

22 26 

+ 

INC 

2- 30 


FIELD C 

32 36 

♦ 

INC 

3: 40 


r,x. .. 




, 1 




. 1 


till 


, I 

—1 JL. 1 .L. 



iilX&L- 


1 1 


T.OXAL 


_j_J _ 


1 1 -1_L— 


_1_1— 


73 






4.4.2 SUBTRACT ALGEBRAIC 


MNEMONIC: SU MODE: ASCENDING LENGTH: 7 I A: YES 


LABEL 

OPERATION 


OPERAND 

1 

1 


OPERAfj 

Pi 

2 



1 5 

6 <0 

fl 

* 

FIELD A 

1 2 16 

♦ 

•NC llflj HELD B 
20|*|22 26 

♦ 

INC 

2: 30 


FIELD C 

32 36 


INC 

33 40 

- 1-4.I t 

S.U. ■ ■ 


LL ■ ■ 


. i 1 


-x-L 


A.I. . ■ 

I 

_i_L 


FUNCTION: This instruction performs exactly the same as ADD ALGEBRAIC 
(Section 4.4.1). 


NOTE: OP 1 is subtracted from OP 2 and the result is 
delivered to OP 2. 




4.4.3 ABSOLUTE ADD (ADD MAGNITUDE) 


MNEMONIC: AM MODE: ASCENDING LENGTH: 7 I A: YES 


LABEL 

OPERATION 


OPERAND 

1 


L_. QPEEM 

ID 

2 .. 



1 5 

6 10 

S 

* 

FIELD A 
A 2 16 

+ 

' NC 

4 r 2C 

W 

* 

F'ELD B 

22 26 

+ 

! f iQ 

2z JC 


FIELD C 

32 . 36 

♦ 

INC 

3r 40 

1-4 » » 

ArM. . . 

mmm 

U. ■ , 

mmmm 

L 

mmmm 

. . 

mmm 


mmm* 

■ ■ 

-- n| 

_i_L 


FUNCTION: Ignore the signs of OP 1 and OP 2. Ascending add the 

OP 1-LSL specified by Field A to the OP 2-LSL specified 
by Field C, replacing OP 2-LSL with the sum digit. 
Continue until a sum digit has been placed in OP 2-MSL 
specified by Field B. Set the Sign Comparator. Set the 
Overflow indicator if necessary. 

This instruction performs the same as Algebraic Add except the sign 
bits of OP 1 and OP 2 are ignored during the process. The X bit of 
OP 2, LSLis not changed by this instruction. 


% 



4.4.4 ABSOLUTE SUBTRACT (SUBTRACT MAGNITUDE) 


MNEMONIC: SM MODE: ASCENDING LENGTH: 7 I A: YES 


LABEL 

OPERATION 


OPERAND 

4 


__. OPERAt 

Pi 

2 



1 5 

6 '0 

l 

FIELD A 

■ 2 16 

+ 

1 NC 
'-■-20 

in 

FIELD B 

22 26 

+ 

INC 

2- 30 


FIELD C 

32 36 


INC 

3: 40 

i 

L—1 |-L-l— 

2NL i > 


U. . ■ 

I 

..... J- 


■w. , , 


. 1 

I 

■ ■ 


_x_L 


FUNCTION: This instruct ion performs exactly the same as ADD 
MAGNITUDE (Section 4.4.3). 


NOTE: OP 1 is subtracted from OP ‘2 and the result is 
del ivered to OP 2. 


Although the signs are ignored for the processing if a negative result 

is produced, it will be stored in true (not e ompYwt^va ) form in OP 2. 

For example: OP 1 = OP 2 = 3, 3-7=4 which is the result stored in 

OP 2. The X bit of the original OP 2, LSL remains 

unchanged. 


ii 



4.4.5 ADD CONSTANT 


MNEMONIC: AK MODE: ASCENDING LENGTH: 7 IA: YES- 



FUNCTION: Add algebraic ascending beginning with location 3 of the 

Instruction Register; to the OP 2-LSL specified by Field C, 
until OP 2-MSL specified by Field B has received a sum 
digit. Add a maximum of 2 locations (DD) from the IR. If 
OP 2 is more than two locations in length, spaces are 
considered as a prefix to DD. Set the Sign Comparator Set 
the Overflow indicator if necessary. 


DD must always appear as a two digit constant. If the value of DD is 
less than ten, place a 0 in column 12. The maximum value of DD .is 99. 


Negative constants are specified by placing a minus sign (-) in column 
12 followed by a two digit DD. The Assembler program will use this 
indication to place a binary 1 in the X bit position of both digits. 

The X bit over the right hand digit becomes the sign of the constant 
DD. The X bit over the left hand digit is ignored in the AK1 instruction. 
Example 1 


Problem: Add 1 to the value of a 4 location area assigned to 
COUNT 


LABEL 

OPERATION 


OPERAND 

1 


—_: OPERAND 2_._ 

1 5 

6 10 

In 

* 

FIELD A 

A 2 16 

0 

INC 
' 3 20 

in 

* 

FIELD- B 
22 ' 26 

+ 

IMG ! 
26 3G 

[ 

FIELD C 1 

32 36 

♦ 

INC 

33 40 






FIELD A; DD: 0 1 becomes the two characters in locations 2 and 3 of the 
IR when this instruction is executed, 

FIELD B; OP 2, MSL: The address of the MSL of the area assigned to 

COUNT is used as the OP 2, MSL of this instruction. 

FIELD C; OP 2, LSL: Blank addressing causes the Assembler program to 

use the address of the LSL of COUNT as the OP 2, 

LSL of this instruction. 

When the addition is performed, it operates the same as the Add Algebraic 
(AD) instruction, except that if the OP 2 is more than two locations in 
length (as in Example 1), space codes are added to the excess locations. 
The carry, if any, also is added in the excess locations. The AK 
instruction terminates when a sum digit has been delivered to the 
MSL of OP 2. 

Example 2 


Problem: Subtract 1 from the value of a 4 location area 

assigned to COUNT. 


NOTE: Subtraction is performed by adding a negative 
constant. 


LABEL 

OPERATION 


OPERAND 

1 





OPERAND 

2 , 



1 5 

6 i 0 

fl 

* 

FIELD A 

*2 16 

+ 

'NC 

20 

in 

* 

F ! ELD B 
22 26 

+ 

INC 

2- 30 


FIELD C 

32 36 

t 

INC 

3: 40 

_ 1 _K_ 

A, ^ . . 


-.0.1 ■ 


. 1.... 




_1_1_ 


_1_1_1_1_ 


-i 1 


FIELD A; DD: The minus sign (-) prefix to the constant 0 1 (DD) causes 
the Assembler program to place a binary 1 in the X bit 
positions of locations 2 and 3 of this instruction. The 
X bit of position 3 is the sign of the constant DD. The 
X bit of position 2 is ignored in the AK instruction. 

FIELD B 5 OP 2, MSL: The address of the MSL of the area assigned to 

COUNT is used as the OP 2, MSL of this instruction. 


FIELD C; OP 2, LSL: Blank addressing causes the Assembler program 

to use the address of the LSL of COUNT as the OP 
LSL of this instruction. 


Space codes will be subtracted from the two high order locations of 
COUNT, and borrows will occur, if any. 


4.5 


COMPARE INSTRUCTIONS 


Comparison in the UNIVAC 1005 may be considered to consist of two 
phases—performing the comparison, and testing the result of that 
comparison. The first phase—performing the comparison is accomplished 
through use of one of the Compare instructions. The purpose of a 
Compare instruction is to establish (set) a condition in the 
Comparator based on the relationship of the Operands which are compared. 
The condition of the Comparator is then tested by means of a Jump 
Test instruction. The Comparator which is set and tested by the Compare 
and Jump Test instructions should not be confused with the Sign 
Comparator which is set and tested by the Arithmetic and Jump 
Condition instructions. 

The condition of the Comparator is set as a result (the only result) 
of the execution of a Compare instruction. The contents of OP 1 
and OP 2 remain unchanged by a Compare instruction. The condition of 
the Comparator will not change until another Compare instruction is 
executed. The Comparator may be tested as often as required. 

The Compare instructions operate in ascending mode. In the event of a 
signed comparison, this enables the circuitry to first examine the sign 
bits, which are located in the LSL of the Operands. Except for 
sign considerations, the result condition of the Comparator is based 
on the last difference, if any, encountered during the comparison. 

The Operands in a Compare instruction must be of equal length. For 
signed comparison of unequal length Operands, the shorter of the two 





should be transferred to rX using the TX instruction (Section 4.3.6). In 
signed Compare instructions, space codes are considered equal to zeroes. 

mm 

The maximum Operand length in a Compare instruction is 961 locations. 



4.5.1 


COMPARE NUMERIC 


SIGNED COMPAR I SON 


MNEMONIC: CN MODE: ASCENDING LENGTH: 7 I A: YES 


LABEL 

OPERATION 


OPERAND 

I 





OPERAND 

2 . 



1 5 

6 ^0 

* 

FIELD A 
^ 2 16 

T 

•IMC 

20 

in 

* 

FIELD B 

22 26 

+ 

INC 

2- 30 


FIELD C 

32 36 


INC 

3: 40 

; J ^ J__ 

CitL ■ ■ 


ll .. 


. 1 


•MA . . 


_L_I_ 


_■ i 


_u_L 


FUNCTION: Compare ascending the OP 1-LSL ( including sign) specified 
by Field A, to the OP 2-LSL (including sign) specified by 
Field C. Continue until the OP 2-LSL specified by Field B 
has been compared. Ignore the X and Y bit positions of 
OP 1 and OP 2 (except sign). Set the Comparator to one of 
three conditions: 

OP 1 > OP 2; OP 1 < OP 2: OP 1 = OP 2. 


When a signed comparison is performed, the relationship of OP 1 and OP 2 
can be established if the signs (X bit position of LSL) are not alike. 

If the signs are alike, the values of OP 1 and OP 2 are then 
automatically compared to determine the result. 


If the signs are alike and both plus, the Operand with the larger 
absolute value is the greater . If the signs are alike and both minus, 
the Operand with the larger absolute value is the least . If the signs 
are not alike, the Operand with the plus sign is the greater. Only 
if the signs are alike and the absolute values are the same is the 
result equal . 

In Compare Numeric (CN), the zone bits (X and Y positions) of OP 1 
and OP 2 are ignored (except for the consideration of the sign bits). 
Space codes are compared as equal to zeroes. 


% 





fri Compar e Numeric (0M)j ' * 'h i garni, bita (K w i- H V pus l i ' U i m ^-' UP OP 1 antf 
* 0P 2 ari ignor - od (onoopt for tho e onoidorat ion of the oign bits)i S p aci, 
■ oode& ’^ ra eempa i »a.<!] aa e q ual la ze i uea. 


The result of a CN instruction is set in the Comparator, and must be 

tested by a JT instruction (Section _ _) before the execution of 

any subsequent Compare instruction. 

Example 1 


Problem: Compare Total Deductions from card columns 5 through 
10 to the Gross Pay in a 6 character area assigned 
to GRPAY. 


LABEL 

OPERATION 


OPERAND 

1 

— r 


OPERAND 

2 



1 5 

6 10 

in 

* 

FIELD A 
"2 16 

+ 

INC M F ! ELD B 
’= 2C|*|22 26 

+ 

INC 

2: 30 


FIELD C 

32 36 


INC 

3: 40 

-U- 

Crt 

_i_ i _ i _ i _ 


«.i SL . 


■ i 1 6 MM 


_0_ 


1 S i 1 


-u-L 


FIELD A; OP 1, LSL: W 10 is the decimal address of the LSL of Total 

Deductions (column 10 of Read Input Storage). 

FIELD B; OP 2, MSL: The Label GRPAY specifies the MSL address of the area 

assigned to GRPAY. 

FIELD C; OP 2, LSL: Blank addressing causes the Assembler program to use 

the LSL of the area assigned to GRPAY as the LSL 
of this instruction. 

1) If Total Deductions (OP 1) is more than Gross Pay 
(OP 2), the Comparator is set to Greater Than. 

OP 1 > OP 2. 

2) If Total Deductions (OP 1) is the same as Gross 
Pay (OP 2), the Comparator is set to Equal. 

OP 1 = OP 2. 

3) If Total Deduct ions (OP 1) is smaller than Gross 
Pay (OP 2), the Comparator is set to Less Than. 

OP 1 <0P 2. 





4.5.2 COMPARE ABSOLUTE (MAGNITUDE) UNSIGNED COMPARISON 
MNEMONIC: CM MODE: ASCENDING LENGTH: 7 


IA: YES 


LABEL 

OPERATION 


OPERAND 

1 


._. OPERAh 

Pi 

2 _. 


1 5 

6 i0 

m 

* 

FIELD A 

A 2 16 

+ 

INC 

'c pc 

Ifl 

* 

F ! ELD B 
22 26 

+ 

INC 

2': 30 


FIELD C 

32 36 


INC 

3c 40 

-1—1 1 1 

yA . . 


1,L 

_ l,-i~ 1—l— 


. 1 . 


A* . , 


__i_L 




_i_L. 


FUNCTION: Compare ascending the OP 1-LSL (excluding sign) specified by 
Field A, to the OP 2-LSL specified by Field C. Continue 
until the OP 2-MSL specified by Field B has been compared. 
Ignore the X and Y bit positions of OP 1 and OP 2 including 
the sign bits. Set the Comparator to one of three conditions: 

OP 1 > OP 2; OP 1 < OP 2; OP 1 = OP 2. 


The comparison is made on the absolute magnitude of the numeric (8, 4, 2, 1) 
values OP 1 and OP 2. The X bit positions of OP 1, LSL and OP 2, LSL 
(sign bits) are also excluded from consideration. Thus a plus 3 would 
compare equal to a minus 3, Space codes are compared as equal to zeroes. 


The result of a CM instruction is set in the Comparator, and must be 

tested by a JT instruction (Section_) before the execution of 

any subsequent Compare instruction. 

Example 1 


Problem: Compare Actual Tolerance from the area assigned to 
ACTOL (5 locations) to the Allowed Tolerance in the 
area assigned to ALTOL (5 locations). 


LABEL 

OPERATION 


OPERAND 

1 





OPERAND 

2 



1 5 

6 10 

in 

* 

FIELD A 

i2 16 

+ 

INC 

*r 20 

Ifl 

* 

F ! ELD B 
22 26 

♦ 

INC 

2c 30 


FIELD C 

32 36 

♦ 

INC 

3c 40 

JUi— i l .. 

Ctt . . 


TA.^T.O 


—i—L- 


A.IT.Q.L 


_i—L- 


... i L i t__ 


iJ... 


FIELD A; OP 1, LSL: The plus sign (+) prefix to the Label ACTO causes the 

Assembler to use the address of the LSL of the area 
assigned to ACTOL. 




FIELD B; OP 2, MSL: The address of the MSL of ALTOL is used as the 

MSL of OP 2. 

FIELD C; OP 2, LSL: Blank addressing causes the Assembler program to use 

the address of the LSL of ALTOL as LSL of OP 2. 

FIELD + 

Tolerances are usually - n. If ALTOL contains n, the Actual Tolerance 
(ACTOL) could have been calculated to a plus or minus value. The CM 
instruction will ignore the signs, and compare to determine if the 
absolute value of the Actual Tolerance is greater than the Allowed 
Tolerance. 

1) If the Actual Tolerance (OP 1) is more than the Allowed 
Tolerance (OP 2), the Comparator is set to Greater Than. 

OP 1 > OP 2. 

2) If the Actual Tolerance (OP 1) is the same.as the Allowed 
Tolerance (OP 2), the Comparator is set to Equal. 

OP 1 = OP 2. 

3) If the Actual Tolerance (OP 1) is smaller than the 
Allowed Tolerance (OP 2), the Comparator is set to Less 
Than. OP 1 < OP 2. 


+ 

If the Allowed Tolerance is 5, an Actual Tolerance of - 4 
would compare Less Than. 



4.5.3 COMPARE ALPHANUMERIC UNSIGNED COMPWISON 


MNEMONIC: CA MODE: ASCENDING LENGTH: 7 IA: YES 


LABEL 

OPERATION 


OPERAND 

1 

-1- 


OPERAND 

2 



1 5 

6 10 

In 

* 

FIELD A 
'2 16 

+ 

'NO llfll FIELD B 
*= 20|*|22 26 

♦ 

o 
o m 

c\i 


FIELD C 

32 36 

♦ 

INC 

3E 40 

«... 

CA. ■ . 


U ■ ■ 


■ l 1 ■ ■ 




, . 


. ,^JL- 


FUNCTION: Compare ascending the bit pattern of OP 1-LSL specified by 

Field A, to the bit pattern of OP 2-LSL specified by Field C. 
Continue until the bit pattern of OP 2-MSL specified by Field 
B has been compared. Exclude sign considerations, but include 
sign bit positions. Set the Comparator to one of two conditions. 
OP I^OP 2; OP 1 1 (unequal to) OP 2. 


The purpose of the CA instruction is to determine if al1 bits in OP 1 are 
exactly the same as al1 bits in OP 2. There are only two results: all 
the bits of OP 1 are exactly the same (equal condition), or they are not 
the same (unequal condition). Spaces do not equal zeroes. 


The comparison is performed on an ascending basis using the X Y 8 4 2 1 
bits of each cor responding location of OP 1 and OP 2 beginning with the 
LSL. The determination of the condition which exists between the two 
Operands is made as soon as any difference is detected between characters 
in cor responding locations. If all locations have been compared and 
no difference is detected, an equal condition exists. 

Example 1 


Given: 


Employee Number (5 locations) and Employee Name, last 
name first (24 locations) from a Payroll Master Card 
have been stored in two adjacent areas assigned to 
and MNAME. 




T 






Detail cards containing the Employee Number in columns 
1 through 5 and the first four letters of the last name 
of the employee are in columns 6 through 9. 





c 

Problem: Compare Employee Number and Name from the detail ! 

card to MNUM and the first four locations of MNAME. 


LABEL 

1 5 

OPERATION 

6 10 

OPERAND 1 1 

___ OPERAND 2_._1 

M 

* 

FIELD A 

A 2 16 

+ 

INC 

20 

in 

* 

F ! ELD B 
22 26 

+ 

INC 

2r 30 


FIELD C 

32 . 36 

♦ 

INC 

3: 40 


.A, > 


'll L 1 1 


—t~l_ 




_a_L 




3LL 


FIELD A; OP 1, LSL: T49 is the decimal address of the Read Input 

Storage location which contains the information 
from card column 9. 

FIELD B; OP 2, MSL: The Label MNUM causes the address of the MSL of the 

area assigned to MNUVI to be used as the MSL of 
this instruction. 


FIELD C 5 OP 2, LSL: MNAME + 3 is the address of the location of MNAWE 

that contains the fourth letter of last name stored 
from the master card. This address becomes the 
LSL of the CA instruction. 


Solution: The 5 locations of MNUM and the first 4 (high order) locations 
of MNAME become a 9 location OP 2, and are compared to the 
information from card columns 1 through 9 in Read Input 
Storage. The assignment of the two Labelled Storage areas 
(MNUVI and MNAME) to adjacent memory locations is accomplished 
by proper use of Declarative instructions. 

The result of the CA instruction is set in the Comparator and 
can be tested in the next or some subsequent instruction 
(provided no intervening Compare instruction is executed). 


<r 

X. 


n, > 

0 j 





4.5.4 COMPARE CONSTANT UNSIGNED COMPARISON 


MNEMONIC: CK MODE: ASCENDING LENGTH: 7 I A: YES 


LABEL 

OPERATION 


OPERAND 

1 


_. OPERAh 

ID 

2 . , 



1 5 

6 10 

iff 

* 

FIELD A 
12 16 

+ 

• NC 

T5 20 

IA 

* 

FIELD B 
22 26 

+ 

o 
o rn 

CNJ 


FIELD C 
32 36 

♦ 

INC 

38 40 

-1 *.i 1 

F.K. ■ 


. ■ 


a-L 


. . 


-xJL 






FUNCTION: Compare alphanumeric ascending the bit pattern of KK specified 
in Field A; beginning with the bit pattern stored in the 
location 2L specified by Field C; continuing until the bit 
pattern stored in the location 2M has been compared. Compare 
al1 bits. If 2M and 2L specify the same address, a one 
character comparison is made. If 2M and 2L specify more than 
a 2 location OP 2, space codes (binary zeroes) are compared 
to the excess positions of OP 2. Set the Comparator to one 
of two conditions: KK = OP 2; KK ^ OP 2. 

When a CK instruction is brought to the IR for execution, the two 
alphanumeric characters (KK) will occupy locations 2 and 3 of the IR. 
These two locations are used similar to an OP 1 in a Compare Alphanumeric 
instruction (Section 4.5.3). However, the Operation code CK will cause 
the comparison to continue after the second character comparison has 
been made. Space codes are compared to any additional locations of OP 2. 


The CK instruction is an unsigned bit-for-bit compare instruction. 
Spaces do not equal zeroes, and sign considerations are ignored. OP 2 
will usually be a one or a two character operand. 


The instruction is to be used to test for the presence of whole characters 

in storage location. (The Jump Compare (JK) instruction (Section _) 

can be used to test for the presence of specific bits in a storage 
location.) Binary coding (Section 4.3.5.3) may be used, but should 
not be necessary, since this is a character comparison. 




Example 1 


Problem: Test the information in card column 80 for a 3. 




LABEL 

OPERATION 


OPERAND 

1 

-1- 


OPERA!) 

Pi 

2 . 



1 5 

6 10 

fl 

* 

FIELD A 

1 2 16 

+ 

'NC Ilfll F'ELD B 
■r 20|*|22 26 

+ 

INC 

26 30 


FIELD C 

32 36 

+ 

INC 

36 40 

—L-ujl l 

C.K. . . 


fe. . ■ 


. 1 1 Us#.. 


_a_ 


SMu. 


_u_L 


FIELD A; KK: The Id 3 in the KK positions of Field A will be in locations 
2 and 3 of the IR when this instruction is executed, 

FIELD B; OP 2, MSL: W 80 is the decimal address of the location in 

Read Input Storage which contains the information 
from card column 80, 

FIELD C; OP 2, LSL: Tt 80 is the decimal address of the location in 

Read Input Storage which contains the information 
from card column 80. 


Solution: Since the OP 2-MSL and OP 2-LSL specify the same location, 

a one character comparison is made, using the 3 from location 
3 of the IR (the right-hand K). The space code (]6) is 
required to position the 3 so that it is in the right-hand 
K position (column 13 of the form). If card column 80 
contained only a 3 punch, the Comparator is set to equal. If 
card column 80 contained any other punches (or none at all), 
the Comparator is set to unequal. The Comparator is tested 
by use of the Jump Test (JT) instruction. 

Example 2 



Given: A two location counter is being arithmetically 

reduced by 1. The counter is stored in the two 
locations assigned to COUNT. 

Problem: Test the value of COUNT to see if it is equal to 
zero. 


LABEL 

OPERATION 


OPERAND 

1 

_r 



OPERA!) 

Pi 

2 1 

-1 

1 5 

6 10 

M 

* 

FIELD A 

12 16 

+ 

INC 
' 6 20 

IP 

* 

FIELD B 
22 26 

+ 

INC 

26 30 


FIELD C 

32 36 


INC 

36 40 


a<. . . 


?ia . . 


.X.1- 


Com-.h.t 


_u_ 


_1_1_1_L— 


_i— L_ 



1o 




FIELD A; KK: The characters ?0 in the KK positions of Field A become 
locations 2 and 3 of the IR when this instruction is 
executed. 

FIELD B; OP 2, IJISL: The address of the MSL of the area assigned to 

COUNT is used as the OP 2, MSL of this instruction. 

FIELD C; OP 2, LSL: Blank addressing causes the Assembler program to 

use the address of the LSL of the area assigned to 
COUNT as the OP 2, LSL of this instruction. 

Solution: The contents of COUNT are being arithmetically reduced by 

1. When the value o,f COUNT is reduced to zero, the operation 
of the Arithmetic un*t of the UNIVAC 1005 will cause a Y bit 
to be placed over the MSL of the result. The internal code 
for the question mark (?) is the same as an XS-3 zero with 
a Y bit. The CK instruction performs a bit-for-bit 
comparison. When COUNT is reduced to zero, this CK 
instruction will set the fcompari£§fr to equal. 

NOTE: Addresses can also be specified in the KK portion of a 
CK instruction by using the same notation described in 
Sections 4.3.5.1; 4.3.5.2; and 4.3.5.3. 



CONDITION INDICATIORS 


,o 

The UNIVAC 1005 provides for two program controlled sensing switches, 

Sense #1 and Sense #2. By using the Set Condition (SC) instruction, 
the programmer can turn these switches ON (Set to 1) or OFF (reset to 
0) during the execution of a program. The condition of the Sense 
switches can be used to control the sequence of the execution of 
instructions during the program through use of the Jump Condition (JC) 
instruction. The Jump Condition instruction is used to test for the ON 
condition of the switches. If the Sense switch being tested is ON.(Set), 
the transfer of control will occur. If the Sense switch being tested 
is OFF (reset), the program proceeds with the next sequential instruction 

(Nl). 


There are other uses for the Set Condtion and Jump Condition instruction. 
A complete description of both instructions is given below. 




4.6.1 SET CONDITION 


MNEMONIC: SC TYPE: SPECIAL LENGTH: 5 iA: NO 


LABEL 

OPERATION 


OPERAND 

1 


._. OPERAh 

Pi 

2 , 



1 5 

6 10 

s 

* 

FIELD A 
12 16 

+ 

INC 

* 5 20 

tfl 

* 

FIELD B 
22 26 

+ 

INC 

26 30 


FIELD C 

32 36 


INC 

36 40 

--■L-» i 1 

.. 


a.,,, 


, 1- 


i 1 * . L K ,, 


-j-L 


_1_1_* * 


--ui- 


FUNCTION: Set or reset the Gonditions or Controls which correspond to 

each bit position of CC which contains a binary 1 as specified 
in Field A. 


Each of the bit postiions of CC correspond to a Condition Indicator or 
a Control setting. The presence of a binary 1 in a bit position of CC 
will cause the Condition or Control to be set or reset by the SC 
instruction. The presence of a binary zero in a bit position will not 
change the status of a Condition or Control. 

Although coded in Field A (to assist the key punching operation), the 
bit patterns of CC occupy locations 4 and 5 (the B portion) of the 
instruction. Locations 3Land 3 are ignored by the UNIVAC 1005, and 
should be blank. Locations 4 and 5 constitute bit positions 19 through 
24 and 25 through 30 of the instruction. 

The Conditions and Controls which correspond to the bit position of CC 
are as follows: 





CONDITI ON/CONTROL 

SET ODD PAR ITY (See Sect ion __) 

SET EVEN PARITY 
SET SENSE 2 (ON) 

SET SENSE 1 (ON) 

RESET SENSE 2 (OFF) 

RESET SENSE 1 (OFF) 

(Reserved) 

(Reserved) 

SET SERVO 2 (See Section _) 

SET SERVO 1 (See Section _) 

SET CONSOLE INDICATOR 2 (ON) and HALT 
SET CONSOLE INDICATOR 1 (ON) and HALT 


The Condition Indicators and Controls can be set (or reset) individually 

or in multiples as the programmer requires. 

NOTE : Caution should be used when coding multiple bits in CCj in 
~~ order to prevent illogical bit pattersn which require the 
UNIVAC 1005 to establish opposing conditions. The results 
of such a conflict are unpredictable. 

Binary coding is normally used to specify a multiple bit pattern for CC 

(See Section 4.3.5.3). Field A must always contain a number sign (#) in 

column 12 followed by four octal digits for binary coding. 


The UNIVAC 1005 Assembly System provides the following mnemonic 
Switch Names if only a single Condition or control is to be set (or rese 
by the SC instruction. A number sign (#) must appear in column 12 


followed by the two-place mnemonic Switch Name in columns 13 and 14. 


SWITCH NAME 

BIT POSITION 

CONDITION/CONTROL 

#S0 (alpha) 

19 

SET ODD PAR ITY 

#SE 

20 

SET EVEN PARITY 

2 

21 

SET SENSE 2 (ON) 


22 

SET SENSE 1 (ON) 

#-2 

23 

RESET SENSE 2 (OFF) 


24 

RESET SENSE 1 (OFF) 

#S2 

27 

SET SERVO 2 

#S1 

28 

SET SERVO 1 

m 

29 

CONSOLE INDICATOR 2 and HALT 

m 

30 

CONSOLE INDICATOR 1 and HALT 


BIT POSliTIQN 



19 (X) 

V 20 (Y) 

21 ( 8 ) 

22 (Dr- 

23 (2) 

24 (1) 


25 (X) 

26 (Y) 

27 (8) 

28 (4) 

29 (2) 

30 (1) 




It should be noted that the Switch Names for the Sense switches have 
a plus sign (+) for ^(ON) and a minus sign (-) for reset (OFF); the 
Controls for magnetic tape operations have a prefix of the letter S; 
and the Halt and Console Indicators have a prefix of the letter H. 
Example 1 


Problem: Set Sense 1 (ON) 


LABEL 

OPERATION 


OPERAND 

1 

-1- 


OPERAtj 

ID 

2 ... 

mmmt 


1 5 

6 10 

* 

FIELD A 
12 16 

+ 

INC llfll FIELD b 
*5 20|*|22 26 

+" 

INC 

25 30 


FIELD C 

32 36 


INC 

3b 40 

_1. 4 > 1 

S,c. . . 


fell. 


i 1 1 1 i. . , . 


_i_L 


_1_1_ul.„. 


_4_L 


^IELD A; CC: The Switch Name #^1 causes the Assembler program to create 
a binary 1 in bit position 22, and binary zeroes in all 
other bit positions of CC. 

NOTE: The octal coded constant #0400 would produce the 
same CC. 

FIELD B and C Blanks 


Example 2 

Problem: Reset Sense 2 (OFF) and Halt the UNIVAC 1005 with 
Console Indicator #1 ON. 


LABEL 

OPERATION 


OPERAND 

1 


___- OPERAh 

Pi 

2 . 



1 5 

6 10 

M 

* 

FIELD A 
12 16 

+ 

INC 
'6 20 

FIELD B 
[*|22 26 

+ 

INC 

25 30 


FIELD C 

32 36 


INC 

3b 40 


S.c. . . 




_UL 

LL_ 


_a_L 


_1_1_1_1— 


-u±. 





FIELD A; CC: The bit pattern of the octal constant #0201 will cause a 
binary 1 in bit positions 23 and 30, and binary zeroes in 
all other bit positions of CC. 

NOTE: Switch Names cannot be used since multiple bits are 
required. 



% 






4.6.2 STOP (HALT) 


MNEMONIC: STOP MODE: SPECIAL LENGTH: 5 I A: NO 


LABEL 



OPERAND 

1 


__ QPERAh 

ID 

2 , 



1 5 

6 10 

i 

QB9 

B 

INC 
"5 20 

E 

6 

■j 

s 

B2B 

Ffwrl 

1 

FIELD C 

32 36 

B 

mm 

fn 

_J—«_i a 


i 

mm 

1 

m 

e 

. 1 ,.*■■■ -WUi 

i 

■n 

i 

_1_1_i * 


m 


FUNCTION: The STOP command is a variation of the SC instruction 

(Section 4.6.1) provided in the UN I VAC 1005 Assembly System^# 
enable the programmer to easily specify and rapidly recognize 
those instructions which STOP (HALT) the operation of the 
UN I VAC 1005 during the execution of the object program. 
Permissable specifications in Field A are Switch Names #H 1 or 
# 12 . 








SEQUENCE CONTROL 


Instructions in the UN I VAC 1005 are stored accessed, and executed in 
serial sequence. This sequential operation is used as long as the 
program does not require branching. 

The accessing of instructions is under the control of the Instruction 
Control Counters. There are two counters; one for Row, and one for 
Column. The Column Counter is automatically incremented by five or 
seven as each instruction is transferred to the Instruction Register. 

The increment is determined by instruction type. The Row Counter is 
advanced by one each time the Column Counter advances beyond thirty-one 
and returns to one. Bank specification is also modified when the Row 
Counter passes 31. The Instruction Control Counters provide the Control 
Unit with the address of the next instruction (Nl). 

JUMP instructions are used in the UNI VAC 1005 to vary the normal 
instruction sequence. The JUMP instructions change the contents of 
the Instruction Control Counters only if conditions specified by the 
JUMP instruction are present. If not, the contents of the Instruction 
Control Counters remain unchanged, and the normal execution sequence 
(Nl) is followed. 

The UNIVAC 1005 instruction repertoiere contains seven Jump instructions 
for sequence variation. 



4.7.1 


JUMP CONDITION 



FUNCTION: If any of the conditions are met which correspond to 
binary 1 bits of CC specified by Field A; transfer 
control (JUMP) to the Jump Address (JA) specified by 
Field B. Otherwise, execute the next sequential 
instruction (Nl) . 


NOTE: In some cases, the indicators 

specified by 1 bits in CC are 
reset by this instruction. 


The JA specified by Field B must be the address of the MSL 
of the instruction to which control is to be transferred if the 
Jump occurs. Since instruction addresses are assigned by the 
Assembler program, Field B will normally contain a programmers 
Label. The current value of the ILC maintained by the Assembler 

program during assembly processing can also be used by specifying 

* 

the dollar sign symbol ($) with Increment. The JA occupies loca¬ 
tions 4 and 5 of the instruction. ' 

The bit patterns of CC occupy locations 2 and 3 of the JC 
instruction. Locations 2 and 3 constitute bit positions 7 through 
12 and 13 through 18 of the instruction. If a binary 1 bit appears 
in any of the bit positions of CC and the^conditiorr (indicator) 
is set (ON), the Jump will occur. If multiple 1 bits are present 
in CC and any one of the^conaitions”(indicators) is set (ON), the 
Jump will occur. Otherwise, the next sequential instruction is 
executed. 

77 




The conditions and indicators which correspond to the bit 
positions of CC are as follows: 


BIT POSITION 
7(X) 


8(Y) 


7 and 8(X,Y) 


9 (8) 


10 (4) 


CONDITION/INDICATOR 

Form Overflow . Form Overflow is set 
when the Form Overflow position of 
the Forms Control Tape is sensed by 
the carriage. 

Form Overflow is reset when tested. 

Arithmetic Overflow . Arithmetic 
Overflow is set when the result of 
an Arithmetic ADD or SUBTRACT in¬ 
struction exceeds the capacity of 
0P2. 

Arithmetic Overflow is not reset when 
tested. 


NOTE: 


Form Overflow and Arit 
cannot be tested in .tit 
(See below) 


[eiic Overflow 
instruction. 


End of Tape - End of Tape is set 
when that condition is detected by 
a Uniservo, The presence of binary 
1 ! s in bits 7 and 8 of CC constitute 
a specific test for End of Tape. 

If both bits are present, Form Over¬ 
flow and Arithmetic Overflow are 
not tested or changed. 

End of Tape » _ reset when 

tested. 


Sense 2 . The Sense 2 Indicator is 
set by the SC instruction. 

Sense 2 is not reset when tested. 

Sense 1 . The Sense 1 Indicator is 
set by the SC instruction. 


Sense 1 is not reset when tested. 


/ 


loo 



11 ( 2 ) 


12 ( 1 ) 


13 (X) 



14 (Y) 


15 (8) 


16 (4) 


Alternate Hold 2, Alternate Hold 2 
is set (ON) when the Alternate Hold 
Switch #2 console light is turned ON 
by depression of the switch* 

Alternate Hold 2 is not reset when 
tested. 

Alternate Hold 1 . Alternate Hold 1 
is set (ON) when the Alternate Hold 
Switch #1 console light is turned ON 
by depression of the switch. 

Alternate Hold 1 is not reset when 
tested. 

1nterrupt. Interrupt is set when the 
UNIVAG 1005 receives an Interrupt 
Signal from a peripheral 

Interrupt j_s not reset when tested. 

Unit Alert . Unit Alert is set when 
a peripheral Unit is in an abnormal 
condition. 

Unit Alert is not reset when tested. 

Paritv Error , Parity Error is set 
when a parity error is detected. 

Parity Error is reset when tested. 

Sign Comparator Plus. The Sign 
Comparator is set to Plus when the 
result of an Arithmetic instruction 
is positive, and not zero. 

The Sign Comparator is not reset when 
tested. 



/0I 




17 (2) 


Sign Comparator Zero . The Sign 
Comparator is set to Zero when the 
result of an Arithmetic instruction 
is zero. 

The Sign Comparator not reset when 
tested. 

18 (1) Sign Comparator Minus . The Sign 

Comparator is set to Minus when the 
result of an Arithmetic instruction 
is negative. 

The Sign Comparator is not reset when 
tested. 


The conditions may be tested individually or in multiples 
(except Form Overflow and Arithmetic Overflow) as the programmer 
requires. Binary coding is normally used to specify a multiple 
bit pattern for CC (See Section 4.3.5.3.). Field A must always 
contain a number sign (#) in column 12 followed by four octal 
digits for binary coding. 

The UN I VAC 1005 Assembly System provides the following 
mnemonic Condition Names if only a single condition is to be 
tested by the JC instruction. A number sign (#) must appear in 
column 12 followed by the two-place mnemonic Condition Name in 
columns 13 and 14. 


/ox 



CONDITION NAME 


BIT POSITION 


CONDITION 


#FF 

7 

Form Overflow 

#AF 

8 

Arithmetic Overflow 

#+•2 

9 

Sense 2 


10 

Sense 1 

#-2 

11 

Alternate Hold 2 (ON) 

#-1 

12 

Alternate Hold 1 (ON) 

#IN 

13 

Interrupt 

#UA 

14 

Unit Alert 

#PE 

15 

Parity Error 

#AP 

16 

Sign Comparator Plus 

#AZ 

17 

Sign Comparator Zero 

#AM 

18 

Sign Comparator Minus 

#ET 

1 and 8 

End of Tape 


When the JC command is executed by the UNIVAU lUUb at object 
time, and the jump is to occur, locations 4 and 5 of the IR are 
transferred to the Instruction Control Counter. Locations 4 and 5 
of the IR contain the jump address specified in the JC command. 
These two characters become the address used by the ICC to control 
the access of the next instruction. 




Example 1 


Problem: Transfer control to the instruction labelled 
FOF if Form Overflow has occurred. 


LABEL 

OPERATION 


OPERAND 

1 

1 



OPERA!) 

ID 

2 



1 5 

6 ^0 

in 

* 

FIELD A 
'2 16 

+ 

INC 

<= 20 

* 

FIELD B 
22 26 

+ 

INC 

23 30 


FIELD C 

32 36 


INC 

3= 40 

L..JI_ LX. 

u 1 










—1—1—1—L— 


—i_i_ 


FIELD A; CC: #FF is the Condit ion Name for Form Overflow and causes 
the Assembler program to place a binary 1 in position 
7, and binary zeroes in all other positions of CC. 

JrWpfiM would produce the same pattern for CC. 

FIELD B 5 JA: The programmer's label FOF causes the Assembler 

program to use the address of the MSL of that instruc¬ 
tion as the JA of this instruction. If Form Overflow 
has been sensed, the jump will occur. 


Example 2 


Problem: Do not jump to the instruction labelled 

ERROR if the last previously executed Arith¬ 
metic instruction produced a positive result 
without Arithmetic Overflow. 


LABEL 

OPERATION 

— 

OPERAND 

1 

-1-- 

MM 

CPERAf) 

P_ 

_ | 

~Z=J 

1 5 

6 10 

s 

* 

FIELD A 

12 16 

+ 

INC IIP) FIELD B 
' 3 201* 22 26 

♦ 

INC 

23 30 


FIELD C 

32 36 


INC 

3E 40 

* JL.. 





. 1 1 W.0 P 



t u . 

_ 1 _ 1 _ I JL - 


_t_L 


FIELD A; CC: The octal coding will produce ^ binary 1*ito test 
Arithmetic Overflow, Sign Comparator Zero, and 
Sign Comparator Minus. 

FIELD B; JA: The address of the MSL of the instruction labelled 
ERROR will be used as the jump address in this 
instruction. 

Solution: The jump will occur if any of the three conditions tested 

does exist. The jump will not occur if none of the 
three conditions tested exists. 



/ 




MNEMONIC: JT MODE: SPECIAL LENGTH: 5 


IA: NO 


LABEL 

OPERATION 

mam 

OPERAND 

i 

~"T - 


OPERAND 

2 . 



1 5 

6 *>0 

B 

* 

FIELD A 

12 16 

+ 

'NC llfll FIELD B 

20 |*j22 26 

+ 

o 
o rn 

C\1 


FIELD C 

32 36 

♦ 

INC 

3c 40 

L t * * l 

7.T. . . 




* i I — 2L& ji^» —*— 


_xJ_ 


_ 1 _ 1 _ L, 1 


—i — L- 


FUNCTION: Test the condition established in the Comparator by 
the last previously executed Compare instruction. If 
equal, transfer control to instruction JA1 specified 
by Field A. If less than (or unequal, for alphanu¬ 
meric comparison), transfer control to instruction 
JA2 specified by Field B. If greater than, allow 
control to pass to the next sequential instruction 
(Nl). 


The result of a Compare instruction is the setting of the 
Comparator based on the relationship of 0P1 to 0P2, If the 
Compare was a numeric comparison, the Comparator is set to one 
of three conditions: equal, less than, or greater than. If the 
Compare was an alphanumeric comparison, the Comparator is set to 
one of two conditions: equal, or unequal. The Comparator remains 
set until another Compare instruction is executed. 

The purpose of the JT instruction is to test the setting of 
the Comparator, and transfer control to the addresses specified 
in the JT instruction, based on the setting. There are three 
possible settings of the Comparator as a result of a numeric 
comparison, and only two addresses in the JT instruction. The 
necessary n third n address is implied, and is the instruction which 
immediately follows the JT instruction. If the previously executed 
comparison was an alphanumeric comparison, only two settings are 



possible. Thus the JT instruction will always jump to one of the 
two addresses specified in the instruction, tovy w^m<Ua* 

Since the Assembler program assigns addresses to instructions, 
the addresses specified in the JT instruction will usually be 
programmer's labels. The current value of the ILC maintained by 
the Assembler program during Assembly processing can also be used, 
by specifying the dollar sign symbol ($) with increment. 


Example 1 


Given: A comparison has been made of the Quantity 
Ordered (0P1) to the Quantity on Hand (0P2). 

Problem: If the Quantity Ordered is equal to Quantity 

on Hand, transfer control to the instruction 
labelled SAME. If the Quantity Ordered is 
less than the Quantity on Hand, transfer 
control to the instruction labelled SHIP. 

(If the Quantity Ordered is greater than the 
Quantity on Hand, control will automatically 
pass to the next instruction.) 


LABEL 

OPERATION 


OPERAND 

1 


__. OPERAh 

Pi 

2 . 



1 5 

6 10 

ft 

* 

FIELD A 

12 16 

+ 

INC 

15 20 

Ifl 

* 

FIELD B 
22 26 

+ 

INC 

26 30 


FIELD C 

32 36 


INC 

36 40 

-—» 4 1 lx 





-o_i_ 


SAX.P. 




-1-1_ l 1 


^-L 


FIELD A 5 JA 1 (equal): If the Comparator is set to equal, the 

address of the MSL of the instruction labelled 
SAME, locations 2 and 3 of the JT instruction, 
is transferred to the ICC. 

FIELD B$ JA 2 (less than): If the Comparator is set to less than, 

the address of the MSL of the instruc¬ 
tion labelled SHIP, locations 4 and 5 
of the JT instruction, is transferred 
to the ICC. 






Example 2 


Given: The Employee Name from a detail card (0P1) 
has been compared to the Employee Name from 
a Master Card. 

Problem: If the Names are equal, transfer control 

to the address which follows the LSL of 
the JT instruction. If the names are 
unequal, transfer control to the instruc¬ 
tion labelled ERROR. 


LABEL 

OPERATION 


OPERAND 

1 


_. OPERAIi 

ID 

2 ....... 



1 5 

6 10 

* 

FIELD A 
12 16 

+ 

INC 
■5 20 

* 

FIELD B 
22 ' 26 

+ 

INC 

25 30 


FIELD C 

32 36 


INC 

35 40 

_t-A—1 i ■ 

as,_ i-jL— 


S ■ . . 


iSb- 1 - 




L, 


-JL-JU. 




FIELD A 5 JA 1 (equal): The dollar sign symbol ($) causes the 

Assembler program to use the current 
value of the Instruction Location Counter 
with an increment of 5 as the JA 1 address 
of the JT instruction. 

FIELD B® JA2 (unequal): The address of the MSL of the instruction 

labelled ERROR is used as the JA2 address. 


Solut ion: The source language instruction taken from 
the card which immediately follows the JT 
instruction during the Assembly processing, 
will be assigned to the address which fol¬ 
lows the LSL of the JT instruction. During 
the Assembly processing of the JT instruc¬ 
tion, the ILC contains the address which is 
assigned to the JT instruction MSL. The JT 
instruction will occupy that location, and 
4 more. Thus the ILC ($>) plus an increment 
of 5. will be the same address that will be 
assigned to the instruction which is as¬ 
sembled after the JT, 




UNCONDITIONAL JUMP 

MNEMONIC: J MODE: SPECIAL LENGTH: 5 I A: NO 


LABEL 

OPERATION 

” 

OPERAND 

1 




OPERA!) 

ID, 

2 . 

-1 

1 5 

6 10 

iff 

* 

FIELD A 
12 16 

+ 

INC W 

* 5 20 * 

FIELD B 
22 26 

+ 

INC 

29 30 


FIELD C 

32 36 


INC 

3= 40 

-1—a-JUL. 

iluj--*. > .. 


SLfeu »•»- 


_u_ 

„ 1 . 4 , - 


_^L 


_ 1 _ 1 _Li.JL.iii.. 


_i_L 


FUNCTION: Transfer control to instruction JA specified by 
Field A. 


When this instruction is executed, an unconditional transfer 
is made of the JA to the ICC. Thus the address specified in 
Field A becomes the address of the next instruction to be executed. 

In many cases, a J instruction will be the last instruction of 
a sub-routine which has been entered through use of the JR instruc¬ 
tion. 

The JA address occupies locations 4 and 5 in the instruction. 



| 0 ? 




4.7.4 JUMP RETURN 


MNEMONIC: J\ MODE: SPECIAL LENGTH: 7 I A: NO 


LABEL 

OPERATION 


OPERAND 

1 


—__ QPERAF 

Pi 

2 1 



1 5 

6 10 

s 

* 

FIELD A 
12 16 

+ 

INC 
‘3 20 

W 

* 

F'ELD B 
22 26 

+ 

INC 

23 30 


FIELD C 

32 36 

♦ 

INC 

3- 40 


Tft, i 


XAl — 1 _ 1 _ 


-a- 1- 




_i_L 


RA... ■ 




FUNCTION: Transfer ascending, locations 3 and 2 of the IR (RA) 

specified by Field C; beginning with the address 2L specified 
by Field B. Then transfer the JA specified by Field A to the 
ICC. 

The object language instruction produced from a source language JR 
instruction has the format and will appear in the Instruction Register 
as follows: 

IR Locations 1 23 45 67 

JR RA JA 2L 

The two characters produced from the RA (Retrun Address) are stored in 

locations 2 and 3. The two characters produced from the JA are stored 

in locations 4 and 5. The two characters produced from 2L are stored 

in locations 6 and 7. These location numbers refer to the positions 

of the object instruction as it is stored in memory, and to the positions 

the instruction will occupy in the Instruction Register (IR) when the 

instruction is executed. 


When the instruction is executed, the following operations are auto¬ 
matically performed: 

1. Locations 2 and 3 of the IR are transferred (ascending) 
beginning at the memory location whose address is in 
positions 6 and 7 of the IR. 

2 . Locations 4 and 5 of the IR are transferred to the 
Instruction Control Counter (ICC) and are used to control 
the access of the instruction to be executed next. 




The purpose of the JR instruction is to provide a simple method of 
interrupting the sequential execution of instructions in order to 
execute a special subroutine. After the execution of the special 
subroutine, control is to be returned to the instruction which 
sequentially follows the JR instruction. 

The special subroutine is called a closed subroutine. This means that 
the entrance (the first instruction executed) is closed as far as the 
initiation of the subroutine by the sequential advance of the ICC. It 
also means that the exit (the last instruction executed) is closed to 
prevent resumption of the program through the sequential advance of the ICC 


A closed subroutine normally has the following form: 

1. The first instruction to be executed (the entrance line) 
has a label which is the name of the subroutine. 

2. The last instruction to be executed (the exit line) has 

a label, and is usually an unconditional jump instruction 
(Operation J). 

3. If there are multiple points within the subroutine from 
which exit might occur, they must transfer control to 
the exit 1ine. 


Using this form for closed subroutines, the JR instruction is then set 

up as follows: 

FIELD A; JA: contains the label of the entrance line of the subroutine. 

L 

FIELD B$ 2L: contains the address of the LS* of the exit line of the 
subroutine. 

FIELD C; RA: contains the label of the address of the MSL of the 

instruction to which control is to be transferred after 
the subroutine.has been executed. 




NOTE: If the return address (RA) of the JR instruction is 

to be the address of the instruction stored sequentially 
following the JR instruction ($> + 7) ? Field C of the 
JT instruction may be left blank. The Assembler program 
will automatically insert the address equivalent 
of $ + 7 in locat ions 2 and 3 of the object instruction. 
If the return address (RA) of the JR instruction is 
to be anything other than $ + 7, the required address 
must be coded in Field C according to the rules for 
Assembly System addressing. 


Example 1 


Givens A subroutine has been established to calculate 

square root. The entrance line is labelled SORT. 
The exit line is a J instruction labelled EXIT. 


Problem: Execute the subroutine, and return control to the 
next sequential instruction. 


LABEL 

msam 

“ 

OPERAND 

1 


___ OPERAh 

ID 

2 . 



mm 

6 . 10 

■w- 

t 

■SggjKH 

WmHmm 

S 

INC 

"5 20 

E 

B 


a 

INC 

25 30 

1 

FIELD C 

32 36 


INC 

36 40 

L.I 11 1 


i 


i 

■1 

i 


i 

■n 


_L_J- L—J— 


hh 


FIELD A; JA: The address of the MSL of SORT is used in Locations 4 and 
5 of the object instruction. 

FIELD B; 2L: The plus,sign (+) prefix to the label EXIT causes the 
address of the LSL of that instruction to be used as 
the locations 6 and 7 of this instruction. 


FIELD C; RA: Blanks in Field C cause the Assembler program to use the 

current value of the ILC (the address of the JR instruction) 
plus 7 as the address RA in locations 2 and 3 of this 
instruct ion. 


Solution: At the time the JR instruction is assembled, the ILC contains 
the address assigned to the JR instruction. The implied 
$ + 7 is the same as the value which will be in the ILC 
when the Assembler program assigns an address to the next 
instruction. At execution time, this two character address 
of the next instruction is transferred automatically in 
ascending mode, from locations 3 and 2 of the IR to the 
LSL and LSL minus one of the instruction EXIT. These two 
locations of the instruction EXIT constitute the JA of an 
unconditional jump (J) instruction. 


m 













After setting up the RA in the exit line, the two characters 
from locations 4 and 5 of the JR instruction are automatically 
transferred to the ICC. This causes the instruction stored 
at SORT to become the next instruction executed. 

After the execution of the instructions in the subroutine, 
the instruction EXIT will be executed. The J instruction 
stored at EXIT now contains a JA address set up by the JR 
instruction. This JA address is the address of the instruction 
stored sequentially following the JR instruction. Thus 
control is returned to the main chain of the program. 


When the square root subroutine is reused at another point in the 
program, the entry is also made by a similar JR instruction. This JR 
instruction will set up a new RA in the exit line (EXIT) which will 
return control to the instruction which follows the new JR instruction. 


The effect of the JR instruct ion can be produced by using a TK instruction 
followed by a J instruction.___ 


LABEL 

OPERATION 


OPERAND 

1 


_. OPERAh 

ID 

2 _ . 



1 5 

6 10 

R 

* 

FIELD A 
12 16 

+ 

INC 

IS 20 

IP 

* 

FIELD B 
22 26 

+ 

INC 

25 30 


FIELD C 

32 36 

♦ 

INC 

36 40 


T .\C . , 


*..& . . 

t 

u 


■h&KXT 

- 

1.1 


+.E.X.M 


. 1 

1 .1.JLJU 

^1 I..JL. 




. 1 


■ _1.-1_1_ 


■ 1 


-1—J-1—4— 


_jl_L_ 


The instruction which is to follow the execution of the square root 
subroutine is the one which will be coded and assembled following the 
J instruction. The address which will be assigned to that instruction 
is the value of the ILC at the time the TK is assigned, plus 7 for the 
length of the TK instruction, plus 5 for the length of the J instruction— 
$ + 12 . 


The use of the IR instruction thus saves the memory locations required 
for the J instruction, the access time of the J instruction, and the 
programmer time to calculate the return address. 




4.7.5 


JUMP COMPARE 


MNEMONIC: JK MODE: SPECIAL LENGTH: 7 I A: NO 


LABEL 

OPERATION 


OPERAND 

1 


__. OPERAh 

Pi 

2 



1 5 

6 10 

* 

* 

FIELD A 
12 16 

V 

INC 
■ 5 20 

Ifl 

* 

F'ELD B 
22 26 

+ 

INC 

2s 30 


FIELD C 

32 36 


INC 

35 40 


XK. . . 


fc ■ . ■ 


. 


3A. . . 


_4_J_ 


. -t-i- 


_i_L_ 


FUNCTION: Using the bit positions of K, specified in Field A, 
which contain binary 1 bits; test the corresponding 
bit positions of the memory location whose address is 
specified by 2L in Field C. If the bit positions of 
2L which correspond to binary 1 bit positions of K 
all contain binary 1 bits, transfer control to the JA address 
specified in Field B. If any of the bit positions of 2L 
which correspond to binary 1 bit positions of K do not con¬ 
tain a binary 1 bit, proceed with the next sequential in¬ 
struction (Nl) . 

NOTE: Bit positions of 2L which correspond 
to binary zero positions of K are 
ignored by the test and may contain 
binary zero or binary one. 

The purpose of the JK instruction is to perform a test for 


bit(s) present in the contents of a memory location. If K contains 
only a single binary 1 in the X bit position, and the contents of 


the memory location specified by Field C also contains a binary 1 


in the X bit position, the jump to JA will occur. If the memory 
location specified by Field C does not contain a binary 1 in the X 
bit position, the jump will not occur, and the program continues 
with the next sequential instruction (Nl). The presence or absence 


of binary 1 in the 
the operation, and 
If K contains 
bit position of 2L 


other bit positions of 2L are not involved in 
have no effect on the result. 

multiple binary 1 bits, then each corresponding 
must also contain a binary 1, or the jump will 


not occur 






Example 1 


Problem: Test the information stored from column 80 
for the presence of a binary 1 in the X bit 
position. If present, transfer control to 
CRDT. 


LABEL 

OPERATION 


OPERAND 

1 

-1- 


OPFRAI\ 

Pi 

2 , 



1 5 

6 10 

in 

* 

FIELD A 

16 

+ 

INC llfll FIELD B 

1 6 20|*|22 26 

+ 

INC 

25 30 


FIELD C 

32 36 

♦ 

INC 

3b 40 

1 1 . 

S& . ■ 


♦ 

_i—i—i_i— 


■ i 1 FO.t. 


, | 


BiiiQi, i 


_i—L 


FIELD A; K: The apostrophe ( r ) is the UNI VAC 1005 character which 
contains a binary 1 in only the X bit position. 

FIELD B* JA: The address of the MSL of the instruction labelled 
CRDT is used as the JA of this instruction. 

FIELD C; JA: K80 is the decimal address of the location which 

contains the information from card column 80 of Read 
Input. 

Solution: If the information stored from card column 80 contains 

a binary 1 in the X bit position, the jump to CRDT will 
occur. 

Example 2 

Problem: If card column 25 contains only the letter D, 

transfer control to DED. If card column 25 
contains anything other than the letter D, 
transfer control to NOTD. 

D = 010 111 


LABEL 

(operation I 

OPERAND 

1 


_ _- QPERAh 

Pi 

__2_ _ 


1 5 

o 

n 

* 

FIELD A 

12 16 

+ 

INC 

1 8 20 

m 

* 

FIELD B 
22 26 

+ 

INC 

25 30 


FIELD C 

32 36 

i- 

INC 

3b 40 


. . 


» 

1 ^ l 1 


, 1 


NP.Tii. 


. 1 




, 1 

till 

3.K . . 


5; . . , 


1 | 


H.o TA 


l | 


... 


1 | 

t f 1 1 

3X,. 


D. . . , 


, 1 




, 1 


> 


1 1 

H.QTk 

_l -1. Jt 1 


-1-1-1-ft— 


_i_L 


—1—1_1—1— 


. 1 


l 1 l ■ 


_JL_±_ 






f 

If card column 25 contains a binary 1 in the X bit 
position, it does not contain only the letter D, 
and control is transferred to N0TD. 

If card column 25 contains a binary 1 in the 8 bit 
position (X53 code for. 5), it does not contain only 
the letter D, and control is transferred to NOTD. 

The previous two instructions have eliminated the 
possibility of the presence of binary 1 in the X 
bit and the 8 bit positions, If the remaining 
positions all contain binary 1 bits, this instruc¬ 
tion will transfer control to DED. If card column 
25 did not contain a D, this instruction will not 
jump, and control will sequential pass to the next 
instruction—which is NOTD. 

The character K will appear in location 2 of the object in¬ 
struction. Location 3 is not used. Locations 4 and 5 will contain 
the JA address. Locations 6 and 7 will contain the address of the 
location to be tested. 

NOTE: Octal coding may be used in Field A to specify 

K of the JK instruction. Column 12 must contain 
a number sign (#), and columns 13 and 14 must 
contain two octal digits whose bit pattern will 

produce the required K. Columns 15 and 16 
must contain 00* Location 3 of the JK 
instruction is ignored. 


I nstruction 1: 


I nstruction 2: 


I nstruction 3: 



/ 



4.7.6 


JUMP LOOP 


MNEMONIC: JL MODE: SPECIAL LENGTH: 7 I A: NO 


LABEL 

OPERATION 


OPERAND 

1 


_- OPERAh 

ID 

2 i 



1 5 

6 10 

m 

* 

FIELD A 
12 16 

♦ 

'NO 
■5 20 

in 

* 

FIELD B 
22 26 

+ 

INC 

26 30 


FIELD C 

32 36 


INC 

36 40 

» 1 » » 

x.u .. 


n... 




Ik-.,. 


- -i-L 


<*,L. . . 


■ 1 


FUNCTION: Subtract 1 from locations 2 and 3 of the IR (which 
will contain DD specified by Field A) leaving DD 
unchanged in memory. Transfer ascending the result from 
locations 2 and 3 of the IR to 2L specified by v Field C. 

If the result is positive or rero,. transfer >fer 
control to the JA soecified in field b. ft the result 
is negative, proceed with the next sequential in- 
struct ion. 

NOTE: 2L usually specifies $ + 2, the address of the least 

significant D. If Field C is blank, the address of $ + 2. 
is placed in the object language instruction. Maximum DD = 99. 

The purpose of the JL instruction is to provide a means to 
control the number of times a series of instructions are to be 
repetitively executed. The series of instructions is called a 
loop. 


A loop is established to perform a common operation on each of 
a set of similar data, thus eliminating the need for a separate 
series of instructions for each ' tho set of data. 

A loop consists of four sections 

1. Intialization 

2. Processing 

3. Modification 


\\b 


4. Control 



The Intialization section prepares the loop to be used for the 
first of the repetitive executions. The Processing section consists 
of the operations to be performed on the data. The Modification 
section changes the addresses in the Processing instructions to 
refer to the next set of data. The Control section determines when 
the loop has been executed the required number of times. 

The Control section of a loop in the UN1VAC 1005 will usually 
consist of a single JL instruction. The DD portion of the JL 
instruction must be set to a beginning condition in the Initialization 
section, due to the fact that DD is changed during the execution 
of the loop. Assume a loop is to be executed three times. DD will 
be 02 in the JL instruction at load time. After the execution of 
the Processing and Modification sections, the JL instruction is 
executed for the first time. 2L specifies the memory address of 
DD. DD is reduced by 1 in the fR and the result (01) is stored at 
2L, replacing the 02. The result is not negative, so 
the jump occurs to JA^which usually specifies the first instruction 
in the Processing section. After the execution of the Processing 
and Modifi,cation sections, the JL instruction is executed the second 
time. DD, which now is 01, is again reduced by one in the IR, 

and the result (00) is stored at 2L, replacing the 01. The result 
is not negative, so the jump occurs to JA. After the 
execution of the Processing and Modification sections, the JL in¬ 
struction is executed the third time. DD, which now is 01 , is again 



reduced by one in the IR, and the result (-01) is stored at 2L, 
replacing the 00. This time, the result is negative. There- 
Tore the jump to JA does not occur, and the program continues 
with the instruction (Nl) which sequentially follows the JL instruc¬ 
tion. The "number of times" minus one is used as DD —two in 
this example. However, the value of DD in the stored JL instruc¬ 
tion has been changed by the execution of the loop and now reads 

Before the loop is executed again, the value of DD must be 
re-stored to the correct number of times the loop is to be exe¬ 
cuted. This is usually■accomplished in the Intialization section 
by using a TK instruction with KK equal to the initial value of DD. 
The 2M and 2L of the TK instruction specifies the address of the DD 
portion of the JL instruction. 

A skeleton example of the coding for the previously described 
loop is as follows: 





The loop is entered by executing the instruction labelled 
INIT. This set DD equal to 09L in the JL instruction, labelled 
CNTRL. There are usually other operations required in the Initiali¬ 
zation section. The fact that DD is 01 when loaded, and is reset 
to 01 for the first use of the loop should not be of concern to the 
programmer. Notice that Field C specifies the address of DD in 
memory. 

The Modification section will usually involve the use of the 
COUNT (CC) instruction, which is explained in Section 4.8. 

Section 1.6 (page 12) on Indirect Addressing contains an example 
of the use of a loop. In the example, Instruction 6 would be a JL 
instruction with a DD of 05 , and a JA of the address of Instruction 1 
the first instruction of the Processing section. Instruction 5 would 
be replaced by the instructions necessary to perform the Modification 
section requirements. Instruction 1 would be preceded by the Initial 
ization section instructions including a TK instruction which sets 
the DD of the JL instruction to 0J. 





4.7.7 


JUMP INDIRECT 


MNEMONIC: Jl MODE: SPECIAL LENGTH: (£) I A: YES 


LABEL 

OPERATION 


OPERAND 

1 


_. OPERAh 

I 

2 . 

— | 

1 5 

6 10 

* 

FIELD A 

12 16 

+ 

INC 

"5 20 

Iff 

* 

FIELD B 
22 26 

+ 

INC 

25 30 


FIELD C 

32 36 

♦ 

INC 

35 40 


£L-u-. 




1 


-1 » 1 1 


_u_L 


—1_l. J ..JL- 


_u_L 


FUNCTION: Transfer descending two locations beginning with the 
IJA (Indirect Jump Address) specified in Field A to 
the Instruction Control Counter (ICC). 

NOTE: If Indirect Addressing is specified 

(asterisk in column 12) two levels of IJA 
will occur. 

Field A of a Jump instruction (J) specifies the address to 
which control is to be transferred. Field A of the Jump Indirect 
instruction (Jl) specifies the address of the address to which 
control is to be transferred. 

The Jl instruction is a pseudo-operation in the UNIVAC 1005 
Assembly System. The Jl instruction produces a TD command which 
has an OP 1 of the IJA, and an 0P2 of the ICC. 0P1 contains the 
address of an instruction (2 characters). When these two characters 
are transferred to the ICC, they are used to control the access of 
the next instruction. Thus control is transferred, not to the IJA, 
but to the address stored in the locations specified by the IJA. 

Assume there are several points in a closed subroutine at 
which the processing is concluded. Each one of these points must 
return control to the instruction which follows the JR instruction 
used to enter the closed subroutine. This can be accomplished by 


1*0 





coding a Jump (J) instruction at each of the ending points in 
the subroutine which transfers control to the exit instruction. The 
JA of the exit instruction was set up by the JR instruction to 
transfer control to the instruction following the JR instruction. 
However, by coding a Jump Indirect (J1) instruction at each of the 
ending points with an IJA that refers to the JA portion of the exit 
instruction, the execution of the second jump is eliminated. 

Assume that EXIT is the label of the exit instruction of a 
closed subroutine. Each of the ending points would conclude with 
the following instruction: 


LABEL 



OPERAND 

1 

—X 



inn 

1D_ 

2 , 



1 5 

6 10 

a 

FIELD A 

12 16 

B 

Hi 

FIELD B 
22 26 

B 

urm 

laH 

fl 

FIELD C 

32 36 

B 

INC 

3£ 40 

—4k* i-fc- 

EH— 

i 


s 

■« 

—i 


i 

BpS 

i 

A,., I „ 


—1 


When the Jl instruction is executed, the two character address 
stored in locations 4 and 5 of EXIT, by the JR instruction, are 
transferred to the ICC. This effectively transfers control to the 
instruction following the JR instruction. 


I ^ 1 












4.8 


COUNT 


MNEMONIC: CC MODE: SPECIAL LENGTH: 5 I A: NO 


[ LABEL 

OPERATION 

" 

OPERAND 

1 


_- OPERAl^ 

UL 

2 

1 

1 

5 

6 10 

B 

on 

S 

■IM 

E 

B 

FIELD B 
22 26 

e 

■ 

rrm 8 ! 

1 

FIELD C 

32 36 

B 

INC 

36 40 

_ . 


RSVH 

i 


i 

■1 

i 

HI 

i 

HI 

i 

.-i. 1. 1 1 „ 

■ 

—1 


FUNCTION: Using address arithmetic, modify by DD,specified in Field 
A, the two character Row, Column, and Bank address stored 
beginning at 2M,specified by Field B. 


The purpose of the CC instruction is to provide a means of address 
modification according to the special logic of row, column, and bank 
addressing employed in the UNIVAC 1005. Addresses are specified by the 
full 6 bit positions of two adjacent characters. The Arithmetic Unit of 
the UNIVAC 1005 operates on a 4 bit numeric basis. Thus the Add and 
Subtract instructions cannot be used for addressumodificatiqn. 

The CC instruction operates on the full 6 bits of the two character 
address stored in the locations specified by 2M using the decimal 
value of DD as the modifier. If the address is to be decremented , a 
minus sign (-) is placed in column 12 of Field A, and DD is placed in 
columns 13 and 14. If the address is to be incremented , DD is placed 
in columns 12 and 13 and assumed to be plus. DD must always be two 
digits (00 through 99 maximum). If DD is less than ten, a 0 is placed 
in column 12. When DD is a decrement, the Assembler program places 
an X bit over both of the numeric digits in the object instruction. 

2M usually specifies the address of the MSL of the A portion of another 
instruction which is to be modified to reference a new set of data. 













Section 2.6 (page 12) on Indirect Addressing contains an example of 
the use of a loop. The Modification section of the loop would consist 
of a single CC instruction that would replace Instruction 5. The CC 
instruction would modify the A portion of Instruction 1 by the number 
of locations required for each entry in constant storage. Since two 
characters are required for MSL and two for the LSL of each of the 
four fields in a Transact ion, the value of DD must be 16, 

Assume that Entry 1 of the constant storage area was labelled ENT 1, and 
the Secondary Address Table was labelled SECAT. Instruction 1 
would be: 


LABEL 

1 5 

OPERATION 

6 10 

OPERAND 1 ! 

__ OPERAND 2_._ 1 

n 

* 

FIELD A 
12 16 

+ 

INC 
<S 20 

IA 

* 

FIELD B 

22 26 

+ 

INC 

25 30 


FIELD C 

32 36 

♦ 

INC 

35 40 


. x. 




-X.1- 


S.fc.cAX 


_i_L 


S.E.C.AT 

± 

Ml 


The first execution of this instruction will cause a descending transfer 
beginning with the MSL of ENT 1 (Entry 1 of constant storage) to the 
MSL of SECAT (the Secondary Address Table). The transfer will 
continue until the LSL of SFCTff-f tilm i k i n EinTrl li ) has been 

filled. The remainder of the processing will then operate on 
Transaction 1. 

Before Instruction 1 is executed the second time, the two characters 
in locations 2 and 3 of Instruction 1 must be modified to transfer 
from Entry 2 of constant storage to the Secondary Address T a ble, The 
following CC instruction would be used to modify RROCS (Instruction 1, 
locations 2 and 3). 

Ui 




LABEL 

OPERATION 

L 

OPERAND 



__. OPERAS 

UL 

2., 


~] 

1 5 

6 ^0 

a 

FIELD A 
v 2 16 

B 

i NC 
*3 20 

i 

F'ELD B 
22 26 

B 

BBB 

B 

FIELD C 

32 36 

B 

nssn 

cMBw 

-q.!.. LuX.,- 

mm 

i 

EHMH 

i 

m 

1 


B 

eh 

i 

_1—1_l. ,1 


III 


Each time this CC instruction is executed, the OP 1-MSL address in 
FROCS is incremented by 16. This will cause successive transfers of 
each of the entries in constant storage. However, after the last 
execution of the loop, the A portion of FROCS will have an address of 
the location which follows the last location of constant storage. The 
Initialization section must then contain the following TK instruction 
which is executed before PROCS: 


LABEL 

1 5 

m 

OPERAND i "1 

_____ OPERAND 2_._! 

IT" 

a 

UgliQ 

OB 

B 

Hi 

i 

F ! ELD B 
22 26 

B 

INC 

2:; 30 

B 

FIELD C 

32 36 

B 

m 

..> 4 1 1 

uRm 

i 


i 

ni 

i 


B 

an 

i 

?.a,o.c.s 

fl 

n 


The use of the colon (:) will cause the Assembler to use the address of 
ENT 1 as KK in the TK instruction. These two characters are transferred 
to locations 2 and 3 of PROCS, so that each first execution of 
FROCS will refer to Entry 1 of constant storage. 
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4.9 


EDIT INSTRUCTIONS 


The UN I VAC 1005 instruction repertoire includes two types of 
instructions which perform editting and logical operations. The 
logical operations provide for the deletion (erasing) of 1 bits and 
the'insert ion (superimposing) of 1 bits on the bit positions of a 
memory location. The edit instruction provides for the preparation 
of output data for printing and punching. The edit functions include 
such things as zero suppression, character insertion, asterisk 
fill, etc. 


The erase function performs logical (or binary) multiplication of 
the corresponding bit positions of a constant and the contents of a 
memory location and stores the bit by bit product back in the same 
memory location. A binary zero iltf either or both corresponding bit 
positions of the constant or the contents of a memory location will 
produce a zero bit in the product* Only if both bit positions contain 
a binary 1 will the product bit be binary 1. Thus 0x0=0, 0x1 =0, 
1 x 0 = 0, 1 x 1 = 1 


The superimpose function performs logical (or binary) addition } without 
carry)of the corresponding bit positions of a constant and the contents 
of a memory location, and stores the bit by bit sum back in the same 
memory location^. A binary 1 in either or both corresponding 
bit positions of the constant or the contents of a memory location 
will produce a binary 1 as the sum. Only if both bit positions contain 
a binary zero will the sum be a binary zero. Thus 0+0=0, 

0 + 1 = 1,1 + 0 = 1 , 1 + 1 = 1 . 




The edit instruction requires the use of a pattern of characters 
called a mask to control the alteration of a field or fields of data for 
output. The mask pattern must be transferred to rX before the 
execution of the edit instruction. 





4.9.1 EDIT LOGICAL 


MNEMONIC: EL MODE: SPECIAL LENGTH: 7 IA: NO 


LABEL 

OPERATION 


OPERAND 

1 


_. QPERAh 

ID 

2 , 



1 5 

6 10 

n 

* 

FIELD A 
12 16 

+ 

INC 
■ 5 20 

Ifl 

*- 

FIELD B 
22 26 

+ 

INC 

2s 30 


FIELD C 

32 36 

V 

INC 

36 40 

-1-•-A i 

LU . , 


■ ■ 


-i- L- 


1JA ■ ■ 
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*JA -i—-i 
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FUNCTION: Erase the bit positions of the contents of location 1M 

specified in Field B which correspond to the bit positions 
of location 2 of the IR (the left hand K) which contain binary 
zero. Then, superimpose a binary 1 on the bit positions of 
2M specified in Field C which correspond to bit positions 
of location 3 of the IR (the right hand K) which contain 
a binary 1. 

NOTE: If 1M and 2M specify the same location, the erase 

precedes the super impose^ frwLoctfJC mtw . 


The two characters (KK) in the A portion are used individually. The 
instruction uses the left hand character (which appears in location 2 of 
the IR when the instruction is executed) as the bit pattern for the 
erase function. The right hand character (which appears in location 
3 of the IR) is used as the bit pattern for the superimpose function. 

The erase function is performed on the character in the location (1M) 

specified in Field B. The superimpose function is performed on the 

character in the location (2M) specified in Field C. The erase and 

superimpose can be performed on the same character by specifying the 

same location in 1M and 2M. 

NOTE: The UN I VAC 1005 Assembly System provides an 

instruction to erase only (EE) and an instruction 
to superimpose only (ES). 

The character whose zero bits are used to erase is coded in column 12. 
The character whose one bits will be superimposed is coded in column 13. 




Example 1 


Given: A card field in columns 6 through 9 will contain 
an X punch over column 9 if it is negative. This 
field will be transferred to print position 66 
through-69. All of Print storage has been cleaned 
as a result of the previous PRINT, EXECUTE command. 


Problem: Provide the instruction which will print a minus 
sign from print position 70, and delete the X 
bit over the information from card column 9. 


LABEL 

OPERATION 


OPERAND 

i 


__. QPERAh 

Pi 

2 . .... 

-1 

1 5 

6 10 

iff 

* 

FIELD A 

12 16 

+ 

INC 

T5 20 

IP FIELD B 
* 22 26 

+ 

INC 

25 30 


FIELD C 

32 36 


INC 

35 40 


■ » 


i i_i_ 


. 

gfr . . 


_jO_ 


Im, ■ 
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FIELD A; KK: The bit configuration of the equal sign (=) in column 12 
is 011 111. The bit configurat ion of the minus sign (-) 
is 000 010. 

FIELD B; 1M: H 9 is the decimal address of the location in Read 

storage which contains the information from card column 
9. This becomes the erase address. 

FIELD C; 2WI $PR is the Standard label for the MSL of Print storage. 

$FR + 69 is the address of print position 70. This becomes 
the superimpose address. 

Solution: The binary zero in the X bit position of the equal sign will 
erase the X bit position of Read storage for column 9. The 
binary 1 in each of the other bit positions of the equal 
sign will prevent the erase of the corresponding bit 
positions of Read storage for column 9. 

The fact that Print storage is cleared after a PRINT, EXECUTE 
allows the superimpose of the binary 1 in the 2 bit position 
of the minus sigtyon the binary zero in the 2 bit position of 
print position VO. If print position 70 was not known to be 
all binary zeroes, two steps would be required to solve this 
problem. 

NOTE: The TK instruction can be used to replace a single 

character in memory, rather than erase with space and 
superimpose with the character. 


US 



Octal coding can be used to specify the bit configuration of KK 
in the EL instruction. The number sign (#) is coded in column 12 
followed by four octal digits. The coding for the previous solution 
in octal would be: 


LABEL 

1 5 

OPERATION 

6 10 

OPERAND 1 1 

__. OPERAND 2_.__1 

M 

* 

FIELD A 

12 16 

+ 

INC 

<5 20 

W 

* 

FIELD B 
22 26 

+ 

INC 

25 30 


FIELD C 

32 36 

♦ 

INC 

35 40 


e,i... 




_l_L 


aa •. 


_L_1_ 


■ 

± 
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The binary configuration of octal 37 is 011 111. The binary configuration 
of octal 02 is 000 010. 




.9.2 EDIT ERASE 


MNEMONIC: EE MODE: SPECIAL LENGTH: 7 IA: NO 


LABEL 

1 5 

OPERATION 

6 10 

OPERAND 1 

_. OPERAIi 

ID_2_____1 

m 

* 

FIELD A 
12 16 

+ 

INC 

20 

Ifl 

* 

FIELD B 
22 26 

+ 

INC 

25 30 


FIELD C 

32 36 

♦ 

INC 

35 40 


A ■> Ll 
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FUNCTION: Erase the bit positions of the character stored at 1M s 

by Field B which correspond to bit positions of K J 

specified in column 12 of Field A, which contain binary 
zero. 7 


This instruction is a .pseudo-operation provided by the Assembly System 
which is a variation of the EL instruction. The operation code EE 
causes the assembler program to automatically use the address of 1M in 
locations 4 and 5, and 6 and 7 (2M of an EL instruction). The blank 
column 13 will produce binary zeroes so that no bits are superimposed. 

If octal coding is used, the number sign followed by four octal digits 
must be specified^and the last two must be 00. 

NOTE: If a memory location is to be cleared to binary 

zeroes, use a TK with KK equal to 00. 




4.9.3 EDIT SUPERIMPOSE 


MNEMONIC: ES MODE: SPECIAL LENGTH: 7 I A: NO 


MSMm 

sn 

“ 

OPERAND 

1 


—__ QPERAfi 

ID 

2 



1 5 

6 10 

* 

FIELD A 

1.2 16 

+ 

'NC 

TS 20 

W 

* 

FIELD B 
22 26 

+ 

INC 

25 30 


FIELD C 

32 36 

a 

INC 

36 40 
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FUNCTION: Superimpose the binary 1 bit positions of K, specified in 
column 12 of Field A, on the corresponding bit position of 
the character stored in 2M specified in Field B. 


This instruction is a pseudo-operation provided by the Assembly System 
which is a variation of the EL instruction. The operation code ES 
causes the Assembler program to automatically use the address of 2M 
in locations 4 and 5 (1M of an EL instruction), and 6 and 7. The 
Assembler program also automatically places K in location 3, and puts 
all binary 1's in location 2 so that no bits are erased. 

If octal coding is used, the number sign followed by four octal digits 
must be specified, and the first two must be 77. 











4.9.4 


EDIT 


MNEMONIC: ED MODE: DESCENDING LENGTH: 7 I A: YES 


LABEL 

OPERATION 

OPERAND 1 1 

—_._QPERAh 

ID 

2 



1 5 

6 10 

PI 

* 

FIELD A 
12 16 

+ 

INC 
- 20 

IP 

* 

FIELD B 
22 26 

+ 

INC 

25 30 


FIELD C 

32 36 


INC 

3c 40 

JL 1 

M ■ ■ 


ak-L..: 




*M. ■ ■ 




. i i 




FUNCTION: Transfer descending beginning at OPl-MSL specified 

in Fi'eld A; according to the manner specified by the 
corresponding special characters in the edit mask in 
rX; to the 0P2-MSL specified in Field B. Continue 
until: the 0P2-LSL has been filled; gr. a sentinel 

( 7 O is detected in the edit mask; £r the LSL of rX 
has been handled. 

NOTE: The maximum length of the edited 
data delivered to 0P2 is 3l loca¬ 
tions. . 

The Edit (ED) instruct ion performs a location by location 
transfer of the characters from 0P1 to the locations of 0P2 
according to the edit functions specified by special characters 
placed in corresponding locations of rX. The length of OP 2 is 
dictated by the length of the mask in rX (31 locations maximum). 

The result character to be stored in 0P2 will be either the 
character from 0P1 processed according to the edit action specified 
by the special characters in the mask; or a character to be in¬ 
serted from the mask. The mask is usually stored as a constant 
and is transferred to rX before the execution of the ED instruction. 
The mask is not changed by the ED instruction, and can be used 
repetitively for identical edit operations. 


I ^ 




Indirect Addressing can be specified for the address of the 
data to be edited (0P1) and for the destination of the edited 
output (0P2). 

The following symbols are used as special characters in the 
mask to specify the edit action: 


\ (Backward Slash). When this special character is detected 

in the mask, it will cause zeroes and 
spaces from 0P1 to be replaced with 
asterisks (*) until a character which is 
not a zero or a space is recognized from 
0P1 . The asterisk fill operation started 
by the backward slash can be restarted 
during the ED instruction by placing 
additional backward slashes in the mask. 


A (Delta symbol). When this special character is detected 

in the mask, it will cause zeroes and 
spaces from 0P1 to be replaced with space 
codes (binary zeroes) until a character 
which is not a zero or space is recognized 
from 0P1. The zero suppress operation 
started by the Delta symbol can be re¬ 
started during the.ED instruction by 
placing additional Delta symbols in the 
mask. 

NOTE: If a comma appears in the mask and 

a previously started asterisk fill 
or zero suppress function has not 
detected a significant character, 
the comma will be replaced by an 
asterisk or a space code. 





When this character is detected in the 
mask, it allows the current correspond¬ 
ing character from 0P1 to be trans¬ 
ferred to 0P2. If asterisk fill or zero 
suppress has been previously started, the 
character from 0P1 is handled accordingly. 

X (Unequal symbol). When this character is detected in the mask 

it will terminate the ED instruction. 

The current character from 0P1 will not 
be transferred. 

All characters other than backward slash, Delta, lozenge, 
and unequal which appear in the mask will be inserted in 0P2 
prior to the current character from 0P1. 

The function of the ED instruction when executed is to first 

• f 

examine the MSL of rX. At this precise point in time, the current 
character from 0P1 is 0P1-MSL. What happens next is based on 
the character in the MSL of rX. Basically, one of two possibili¬ 
ties exist: the character in the MSL of rX is not one of the 

four special characters, or it is one of the four special characters 

If the character in the MSL of rX is not one of the four specia 
characters, the character from rX will be inserted in the MSL of 
0P2. The next character in the mask will then be examined. At 
this point in time, the current character from 0P1 is still the 
0P1-MSL. If the second character in the mask is not one of the 
four special characters, it will also be inserted. This examination 

and insertion will continue until one of the four special characters 

is detected. (If the mask does not contain a backward slash, a 
Delta, or a lozenge, the ED becomes a TD of rX to 0P2.) 


^ (Lozenge) 



When a special character is detected in the mask (other than 

the unequal symbol), the current character from 0P1 (which in this 

example is still the 0P1-MSL) is transferred to the next most 

significant location of 0P2. When this occurs, the next most 

significant character of 0P1 becomes the current character from 0P1 . 

Mask examination is also advanced to the next most significant 

location of rX. This operation is continued until the first of the 

following occurs: 1. The mask examination detects the unequal signal. 

The ED instruction terminates, and the current 
character from 0P1 is not handled. 

2. A character has been stored in the LSL of 0P2 
(specified in Field C) before the LSL of rX 
has been examined. The ED instruction is then 
terminated. 

3. The action following the examination of the 
LSL of rX has resulted in a character being 
stored in 0P2. The ED instruction is then 
terminated. 

The length of 0P2 cannot be greater than the length of the mask 
(maximum 31 locations). If 0P2 is smaller than the mask, the excess 
positions of the mask are not examined. If the mask is less than 3l 
characters in length, the unequal sign should be used as the least 
significant character in the mask, but is not counted in the length 
of the mask or the length of 0P2. 

4 

The length of 0P1 is determined by the number of locations in the 
mask which contain special characters other than the unequal sign, 
presuming that the length of 0P2 and the mask are the same. The 
presence of any of the special characters in 0P1 will not change the 
operation of the ED instruction. 



Example 1 


Given: A ten location operand labelled SUM which 
contains dollars and cents. 

Problem: Print the contents of SUM as follows: 

1. Precede with a dollar sign. 

2. Zero suppress 

3. Insert commas 

4. Insert the decimal point 

5. Print the word "TOTAL" two print 
positions to the left of the dollar 
sign, and sifting in print position 101. 


Contents of SUM: 



ML 

0 

Jl 

i 



8 

?|3 

±\ 

2 


0 

0 

6 

0 

0 

□ 

10 


Constant stored at MASK: 


X 

— 

0 

X 

E 


E 

it 

S 


E 

> 



u 


E 



• 

W 


-4 

if! 

E 

2 

0 

4 

0 

6 

7 

8 

0 

10 

n 

12 

13 

14 

15 

E 

17 

E 

19 

20 

21 

22 j 


I nstructions: 


LABEL 

1 5 

OPERATION 

6 10 

OPERAND 1 1 

__ OPERAND 2_._1 

* 

* 

FIELD A 
12 16 

+ 

INC 

<8 20 

IK 

* 

HELD B 
22 26 

+ 

INC 

28 30 


FIELD C 

32 36 

♦ 

INC 

3b 40 

1 • 

Xh. . . 


WJ&K. 


. 1 


!LX.R. . 


, | 


1U,& . 

± 

*1| 

..4 JUUL- 

BA . ■ 




i 1. 


l£& . 

i 

VefuZl 


ILL. 

jr 

Lm’ 


Instruct ion 1. The mask is transferred from MASK to the high order 
end of rX. 








instruction 2 (See Figure ). The MSL of SUM becomes the current 

character from 0P1. The MSL of rX 
contains the letter !r T M which is not 
a special character. The ,r T ,f is 
therefore inserted in the MSL of 
0P2—print position 101. The next 
position of the mask (rX) is examined, 
and the letter "0" is transferred to 
the next position of 0P2. The examina¬ 
tion and transfers continue until the 
* dollar sign ($>) has been transferred 

to 0P2. The MSL of 0P1 is still the 
current character of 0P1. 

Delta (location 9) is the next 
character in the mask. This starts 
the zero suppress function, and 
causes the transfer of the current 
character from 0P1. The 0 from 0P1- 
MSL is changed to a space code, and 
transferred to the next location of 
0P2. The next position of the mask 
(location 10) contains a lozenge, 
which causes the new current character 
from 0P1 (location 2) to be transferred 
to 0P2 (with zero suppression). The 
next position of the mask (location ll) 
is examined and is found to contain a 
comma. Since zero suppress is still 
active, the comma is changed to a 
space which is inserted in 0P2. 

The next location of the mask (loca¬ 
tion 12) contains a lozenge which causes 
the transfer of the current character 
from 0P1 (location 3) to be trans¬ 
ferred to 0P2 (with zero suppression). 
The next position of the mask (location 
13) contains a lozenge which causes the 
current character from 0P1 (location 4) 
to be transferred to 0P2. However, the 
current character from 0P1 is not a 
zero or a space. This terminates 
the zero suppress function. Trans¬ 
fers of OPT to 0P2 continue for the 
next two locations. At this point the 
location in the mask (location 15) 
contains a comma. Since zero suppress 














4.10 


DECLARATIVE INSTRUCTIONS 


Declarative instructions are instructions from the programmer 
to the Assembler program to control its operation during assembly 
processing. No object language instructions are produced from a 
source language Declarative. However the source language information 
is carried through to the object deck, in the event re-assembly is 
desired at a later time. 

Declrative instructions include provision for establishing 
constants in the object program. The output from a Declarative which 
sets up a constant will include the constant, and instructions to the 
Load routine for loading the constant. 

The Assembler program maintains two counters which control 
the assignment of memory locations and addresses of the instructions^ 
and the working storage for the object program. The Instruction 
Location Counter (ILC) is incremented by the Assembler program when 
allocating memory for instructions and in-line constants. The Data 
Location Counter (DLC) is decremented by the Assembler program when 
allocating memory for working storage and Declarative constants. 

These counters are not hardware, but are program locations 
established and updated by the operation of the Assembler program. 

When the Assembler program is loaded, the f!\j/itial value of the ILC is 
set to address of the first location following the Read/Punch/^torage 
area—Row 20, Column 24, Bank 1. Unless otherwise specified, this will 
be the address assigned to the MSL of the first object language instruc¬ 
tion assembled. A Declarative instruction is provided which allows 
the programmer to place a new value in the ILC. 



The initial value of the DLC is the address of the last location 
in memory—Row 3l, Column 31, Bank 2 for a two bank system, or Row 3l, 
Column 3l, Bank 4 for a four bank system. No provision is made for 
specifically placing a new value in the DLC. The value of the DLC 

is decremented as working storage areas and Declarative constant 

«. $ 

are called for by the )( ourse language program. 


l4o 


/ 



4.10.1 


DEFINE INSTRUCTION LOCATION COUNTER 


MNEMONIC: DL 


LABEL 

OPERATION 


OPERAND 

1 

I 


OPERAS 

ID 

2 



1 5 

6 10 

* 

FIELD A 
12 16 

♦ 

'NC M HELD B 
■S 20|*|22 26 

+ 

INC 

26 30 


FIELD C 

32 36 

♦ 

1 NC 

3c 40 


SI. . . 


mu 


_x_l II.... 


aL 


—1_1_1_L. 


_i_L_ 


FUNCTION: Set the value of the Instruction Location Counter to 
the known address specified in Field A. 

NOTE: A plus or minus increment may also 
be used. 

When the current (or initial) value of the ILC is not the 
address desired by the programmer for the allocation of the next 
instruction, the DL Declarative is used to establish a new value 
in the ILC before the next instruction is allocated. Caution must 
be exercized by the programmer when changing the value of the ILC to 
insure that an address is not assigned more than once by the Assembler 
program. 

Example 1 

Given: The Read/Punch Unit is not used by the object 
program. 

Problem: Start the allocation of instructions in the 

first location following the Print storage area. 


LABEL 

1 5 

OPERATION 

6 10 

OPERAND 1 

__. OPERAND 2_._1 

M 

* 

FIELD A 
12 16 

+ 

•NC 
■S 20 

IA 

* 

FIELD B 
22 26 

+ 

INC 

26 30 


FIELD C 

32 36 

+ 

INC 

36 40 

_1 > 1 1 



■ 


.. 1. 


J—a-1- 


_l_L 


_1_1_1_1_ 


_u_L 




Field A: $P1 is the Standard Label for the MSL of the Punch 

(Read/Punch Read) storage area. 

Solution: This card must be the first source language input card 
which effects the ILC. The known value of the Standard 
Label $P1 (R10, Cl4, Bl) is stored by the Assembler 

program in the ILC, and is used as the address of the 
first instruction assembled. $lj?l4Bl orjf293 could also 
have been used in Field A to produce the same value in the 
ILC. 

NOTE: Programmer's labels cannot be used in 
Field A. 

Example 2 

Given: Code Image and Punch storage are not used by 
the object program. 


Problem: Use these areas for instructions 


LABEL 

1 5 


OPERAND 

1 


—__ 0PERAI\ 

m 

_2_ 


t 

FIELD A 

1.2 '16 

B 

INC 

16 20 

i 


B 

INC 

2= 30 

i 

MHI>M 

B 

INC 

36 40 

_1 _i_ 1_1_ 



ufHH 


■1 




HI 


iiti 


HI 


E 5 




HI 


• * » » 


HI 




HI 

1_ 

bssr 




HI 


111! 


HI 


1 1 it 


HI 

her 

55831 


_l_ 1 _i_ > _ 


HI 


< ■ 1 t 


HI 


1 ft 1 A 


HI 

* I 1 i 



\wm 


HI 


• i » » 


HI 


1 1 1 l . 


HI 

* » 1 » 

SHHH 




HI 




HI 

i 



HI 


gggjl 


111! 


HI 


till 


HI 

i 

1 ft i t 


HI 

- 1 .. 

SI 


_1_1_1_1— 


1 


i • a t 

1 

H 

i 

i-1-1-1_ 


HI 


Instruction 1. This instruction sets the value of the ILC to the 

address of the first location following Read Storage. 



















nstructions 2 through n. These lines of coding beginning at START 

are assigned to addresses beginning with 
H81 and continuing according to the number 
and length of the instructions. The pro¬ 
grammer must determine when the ILC vtUAr waWA* 
been incremented to the point where it 
contains the value which is six less than 
the value of the first location of Print 
storage. At that point he must code the 
J instruction to prevent the sequential 
advance of the ICC at object time from 
securing instructions from the Print 
storage area. He must then code the 
second DL declarative to prevent the ILC 
from assigning instructions to addresq^in 
Print storage during Assembly processing. 





4.10.2 


DEFINE AREA 


s~- 

'K..,y 

MNEMONIC: DA 


LABEL 

OPERATION 


OPERAND 

1 

—r 



OPERAtj 

ID 

2 , 

-1 

1 5 

6 10 

* 

FIELD A 
12 16 

+ 

'NO 

T5 20 

Ifl 

* 

FIELD B 
22 26 

+ 

INC 

26 30 


FIELD C 

32 36 


INC 

35 40 

i > 

IL ■ ■ 


> 


_L_J_ 






—L_J-i—L— 


_i_JL 


FUNCTION: Allocate an area of working storage with a length as 

specified in Field A. Subtract the number of locations 
in the area from the value of the DLC. Use the new value+1 
of the DLC as the MSL of the area. 

NOTE: This instruction will usually have a Label 

to be used for referencing by the programmer. 

The loading of the Assembly program sets the initial value of 
the DLC to the last Location of memory—R31/C31, B2 or R31/C31, B4. 

When an area of working storage is required, the programmer uses the 
DA declarative to cause the Assembler program to allocate the re¬ 
quired number of locations. This allocation begins at the last 
location of memory and swd proceeds toward the first location of 
memory^by decrementing the value of the DLC by the size of the area 
required. 

The number of locations to be allotted by the DA declarative is 
coded in columns 12, 13, and 14 of Field A. The maximum number of 
locations which can be allotted by a single DA instruction is 96l. 

The use of the DA declaratives to allocate working storage does 
not prevent the same locations from being assigned to instructions. 

In the event of a lengthy program, the assignment of instructions 
may increment the value of the ILC until it is greater than the value 

c 

i <44 




of the DLC. The programmer can recognize whether or not this situation 
has occurred by examination of the object printout from the Assembly 
processing. 

The DA declaratives should be coded on a separate page of coding 
paper. This will enable the programmer to obtain a M picture M of 
the full area of working storage. It will also enable the programmer 
to assess the possibility of exceeding the total memory capacity 

for working storage and instructions. The number of instructions 

VttWuA** COuJUL 

times 7 is the maximum number of locations^required for instructions. 
That product added to the starting value of the ILC will produce the 
maximum value of the ILC. The sum of the numbers in Field A of the 
DA and DC declaratives subtracted from the starting value of the 
DLC will produce the lowest value of the DLC. The number of loca¬ 
tions set aside for in-line constants and Indirect Address constants, 
if any, should be included. 

The Define sub-field declarative is used in conjunction with 
the DA declarative to provide definition and labelling of sub-fi¥(eds 
within the locations allocated by a DA declarative (See Section 
4.10.2.1.) 

The contents of the memory locations allocated by a DA declara¬ 
tive are not entered at object load time. 





Example 1 


Problem: Establish a working storage area of ten 

locations^ to be used in the accumulation of 
a total• 




LABEL 

OPERATION 


OPERAND 

1 


._. QPERAh 

ID 

2 . 



1 5 

6 10 

* 

FIELD A 

12 16 

+ 

INC 

■5 20 

1 

FIELD B 
22 26 

+ 

INC 

25 30 


FIELD C 

32 36 

♦ 

INC 

3fc 40 

WAk 

M . . 


i—i— 


. 1 




__»_L 


—1—1-L-JL- 


-lX 


Solution: Assume that this is the first DA declara¬ 
tive to be assembled for an object program 
to be run on a two bank UNI VAC 1005. The 
loading of the Assembly program set the 
initial value of the DLC to Tll922. The area 
TOTAL would be assigned to locations £tl9l3 
to R 1922 inclusive. The label TOTAL is then 
used to specify the MSL of this 10 location 
area throughout the program. The new value 
of the DLC is H.1912 (ft 1922 minus 1J?) 







( 

4.10.2.1 DEFINE SUB-FIELD 

The Define Sub-field declarative can only be used following a 
DA declarative. The Define Sub-field declarative does not change 
the value of either the ILC or the DLC. It does not allocate 
memory. 

The purpose of the Define Sub-field declarative is to establish 
labels for fields within an area that has been allocated by the 
immediately preceding DA declarative. The address assigned to 
the label of a Define Sub-field declarative is determined by the 
Assembler program by calculating its location relative to the MSL 
of the area allocated by the DA declarative. 

The Define Sub-field declarative is specified by placing a 
| minus sign (-) in column 6. Complete specification of the Define 

sub-field declarative is as follows: 


LABEL 

OPERATION 


OPERAND 

1 

-1- 


OPERAh 

ID 

2 . 



1 5 

6 10 

« 

* 

FIELD A 

12 16 

+ 

'NO llfll FIELD B 
•c 20|*|22 26 

+ 

INC 

25 30 


FIELD C 

32 ' 36 


INC 

3s 40 

-1-l—JL. 1 

-1_L.-JL. JL 


m. ■ 


., 1 v.v.y.. 


-L-L 


_1, .1 -J_L_ 


—i—L 


Where XXX is the number of the least significant location of the 
sub-field. 

YYY is the number of locations within the sub-field. 

In order to define the sub-fields within an area allocated by a 
DA declarative, definition should begin with the MSL of the area and 
proceed to the LSL of the area. Overlapping sub-fields may be defined. 
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Example 1 


Given: A master card is to be read and transferred to 

working storage for the subsequent processing of 
detail cards. 

Problem: Define an 80 location area with sub-fields 

according to the following master card format: 


Card Columns 1 through 7 
8 through 30 
31 through 40 
41 through 50 
51 through 60 
6l through 70 


Stock Number 
Description 
Balance on Hand 
Shipped to Date 
Shipped this Week 
On Order 
Minimum Level 


| LABEL 

OPERATION 

6 10 

OPERAND V 1 

—_’__ OPERAND 2 _._1 

n 

* 

FIELD A 
12 16 

♦ 

INC 

<c' 20 

in 

* 

FIELD B 
22 26 

+ 

INC 

25 30 


FIELD C 

32 36 

♦ 

INC 

35 40 

r-- 

. . 


a#'. . 


l I 


1 ft * ft 


1 1 


1 1 ■ 1 


f I 

pT.VaiO 

i i i ft 




1 1 


1 . . . . 


i t 


till 


il 


* i . 


3* , . 


ft 1 


• > 


ft 1 


1 1 I I 


_ 1 i 




in... 


» 1 


X0. . . 


ft , I 


11 1 ft 


T 1 1 

T&fcAT 

1 A 1 ft 


sn... 


ft . 1 


16 . , 


. 1 




II 

T.fcSWk 

i»i 


bn ... 


1 1 


u>.. . 


i I 


1 1 ft ft 


, I 


* i i i 


ItS. . . 


. 1 


in... 


. 1 




1 1 

■ 

Hi i i ■ 


%SL ■ ■ 


i 1 


hi ^LJ-i 

-H 

i 1 


1 .1 . • 1 

- 

1 1 


Solution: The DA instruction allocates an area of 80 locations with 

an MSL identified by the label MASTR. When the Master card 
is to be transferred from Read Input storage, the following 
single instruction can be used to transfer all 80 columns. 


LABEL 

J_ l 

OPERATION 

OPERAND 1 i 

—_. QPERAh 

ID. 2___ I 

• 

6 10 

FIELD A 
12 16 

♦ 

INC 

1 S 20 

w 

* 

FIELD B 
22 26 

+ 

INC 

25 30 


FIELD C 

?2. 36 

♦ 

INC 

3b 40 


Ik. ft , 

■*RL ■ 




ftfeS-.T.R 


„i_L 




-^5 _1 - 


Subsequent coding can then refer to the MSL of the fields in 
the Master card by using the labels of the Define sub-field 
declaratives. 
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4.10.2.2 REDEFINE STANDARD LABELS 


There is a second use of the DA declarative which does not 
il.Ll 9 C&te working storage area. The purpose of this second use 
of the DA declarative is to enable the programmer to establish 
his own labels for the areas of memory which have been assigned 
Standard Labels. Since these areas are "known" to the Assembler 
program, allocation is made by the DA declarative. 

The DA declarative specifies a Standard Label in Field A, 
and is followed by Define sub-field declaratives. The Define 
sub-field declaratives are used to redefine the area assigned 
to the Standard Label according to the field configuration 
required by the programmer. The labels assigned by the programmer 
to the Define sub-field declaratives can then be used to reference 
these fields. TLc VfiXvX ^ ** 

Example 1 


Given: A card format as follows: 


Card Columns 1 through 10 
11 through 20 
2l through 40 
4l through 60 
6l through 80 


ID Number 
Quantity 1 
Quantity 2 
Quantity 3 
Quantity 4 


Problem: Redefine Read Input storage giving labels 
to the card fields. 


LABEL 

1 5 

OPERATION 

6 ^0 

OPERAND 1 

_. OPERAND 2_._'_1 

W 

* 

FIELD A 

12 16 

+ 

INC 

' 2 20 

in 

* 

FIELD B 
22 26 

+ 

INC 

22 30 


FIELD C 

32 36 


INC 

32 40 

1 f 1 1 

iA. . . 




A 1 


1 A A 1 


. I 


1 1 1 1 


, 1 

» i 

**» » * * 


La . . 


k 1 


iM . . 


1 1 




1 1 

1 k 

4 i * 


A 1 




\j. .. 


. 1 




i 1 

< 9 A . . 

till 


*40. . , 


1 I 


i i 


. | 


1 11 l 


. 1 


1.1a 


W. . l ... 


1 i 


.. . 


i | 


1 1 it 


, | 

k > i 

HL-JL-1—1- 




i 1 


hA . ■ 




_ 1 _1_1_ 8 _ 


—»_L 




There is no restriction to the number of times an area 
assigned to a Standard Label may be redefined in this manner. 


I Co 



( 


4.10.3 DEFINE CONSTANT 




MNEMONIC: DC 


LABEL 

OPERATION 


OPERAND 

1 


__. QPERAh 

Pi 

2 .. . 1 



1 5 

6 10 

* 

* 

FIELD A 

1 2 16 

+ 

' NC 

■5 20 

IA 

* 

FIELD B 
22 26 

♦ 

o 
o m 

C\J 


FIELD C 

32 36 

♦ 

INC 

35 40 


^ £.1 1 L - 

— 

»&>. . 


CiLiC 

c 

A _ 

MB 

ft 



■N* 


- 1—J - 1—1— 



S. j _i_ t _ 


—t-JZ 


_i_l_i_i_ 


■ I** 


The purpose of the DC declarative is to enter constant 
values in the object program at load time. The DC declarative 
usually has a label that is used to specify the MSL of the con¬ 
stant. The address assigned to the constant is determined by 
subtracting the number of locations in the constant, specified 
by Field A, from the current value of the DLC plus 1. The 
Assembler output card in the object deck will contain the con¬ 
stant, and the instruction to the Load routine to enter the 
constant in the assigned address. 

The constant is coded beginning in column 18 of the coding 
form. The sign of the constant (plus or minus) is coded in 
column 17 and is not included in the length of the constant. The 
maximum length of a negative constant is 25 locations. The 
maximum number of characters which can be specified in a single 
card for a positive constant is 44. 

Provision is made for the continuation of a positive con¬ 
stant of more than 44 characters by placing a comma (,) in column 
6 of the next card, and continuing the characters in column 18. 

A maximum of 961 characters can be entered as a signle constant 

tUU 

in Ehe manner. The length of the constant is specified in only 


to 


the DC card. 




The action of the Load program is to use the length specified 
in Field A to determine the number of the columns^beginning at 
column lS,*^ to be stored (as punched) in memory. If the number 
of characters punched as the constant cht not agree with the number 
in Field A, the number of columns specified by Field A is used. 
Example 1 


LABEL 

1 5 

bPERATION 

OPERAND 1 ! 

__. OPERAND 2___1 

■he 

iwgsSMM 

3I9B 

s 

m 

E 

B 

FIELD B 
22 26 

a 

INC 

25 30 

1 

FIELD C 

32 36 

B 

INC 

35 40 

!7*§1 

IHH 

mm 

B 

E5B 

S 

* 


3 


3 


13 

SHI 


WHd 

\rmm 

•V 

001 

■ 

u 

HSSSS 

1 


§. 


■ 

tm 


r iii i 

EMM 

HI 

1 

[390 

a 


1 


1 

i i i i 


HI 

IB3B3 

HI 

IR 1 

0 


a 

■HOI 1 

1 

in 


_1_ L. 1 A. 


HI 


MASK is the constant used as the mask in Example 1 of the ED 
instruction. 

HEAD might be used to print the headings on an inventory report. 

(The actual constant would continue through column 6l before 
starting again in column 18 of the continuation card. 

LIMIT is a 7 digit constant with a value of minus 9999999 which 
would be stored as 999999R. 

If it is desired, the DC declarative can be used to allocate 
a working storage area whose initial contents should be space codes. 


1 LABEL 


: 

mssmm 

1 


L __ QEEm 

ID. 

2 


-—j 

■I 


a 

mammm 

3 

INC 
■S 20 

T 

B 

ismum 

a 

INC 

25 30 

1 

FIELD C 

32 36 

B 

n 

Cg»[»l 

liftwai 

EHIH 

i 

mm 

II 

u 

HI 

u 

t 


HI 


-1_1_1_1— 


HI 




















The area assigned to TOTAL will be entered with the 10 
space codes from columns 18 through 27 of the DC card. Caution 
should be exercized by the programmer when using this technique 
due to the fact that the area will not be cleared if a re-start is 
required. 

If the programmer codes the constants on a separate page and 
enters the source language cards for constants after the cards 
from the EA page, a single TK instruction can be used to clear all 
of working storage to spaces. 

Example 3 


Given: The above recommended procedure is followed, 
and the last source language DP^card has a 
label of LAST. 


Problem: Clear working storages to space codes. 


LABEL 

1 5 

OPERATION 

6 10 

OPERAND i 

_ _ . OPERAND 2_._1 

m 

* 

FIELD A 

1 2 16 

+ 

1 NC 
' - 20 

IA 

* 

HELD B 

22 . 26 

+ 

INC 

22 30 


FIELD C 

32 36 


INC 

3c 40 

- 1 -U. | l 

LK__ 


Q, . . 


. I 


LA.S.T. 


_ 1 J-.- 




_u_L 


Solution: The allocation of all preceding T)|i cards began with a 

DLC value of 1922 (two bank system). The value of the 
DLC was reduced by each card including the card 
labelled LAST. Thus the MSL of all of working storage is 
also the MSL of LAST. The 2 space codes from the TK are 
transferred beginning at the LSL of 0P2^ (JA 1922). Since 
0P2 is larger than two locations, the remainder of 0P2 is 
cleared to spaces. 

NOTE: If the Translate option is to be used in the 

object program, a DC instruction is used to 
establish the translate table, and must 
be the first a n gu age instruction 

assembled which effects the value of the DLC. 



4,10.3.1 IN-LINE CONSTANTS 


The term in-line constant refers to the allocation of a constant 
in the portion of memory usually allocated to object language 
instructions. 

The UN I VAC 1005 Assembly System provides for in-line constants 
through use of the asterisk (*) in column 6 of the coding form. The 
reaminder of the in-line constant format is the same as for a DC 
declarative. No continuation cards may be used for in-line constants. 
The in-line constant is allocated based on the current value of the 
ILC, and usually carries a label for identification. 


LABEL 

1 5 

OPERATION 

6 10 

OPERAND i 1 

__ OPERAh 

ID_2__ 

-1 

■r* 

3 

uoinri 

QB 

B 

'NO 
■8 20 

i 

FIELD B 
22 26 

B 

INC 

2- 30 

1 

FIELD C 

32 36 

a 

INC 

3E 40 

_1- 1 -1_t_ 

n— 

i 

EUCVH 

6 

HU 

i 

SSSS 

- 

"-rT 


i Tn 

- 

■'—r 


The maximum length (DD) of a negative in-line constant is 25 

WWfc 

locations. The maximum length (DD) of a posit ive^constant is 44 
locations. 

aJUo 

The in-line constant mayj^be used to enter constants in the memory 
locations between Read Input storage and Print storage. The in-line 
constants should be preceded by a DL with a Field A ofJt8l and 
followed by a DL with a Field A of the Address for the first instruction 
to be assembled. These cards must then precede the first instruction 
when assembling. 
















4.10.3.2 IN-LINE COMMENTS 


Columns 41 through JK of the coding form are headed "Comments" 
and can be used by the programmer to make notes regarding the lines 
of coding. These comments will also appear on the final printout of 
the Assembly processing. They provide an excellent assist to good 
documentation. 

As a further means to good documentation, the UNI VAC 1005 
Assembly System provides for in-line comments. An in-line comment 
allows the programmer to use most of the columns of the form for 
headings and notes. The in-line comment is not allocated to memory 
in the object program. It is merely printed and punched by the 
Assembly program. The in-line comment may appear anywhere in the 
source* pcoy***. 


LABEL 

1 5 

OPERATION 

6 -10 

OPERAND 1 

_. OPERAfi 

ID_ 2__ 1 

M 

* 

FIELD A 
"2 16 

+ 

i NC 

'c 20 

Ifl 

#• 

F'ELD B 
22 26 

+ 

INC 

2: 30 


FIELD C 

32 36 

♦ 

INC 

3c 40 

_t ■■■* II 

• Xc.c.c 

l 

:.T~. 

— 


— 

_1_L_I_1_ 

” 

nr 


_1_1_L..JL ... 

-- 

rO_ 


The in-line Comment is specified by placing a period (.) in 
column 6 followed by a blank (space) in column 7. The Comment 
itself may appear anywhere in the coding line from columns 8 through 
61. If the required comment is longer than 54 characters, additional 
in-line Comments should be coded with a period in column 6 and a 
space in column 7. 




In order to assist in the documentation, it is suggested that 
the^i n-line comments be used as the first card or cards of the 
program to be assembled. 

Example 


Problem: Print the Program Name, Author's Name, 
and Date Written as the heading of the 
Assembler printout. 


LABEL 

OPERATION 

OPERAND 

1 





OPERAND 

2 . 



1 5 

6 10 

FIELD A 
12 16 


INC 

L5 20 

m 

* 

HELD B 
22 26 

+ 

INC 

25 30 


FIELD C 

32 36 


INC 

36 40 



ftAM. * 


• . 

• i 1 

i 

M.Rfi.L 

t 

,0tB 

0 

S.S, XP 


H.MT 

till 

Vi Avir 


k 


3 

oji££. 


1 | 




. 1 

» l > * 

*. >Ax 


K 




A 

ftJlL. 

i 

.1 lillfc 

i? 

-JUi. 



/ 



4.10.4 DEFINE INDIRECT ADERESS CONSTANT 


MNEMONIC: Dl 


LABEL 

OPERAT|ON 


OPERAND 

1 

- 1 - 


OPERAND 

2 ... 



1 5 

6 10 

* 

FIELD A 

12 16 

+ 

'NO llfll F ! ELD B 

'r 20 1 *|22 26 

+ 

INC 

2; 30 


FIELD C 

32 36 


INC 

33 40 


Dl. ■ ■ 


IA-A 


■ i 1 XA.-3. 








The purpose of the Dl address constant is to provide the programmer with 
the means to allocate, identify, and establish the initial contents of 
a secondary address. An instruction which calls for Indirect Addressing 
contains a primary address for the A or the B and C portions of the 
instruction. The locations referred to by the primary address must 
contain a secondary address which is the address of the data to be 
processed by the instruction. 

Indirect Addressing is specified in an instruction by placing an 
asterisk (*) in column 11 for OP 1, or column 21 for OP 2 (or both, if 
required). The asterisk causes the Assembler program to place a binary 
1 in the X bit position of location 6 for OP 1 lA^or location 7 for OP 2 
IA (or both). At object time, when the instruction is transferred to 
the Instruction Register, the UNIVAC 1005 first examines these two bit 
positions. 

If the X bit of location 6 contains binary 1, a two location descending 
transfer is made beginning at the address in the A portion of the IR, 
to locations 2 and 3 (the A portion) of the IR. If the X bit of 
location 7 contains a binary 1, a four location descending transfer is 




made beginning at the address in the B portion (locations 4 and 5) of 
the IR, to locations 4 through 7 (the B and C portions) of the IR. After 
performing these functions, the instruction is then executed using 
the addresses currently in the IR. The contents of the instruction 
as stored in memory remain unchanged. 


In order to provide the locations in the object program for secondary 


addresses, the Dl constant declarative is used as follows: 


FIELD A: The specification of an address in Field A establishes a two 

location secondary address in the object program. The initial 
contents of the two location secondary address will be the 
machine language code for the specified address. 

FIELD B: The specification of an address in Field B establishes a four 

location secondary address in the object program. The 
initial contents of the four location secondary address will 
be established according to the rules for Assembly System 
OP 2 addressing. If Field B contains a label (Standard or 
programmer), the two character address of the MSL of the 
area assigned to the label will be used as the initial 
contents of the left hand two locations of the secondary address. 
If Field B contains a label, Field C may be left blank, and 
the two character address of the LSL of the area assigned 
to the label will be used as the initial contents of the 
right hand two locations of the secondary address. 


FIELD C: If Field B does not contain a label, or if the LSL address 

of the area assigned to the label in Field B is not to be 
used as the initial value of the right hand two locations 
of the secondary address, Field C must contain an address. 


NOTE: The Dl constant will usually have a label which is used 
as the primary address in the instruction which calls 
for Indirect Addressing. 


Example 1 


LABEL 

1 5 

OPERATION 

6 10 

OPERAND 1 ~"1 

._. OPERAND 2_ . _1 

a 


s 

INC 

T5 20 

T 

e 

UMM9 

mKmaa 

a 

INC 

25 30 

1 

MHliM 

mss 

a 

■1M 

«q 

ESS 


i 


i 

HI 

[ 

_i_■_*_i_ 

i 

HI 

i 

* i ii 


HI 

1AM 

rot 

i 

i * » i 


■I 

1 

!3£vM 

i 

HI 


i i i i *_ 

■ 

HI 


rot 

i 


i 

HI 

1 

RS3H 

i 

in 


_i_i_i_i_ 

r 

HI 


sx.. 

i 

ii^mi 

i 

III 


IRISES 


HI 

i 

rwsi 

i 

HI 









CAT becomes the MSL address of a two location secondary address 

which initially contains the MSL address of the area assigned 
to DOG. CAT may then be used as the primary address in the 
A portion of an instruction. When that instruction is 
executed, the address stored in CAT replaces the address of 
CAT in the IR. 

FOX becomes the MSL address of a four location secondary address 

which initially contains the MSL and the LSL address of the 
area assigned to RAT. 

COW becomes the MSL address of a six location constant which 

initially contains (from left to right) the address of the 
MSL of the area assigned to PIG, the address of the MSL of 
the area assigned to ANT, and the address of the LSL of the 
area assigned to ANT. 

MOVE becomes the MSL address of a six location constant which 

« t ft * i initially contains (from left to right) the address of decimal VocA&ttwl, 

location 724, the address of decimal location 733. 

The Assembler processing for the allocation of locations to the Dl 

constants is the same as for the allocation of the DC and the DA 

declaratives. This means that the locations assigned to the Dl constants 

in the previous example will be in the reverse sequence in which they 

are assembled. The characters within each constant will appear in the 

correct sequence. 


Assume the value of the DLC is 1700 when CAT is to be assembled. The 

addresses assigned to the lables in the example would be as follows: 

CAT 1699 

FOX 1695 

COW 1689 

MOVE 1683 

This condition may have an effect on the sequence of coding Dl 
constants when establishing a table of Indirect Address^ In the 
example of Indirect Addressing (page 11), a table of secondary addresses 
was established with a label of SECAT. The coding to establish the 
table is as follows: 



LABEL 

1 5 

m 

OPERAND 1 

___ OPERAND 2___ ] 

-V* 

t 

sun 

B 

INC 

20 

i 

FIELD B 
22 26 

B 

mm 

n 

B 

FIELD C 

32 36 

B 

ms 

1 « A ft 


i 

i » > a 


ni 

i 


i 

in 

i 


■ 

HI 

till 


i 

i . . « 


m 

i 


i 

HI 

i 


1 

HI 

_» 111 


i 

■ » . i 


HI 

i 

I9HH 

i 

HI 

i 


1 

HI 

BUS 

SBHI 


- L ~—1-»-ft- 


m 

i 

mm 

i 

HI 

i 

mm 

1 

HI 


Using this sequence causes SECAT to be the address of the MSL of the 
Secondary Address Table. The LSL of the table is SECAT + 19. Refer 
to the coding of the loop in Section 4.8 for the use of an Indirect 
Address table. (The constant storage referred to in the example on 
Page 12 would also be set up in the same manner.) 












4.10.5 DEFINE END 


MNEMONIC: END 


LABEL 

1 5 

OPERATION 

6 10 

OPERAND 1 ! 

.__. OPERAND 2_ . _ _l 

a 

SBH 

B 

1 NC 

20 

i 

F'ELD B 
22 26 

B 

INC 

2: 30 

1 

FIELD C 

32 36 

B 

m 

_1. -1 1 > 

msm 

i 

RSUH 

i 

in 

r 

.... 11_»-■ L „ 


HI 


1_1_ L ,J... 


m 


The purpose of the Define End declarative is to provide for the 
automatic start of the object program when it is loaded by the Load 
routine. 

Field A specifies the address of the MSL of the first instruction to 
be executed in the object program. Field A usually contains a 
programmer's label. No allocation is made, and the address in Field 
A is not stored in memory. 

Example 1 


1 LABEL 1 

OPERA" 1 1 

on" 


OPEnhiw 

1 


L_. OPERAS 

Ri 

2 1 

1 

1 

5 

6 


* 

FIELD A 

1 2 16 

+ 

>NC 

t= 20 

in 

X- 

FIELD B 

22 26 

+ 

INC 

2: 30 


FIELD C 

32 36 


INC 

3: 40 

t 

1 -L I ,, 

EJO. 

, 




■ 1 


-» , 1 . ■»-1- 


, 1 


-1- 


-1-1- 


START is the label of the source language instruction which is to be 

executed first at the time the object program is loaded. The source 

language instruction START need not be the first instruction assembled. 

NOTE: The Assembler output card produced from the END 
declarative must be the last card loaded by the 
Load routine, and should be followed immediately 
by the input data to be processed. 


\fel 














4.11 


MULTIPLICATION 


Multiplication in the UN I VAC 1005 is performed using fixed length operands 
for the multiplier, the multiplicand, and the product. When a Multiply 
instruction is executed by the UNIVAC 1005, the fixed length multiplier 
and multiplicand are transferred from memory to positions in Row 32, 

Bank 1 where they are then operated upon to produce the product—also 
in Row 32, Bank 1. The product is then automatically transferred from 
Row 32, Bank 1 to memory. During the execution, the locations in 
Row 32, Bank 1 normally reserved by the IR and the ICC are used in the 
calculation of the product. The contents of the ICC are preserved and 
are restored to the ICC automatically, to initiate the next instruction. 

Multiplication is performed using the absolute (unsigned) values of the 
multiplier and multiplicand, producing an absolute (unsigned) value as 
the product. Locations in the product which do not contain a significant 
digit (1 through 9) will contain a zero (0). Values are treated as 
integers. 

Since there are three operands in multiplication, the multiply command 
of the UNIVAC 1005 utilize a 3 address logic: OP 1 is the multiplicand, 

OP 2 is the multiplier, and OP 3 is the product. 

There are two multiply instructions in the command structure of the 
UNIVAC 1005, Multiply (MU) and Multiply Long (ML). The difference 
between the two is the size of the fixed length multiplier, multiplicand 
and product. 







Multiply utilizes a multiplier of exactly six digits, a multiplicand 
of exactly four digits, and produces a product of exactly ten digits. 

Multiply Lonp utilizes a multiplier of exactly eleven digits, a 
multiplicand of exactly nine digits, and produces a product of exactly 
twenty digits. 

If the programmers multiplier and multiplicand do not conform exactly 
to the requirements of one or the other of the multiplication instructions, 
a Multiply Working Storage (MWS) should be established by the programmer 
(using DA declaratives) for a multiplier, multiplicand, and product of 
these lengths. The programmer should then transfer his variable length 
operands to the MWS before executing a multiply instruction. The 
transfers to MWS should be made via rX usinp the TX instruction. An 
example of the use ofy^MWS is included in the explanation of each of the 
multipiicat ion instruct ions. 


vw 


( 



4.11.1 MULTIPLY 


MNEMONIC: MU MODE: SPECIAL LENGTH: 7 I A: NO 


LABEL. 

OPERATION 


OPERAND 

4 

- 1 - 


OPERAND 

2 . 



1 5 

6 ^0 

in 

* 

FIELD A 

"2 16 

+ 

iNC linl F'ELD B 
"c 2P|*|22 26 


INC 

2: 30 


FIELD C 

32 36 


INC 

3c 40 

- 1—4 « 1 

. ■ 


U. ■ ■ 


■ i 1 ■ 


_i_L 


3.1, ■ ■ 


_4_i_ 


FUNCTION: Transfer ascending the four digits beginning at the LSL 

specified in Field A to the multiplicand positions of Bow 
32, Bank 1. Transfer descending the six digits beginning 
at the MSL specified in Field B to the multiplier positions 
of Row 32, Bank 1. Multiply. Transfer ascending from the 
product positions of Row 32, Bank 1 to the ten locations 
beginning with the LSL specified in Field C. 


NOTE: After completion of the MU instruction, the product 

is also available in Row 32, Column 21 through Row 32, 
Column 30 of Bank 1, until the execution of another 
multiplication or division instruction. 


Example 1 

Given: A four digit Quantity in card columns 1 through 4. 
A six digit Price in columns 5 through 10. 


Problem: Multiply Quantity times Price and store the product 
in the ten location area labelled AMT. 


LABEL 

OPERATION 

OPERAND 

1 

-1- 


OPERAND 

2 . 1 



1 5 

6 ^0 

FIELD A 

12 16 

+ 

>NC Uti FIELD B 
15 20|*|22 26 

+ 

INC 

25 30 


FIELD C 

32 36 


INC 

35 40 


HU- . . 

M. ■ . 


■ i 1 BM, ■ 


_i_L 


rA.HT, 


_u_L 


FIELD A 
FIELD B 
FIELD C 


tt 1 is the decimal address of the MSL of Quantity 
10 is the decimal address of the LSL of Price 
+AMT is the address of the LSL of the area assigned to AMT. 



/ 




In the event the size of the operands are not the exact length required 
by the MU command, rX (Row 32, Bank 2) can be used as a Multiply 
Working Storage. The multiplicand (4 digits or less) is transferred to 
rX using a TX command. This fills the high order positions of rX with 
space codes. A TA command is used to transfer the multiplier to rX 
as follows: Field A contains the LSL address of the multiplier in 
memory; Field C specifies $32 27 B2; and Field B specifies a location 
in rX based on the actual length of the programmer’s multiplier. If 
the multiplier is 5 digits, the Field B address would be $32 23 B2. 

The high order positions of the fixed length multiplicand and multiplier 
will then contain space codes. 

$32 21 B2 can be used as the LSL of the fixed length product of the 
MU command. The programmer can then transfer from rX the actual number 
of digits in his product. 

Example 2 

Given: A three digit Hours in columns 9 through 11 in the 
form XX.X. A five digit Rat€in columns 12 through 
16 in the form X.XXXX. 


Problem: Multiply Hours times Rate and store the half 
adjusted Gross in Punch storage positions for 
columns 21 through 25 in the form XXX.XX. 


LABEL 

1 5 

OPERATION 

OPERAND 1 1 . OPERAND 2 . 1 

i 

6 ^0 J 

FIELD A 
^ 2 16 

+ 

1 NC 

•- 20 

1 

FIELD B 
22 26 

+ 

INC 

2- 30 


FIELD C 

32 36 


INC 

3c 40 



T5L . .. 

tt.ll . 




^_ 


. 1 


till 


, 1 

I A 1 A 

ta. . . 



1 1 




1 



* 

>1 1 

1 | 1 l 

Mal . . 


% 

A I 


ttusa 


* 1 




1 

1 i 1 1 

Ark . . 

&Z. . .. 


J 1 




1 


Asa.w 

% 

1 

.1 J_L-L- 

TA. . . 





i£L . 


5JL 


Ui, . 

± 



|U' 











4.11.2 MULTIPLY (LONG) 


MNEMONIC: ML MODE: SPECIAL LENGTH: 7 I A: NO 


LABEL 

OPERAS 

ON 

r 

OPERAND 



_. QPERAh 

ID. 

_. 


“1 

1 5 

6 

-0 

y* 

a 

FIELD A 
' 2 16 

a 

: NO 

20 

i 

n 

a 

SH 

1 

E—BE— 

B 

ili 

—Ei1 

- 1 —1.-JL 1 ■ 

BUM 

■ 

i 



ni 

a 


a 

m 

i 

EH— 

i 

■I 


FUNCTION: Transfer ascending the nine digits beginning at the LSL 

specified in Field A to the multiplicand positions of Row 32, 
Bank 1. Transfer descending the eleven digits beginning at 
the MSL specified in Field B to the multiplier positions of 
Row 32, Bank 1. Multiply. Transfer ascending from the. product 
positions of Row 32, Bank 1 to the twenty locations beginning 
with the LSL specified in Field C. 

NOTE: After completion of the ML instruction, the product 

is also available in Row 32, Column 11 through Row 32, 
Column 30 of Bank 1, until the execution of another 
multiplication or division instruction. 

The ML instruction is performed in the same manner as the MU instruction 

except for the provision of longer values. The use of rX described in 

the preceding Section 4.11.1 for the MU must be modified to take into 


account the longer operands. 


The TX instruction specifies the actual length of the multiplicand. The 
TA instruction has an OP 2-LSL of $32 22 B2 and an OP 2-MSL predicated 
on the actual length of the multiplier. Since the total number of digits 
in the ML instruction multiplier, multiplicand and product exceeds 31 
(the capacity of rX), the LSL of OP 3 of the ML instruction can specify 
$32 3X Bl . This will cause the product to be transferred to the 
identical locations in which it was developed. 


\V\ 










Example 1 


Given: A six digit Quantity in columns 1 through 6. A seven 
digit Unit Cost in columns 7 through 13. 

Problem: Multiply Quantity times Cost. 


LABEL 

1 5 

OPERATION 

OPERAND 1 1 

___ OPERAND 2___1 

6 10 

FIELD A 
12 16 

+ 

INC 

T6 20 

IA 

* 

HELD B 
22 26 

+ 

INC 

25 30 


FIELD C 

32 36 

♦ 

INC 



Ujl . 

i 

Cl 


U.L . 


. 1 


11 II 


, I 

k I 1 

TA. . . 

UlA.. , 

± 

1*1 



i 

Lift 


UK. . 

± 

*,t| 

-I ■ 1 M 




_a_J_ 


U.P. ■ 





t 

l 
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4.12 


DIVIDE INSTRUCTION 





Division in the UNIVAC 1005 is performed using fixed length 
operands for the divisor, the dividend, and the quotient. When 
the Divide instruction is executed by the UNIVAC 1005, the fixed 
length divisor is transferred to certain positions in rX (Row 32, 
Bank 2), and the fixed length dividend is transferred to positions 
in Row 32, Bank 1, where they are operated upon to produce the 
quotient and the remainder—also in Row 32, Bank 1. The fixed 
length quotient is then automatically transferred from Row 32, 

Bank 1 to memory. During the execution of the Divide instruction, 
the locations in Row 32, Bank 1 normally reserved by the IR and 
the ICC are used in the calculation of the quotient. The contents 
of the ICC are preserved, and are restored to the ICC automatically, 
to initiate the next instruction. 

Division is performed using the absolute (unsigned) values of 
the divisor and the dividend, producing an unsigned value as the 
quotient. Locations in the quotient and remainder which do not 
contain a significant digit (1 through 9) will contain a zero (00. 
Values are treated as integers. 

Since there are three operands in division, the Divide instruc¬ 
tion of the UNIVAC 1005 utilizes a 3 address logic: 0P1 is the 
divisor, 0P2 is the dividend, and 0P3 is the quotient. 

The Divide instruction utilizes a divisor of exactly six 
digits, a dividend of exactly eight digits, and produces a quotient 
of exactly eight digits. If the length of the programmer's divisor, 




dividend and quotient do not all conform exactly to the requirements 
of the Divide instruction, a Divide Working Storage (DWS) should be 
established by the programmer for a divisor, dividend, and quotient 
of these lengths. The programmer should then transfer his variable 
length operands to the DWS before executing the Divide instruction. 
An example of the use of Divide Working Storage is given following 
the explanation of the Divide instruction. 


no 
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4.12.1 DIVIDE 

MNEMONIC: DV MODE: SPECIAL LENGTH: 7 I A: YES 


LABEL 

OPERAT 

ON 

“ 

OPERAND 

4 

-1- 


OPERA!) 

Pi 

2 1 

1 

1 5 

6 

JO 

fl 

* 

FIELD A 

1 2 16 

+ 

>NC llfll FIELD B 
20|*|22 26 

+ 

INC 

2: 30 


FIELD C 

32 36 

♦ 

INC 

3c 40 





11. ■ ■ 


, 1. 1-1 — i — i — 


_u_ 




_u_L 


FUNCTION: Transfer ascending the six digits beginning at the LSL 
specified in Field A to the Divisor -positions of rX 
(Row 32, Bank 2). Transfer descending the eight digits 
beginning at the MSL specified in Field B to the Dividend 
positions of Row 32, Bank 1. Divide. Transfer ascending 
from the Quotient positions of Row 32, Bank 1 to the 
eight locations beginning with the LSL specified in 
Field C. 

NOTE: After completion of the Divide instruction, 
the Remainder is available in Row 32, 

Column 18 through Row 32, column 23 of 
Bank 1, until the execution of another 
multiply or divide instruction. 

Example 1 


Given: An eight digit Total Cost in card columns 
9 through 16. A six digit Total Units in 
card columns 1 through 6. 


Problem: Divide Total Cost by Total Units, and store 
the quotient in the eight location area 
labelled UNIT. 


LABEL 

OPERATION 


OPERAND 

1 





OPERAND 

2 



1 

_5 

6 •’0 

w 

* 

FIELD A 

1 2 16 

+ 

INC 

'c 20 

in 

* 

F'ELD B 
22 26 

+ 

INC 

2: 30 


FIELD C 

32 36 

+ 

INC 

3c 40 

-L_4— 

1—4— 

v 
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FIELD A: W6 is the decimal address of the LSL of Total Units 
(the d ivisor). 

FIELD B: £1 9 is the decimal address of the MSL of Total Cost 
(the dividend). 


ni 





FIELD C: +UNIT is the address of the LSL of the area assigned 
to UNIT (the quotient). 

NOTE: If the divisor is equal to zero, 

the quotient is all zeroes and 
the remainder is all zeroes. If 
the dividend is all zeroes, the 
quotient is all zeroes and the 
remainder is all zeroes. If the 
dividend is all spaces, the quo¬ 
tient is all zeroes and the re¬ 
mainder is all spaces, If the 
divisor is greater than the divi¬ 
dend, the quotient is all zeroes 
and the remainder is the least 
significant six digits of the 
dividend. 

In the event the size of the operands in the program are not 
the exact length required by the DV command, rX (Row 32, Bank 2) 
can be used as a Divide Working Storage. The dividend is trans¬ 
ferred to rX using a TX command. This fills the high order positions 
of rX with space codes. A TA command is used to transfer the 
divisor to rX as follows: Field A specifies the LSL address of 
the divisor in memory; Field C specifies $XR + 15; and Field B 
specifies a location in rX based on the actual length of the pro¬ 
grammer's divisor. For example, if the actual length of the divisor 
is 5 digits, the Field B address would be $XR + 11. The high order 
positions of the fixed length dividend and divisor would then con¬ 
tain space codes. $XR + 7 can be used as the LSL of the fixed 
length quotient produced by the DV instruction. 

NOTE: If rX is used as DWS, the locations indicated 
above must be used for the divisor. 
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Example 2 


Given: A seven digit Total Revenue in card columns 
11 through 17. A four digit Total Tons in 
columns 5 through 8. 

Problem: Divide Total Revenue by Total Tons and store 
the maximum 7 digit quotient in a 7 location 
area labelled RPT. 


LABEL 

1 5 

OPERATION 

6 ■'0 

OPERAND i 

._. OPERAND 2_._1 

fl 

* 

FIELD A 

1 2 16 

+ 

i NC 
••• 20 

in 

* 

FIELD B 

22 26 

+ 

INC 

2r 30 


FIELD C 

32 36 


INC 

3: 40 

t | A 1 

TX . . 


Jtl.1. . 


. 1 


«11 . 


, I 


till 


, 1 

1 1 i I 

TA . . 


. . 


. 1 


AXR. . 

± 

tti 


AXR. . 


ISi 

i l t i 

1> V. , . 



± 

i,Si 


ax.R.. 

± 

3ft 


4.X.R, , 


7, i 

t » i 1 

TA . . 


m . 

? 

1Lj_ 


RVT. ■ 
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4.13 


INPUT OUTPUT INSTRUCTIONS 


4 

V 

There are several types of input/output instructions in the 
UNI VAC 1005 Assembly System. Each type is tailored to the require¬ 
ments and the operating mode of the input/output device. 

One type of input/output instruction is used for the devices 
which transfer data to or from fixed areas in memory reserved for 
that purpose, or for commands to an input/output device which do 
not involve a data transfer (eg. Space 1, Stacker Select, etc.) 

This type is called General Command. 

Each of the devices which do not have a reserved area for 
input/output data transfers has its own type of command (eg. Magnetic 
Tape, DLT, etc.) Each type is named for the device it controls. 

In the case of the General Command, certain of the uses of Ji 

this command have been selected as Assembler pseudo-operations in 
order to provide the programmer with a rapid method of specifying 
often used commands. These pseudo-operations are called Shortened 
General Commands. 
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4.13.1 SHORTENED GENERAL COMMANDS ' 


MNEMONIC: GCn MODE: I/O LENGTH: 7 I A: NO 


I LAdLL 

OPERATION 


OPERAND 

1 




OPERAh 

ID 

2 



i _ 

5 

6 '0 

a 

* 

FIELD A 
"2 16 

+ 

>NC Ifl 

* r 20 * 

F'ELD B 

22 26 

+ 

INC 

2: 30 


FIELD C 

32 36 


INC 

3c 40 

t 

L—-lu JL 
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FUNCTION: Execute Reader, Printer and Punch input/output commands 

specified by n, where n means the following: 

1. Read, Execute 

2. Test Punch, Punch, Clear 

3. Combines GCl and GC2 

4. Space 1, Print, Execute 

5. Combines GCl and GC4 

6. Combines GC2 and GC4 

7. Combines GCl, GC2, and GC4 

The GCn operations are pseudo-operation codes which select 
specific Reader, Printer, and Punch operations from the structure 
of the GC coded operations. When any of the specific input operations 
indicated above are required, the GCn may be used. 

Fields A, B, and C must be blank, in the GCn instruction. 


n<r 



4.13.2 GENERAL COMMANDS 




MNEMONIC: GC MODE: I/O LENGTH: 7 I A: NO 


l LABEL 1 

BUI 

" 

OPERAND 




OPERAND 

2_. 




6 ^0 

& 

■gBglllj 

B 

'NC FIELD B 

•- 20 * 22 26 

B 

INC 

2 : 30 

1 

■j 

faUBiS 

B 

fell! 

r~i 

33 M 

i 


n 



_l_L 
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The bit positions of locations 2 through 7 of the GC instruction 
correspond to functions of the UNIVAC 1005 input/output devices which 
have an implied data address, or which do not require a data address. 

A thorough knowledge of the various input/output devices of the UNIVAC 
1005 is required for proper use of the GC command. 

Since the desired input/output functions are indicated by bit positions 
of the least significant six locations of the GC instruction, octal 
coding is used to specify CC in Fields A, B, and C. All three Fields 
must be specified. 

Octal coding is specified by the number sign (#) followed by four 

octal digits. The bit configuration for the required input/output 

operations is used to determine the four octal digits. 

NOTE: Caution should be exercised by the programmer to avoid 
specification of bits which correspond to conflicting 
input/output operations. 

The following is a brief description of the input/output functions which 
correspond to the bit positions in the GC instruction. The functions 
are listed by the type of function. A table is also provided which indicates 
the corresponding bit position in the GC instruction. 
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CARD AND PAPER TAPE 

Card Read This bit sets the Read F.F. Card will be 

read when Execute is given. 

Auxiliary Card Read This bit must occur in the same GC as Execute 

to cause card reading#. 

Read Punch Read This bit sets the Read Punch Read F.F. Read 

will occur when Punch Hold or Punch Clear is 
given. 

Paper Tape Read-Block This bit must occur in the same GC as Execute. 

Will cause the reading of 80 characters from 
paper tape. 

Paper Tape Read-Character This bit must occur in the same GC as 

Execute. Will cause the reading of 1 
character from paper tape. 

End Read on All Bits This bit must occur in the same GC as Execute 

and the bitfcwhich cause reading. During the 
read, each character is tested for all 1 
bits. in e »oh oharae^or . If detected, reading 
is terminated. 

This bit causes the devices to execute those 
functions signalled, by various of the other 
bits, either prior to or simultaneous with 
Execute. 


This bit sets the Print F.F. A line will be 
printed when Execute is given. 


Execute 

PRINTING 

Print 


End Print at 90 
Characters 


Space 1 


Space 2 


This bit must occur in the same GC as Execute. 

The Print function must be signalled prior to or 
simultaneous with End Print. 

This bit will cause an immediate line space unless 
accompanied by Print, Execute. When accompanied 
by Print, Execute, the line is printed before 
spacing occurs. 

This bit will cause two immediate line spaces 
unless accompanied by Print, Execute. When ac¬ 
companied by Print, Execute, the line is printed 
before spacing occurs. 


m 



Skip 1,2 and 3 Any combination of these three bits will 

initiate an immediate forms skip, unless 
accompanied by Print, Execute. When accompanied 
by Print, Execute, the line is printed before 
skip occurs. 

CARD AND PAPER TAPE PUNCHING 


Punch Hold 


Punch Clear 


Punch Test 


This bit causes an immediate punch cycle. The 
punch storage area is not cleared following 
punching. 

This bit causes an immediate punch cycle. The 
punch storage area is cleared following punch¬ 
ing. 

This bit causes a test to determine if the punch 
storage area is still in use by the last punch 
operation. If it is in use, further execution 
of UNIVAC 1005 instructions is inhibited, until 
not in use. 


Punch Paper Tape* 
Block 


Punch Paper Tape 
Character 


Punch Odd Parity- 
Paper Tape 


This bit must occur in the same GC as Punch Holdeor 
Punch Clear. When accompanied by Punch Hold or 
Punch Clear, it causes 80 characters to be 
punched in paper tape. 


This bit must occur in the same GC as Punch Hold 
or Punch Clear. When accompanied by Punch Hold 
or Punch Clear it causes 1 character to be punched 
in paper tape. 


If this bit occurs in the same GC which causes paper 
tape punching, Odd Parity punching will occur. 


PROCESSER INPUT/OUTPUT MODE 


Code Image Read 


' Code I mage Punch 


This bit must occur in the same GC which causes 
reading. When accompanied by the bit or bits 
which cause reading, it causes card and paper 
tape reading in Code Image. 

This bit must occur in the same GC which causes 
punching. When accompanied by the bit or bits 
which cause punching, it causes card and paper 
tape punching in Code Image. 




CARD SELECTION 


Punch Stacker Select 
or 

Punch Even Parity- 
Paper Tape 


If this bit occurs in the same GC which 
causes card punching, it causes the card 
being punched to be placed in the Select 
Stacker on the next Punch cycle. If this 
bit occurs in the same GC which causes paper 
tape punching, Even Parity punching will 
occur. 


Auxi1iary Reader 
Stacker Select 1 


Auxiliary Reader 
Stacker Select 2 


This bit must occur in the same GC which 
causes reading in the Auxiliary Reader. It 
causes the previous card read to be placed in 
Stacker 1. 


This bit must occur in the same GC which causes 
reading in the Auxiliary Reader. It causes 
the previous card read to be placed in Stacker 


2 . 


DATA LINE CONTROL 


Request to Transmit This bit sets a F.F. that requests data line 

transmission. The F.F. must be set prior to 
the execution of the instruction (SD) which 
causes data transmission. 


MAGNETIC TAPE CONTROL 

Rewind Magnetic Tape This bit causes an immediate rewind of tape 

on the Servo last set by the Set Condition 
(SC) instruct i on. 


Back Space Magnetic 
Tape 


Erase Flip Flop 


This bit causes an immediate backward movement 
of tape, to the preceding inter-record gap, 
on the Servo last set by the Set Condition 
(SC) instruction. 

This bit causes the Erase F.F. to be set. 

When the next write tape (WT) instruction is 
executed, 5.04 inches of tape will be erased 
prior to writing the block of tape. 





The bit positions which correspond to the previously listed 

functions are shown in Figure _. The bit positions are indicated 

by the Location within the GC instruction, on the left hand side of 
the name of the function. On the right hand side of the function is 
the value of the bit for octal coding purposes. At the bottom of each 
Value column is a box for indicating the sum of the circled values. 
These boxes are identical to the position of the octal digits in 
each of the fields of the GC source language instruction. 
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NOT USED 


V RESERVED 


8 PRi NT 




2 READ 


1 EXECUTE 




SELECT 
STACK 2 
AUX. READ 


SELECT 1 
STACK 1 
AUX. READ 



4 READ AUX. 4 


2 READ 2 

PUNCH READ 


READ CODE 1 
IMAGE PAPER 
TAPE OR 
CARD 


FIELD A CC = # 


LOCATION 


□ 


□ 


VALUE 


X END READ ON 4 
ALL BITS 


Y PAPER TAPE 2 

PUNCH ODD 
I PARITY 


8 PAPER TAPE 1 
PUNCH 
BLOCK 


VALUE 


4 PAPER TAPE 4 
READ 
BLOCK 


2 PAPER TAPE 2 
PUNCH CHAR 


1 PAPER TAPE 1 
READ CHAR 


□ 


LOCATION 


□ 


VALUE 


X NOT USED 4 


Y SKIP 4 2 


SKIP 2 1 


BITS 


4 SKIP 1 


2 SPACE 2 2 


1 END PRINT 
AT 90 




FIELD B CC = # 

□ 


□ 


□ 


□ 

LOCAT1 ON 

6 


LOCATK 

DN 7 

BITS 

VALUE 

BITS 

VALUE 

BITS 

VALUE 

BITS 

VALUE 

X NOT USED 

4 

4 BACK SPACE 

MAGNETIC 
TAPE 

4 

X NOT USED 

4 

4 PUNCH CLEAR 

4 

Y REWIND 

MAGNETIC 

TAPE 

2 

2 SET 

REQUEST TO 
TRANSMIT 

2 

Y PUNCH 

STACKER 
SELECTOR 

PT PUNCH EVEN 
PARITY 

2 

2 PUNCH TEST 

2 

8 SET ERASE 

FLIP FLOP 

r 

1 

1 RESERVED 

1 

8 PUNCH HOLD 

1 

"T punch code 

IMAGE PAPER 
TAPE OR 

CARD 

1 - 


FIELD C CC = # 


□ 


□ 




□ 


\<u 


FIGURE 


















































































4.13.3 


READ MAGNETIC TAPE 


'% _ ✓ 


MNEMONIC: RT MODE: DESCENDING LENGTH: 7 [A: NO 


1 LABEL 1 

OPERATION 


OPERAND 

i 


L _”_- OPERAS 

Pi 

2 ' 

3 

1_ 

5 

6 ^0 

in 

* 

FIELD A 

1 2 16 

T 

1 NC 

20 

in 

* 

F ! ELD B 
22 26 

+ 

INC 

2: 30 


FIELD C 

32 36 

+ 

INC 

3c 40 

.i—J 


RT. . . 


■ ■■ L J— i — i 


.i— i— 


AM . t „ 


_1—L 
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FUNCTION: Read forward, transfer descending from magnetic tape to 
memory beginning at 2M specified in Field B. Continue 
read and transfer until an inter-record gap is detected. 

NOTE: The Servo on which reading will occur is 
the Servo last set by a Set Condition 
(SC) instruct ion. 

Field B specifies the address of the MSL of an area of memory 

which is to receive the block of data from tape. Once initiated by 

the RT command, reading will continue until the inter-record gap, 

recorded on tape when it was written, is detected by the Servo. 

The area set aside should be at least as long as the longest block 

to be read into memory plus one location. 

NOTE: The information stored in memory will be the data 
read from tape plus an additional space code as 
the last character stored. 

Example 1 


Given: TPIN is the label of a DA declarative which 

established a 251 location area. The longest 
block of tape expected is 250 characters. 

Problem: Read a block of magnetic tape beginning at 
TPIN. 



LABEL 

OPERATION 


OPERAND 

1 


___ OPERAh 

ID 

2 . 



1 5 

6 '■O 

in 

* 

FIELD A 

1 2 16 

+ 

— : r; 

in F ! ELD B 
* 22 26 

+ 

INC 

2c 30 


FIELD C 

32 36 

+’ 

INC 

3c 40 

-J. i. i V- 
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The machine language instruction produced by the RT source 
language instruction will have the address of the MSL of the input 
area (TPIN) in locations 4 and 5. Locations 2, 3, 6, and 7 will 
be blank. 

+ TPIN will contain a space code if a 250 character block is 
read. 


NOTE: If the 4 bit position of location 3 contains 

a binary 1, reading is performed at high gain. 
This is specified by placing #0004 in Field A. 
If Field A is blank, reading occurs at normal 
gain. 





WRITE MAGNETIC TAPE 


MNEMONIC: WT MODE: DESCENDING LENGTH: 7 I A: NO 


LABEL 

PERA T 1 ON 


OPERAND 

1 


—_ . 0PERA1\ 

Pi 

2 , 



1 5 

'0 

ifl 

* 

FIELD A 

A 2 16 

+ 

INC 

*5 20 

IA 

* 

HELD B 
22 26 

+ 

INC 

2= 30 


FIELD C 

32 36 


INC 

3: 4C 




Lk . . 


. 1 


1M./AM 
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_1_f_ 


. ' } 

^-L 


FUNCTION: Write forward, transfer descending beginning at 
OP1-MSL specified in Field B until OPT-LSL 
specified in Field A has been transferred. 

Also, simultaneously transfer descending beginning 
at OPl-MSL to 0P2-MSL which is the same address as 
0P1-MSL . Transfer ends at the location of 0P2 which 
coincides with 0P1-LSL. The WT instruction continues 
until 0P2-LSL specified in Field C has been cycled. 
0P2-LSL must be 0P1-LSL plus 3. 


The 0P1-LSL must be two locations beyond the last data character 
to be written on tape. The characters in these two extra locations of 
0P1 are not written on tape and are not disturbed in memory. The 
contents of the 3 locations to the right of 0P1-LSL are not disturbed. 
Thus the five locations to the right of the location which contains 
the last data character to be recorded on tape are included in the 
machine function, but remain unchanged by the function. 


Example 1 

Given: TPOUT is the label of a DA declarative which 
established a 400 location area. 

Problem: Write a block of magnetic tape from TPOUT. 


LABEL 

1 5 

OPERATION 

OPERAND 1 

OPERANT 

L_2_ 


6 10 

ft FIELD A + 1 NC 
*V2 16 “ 20 

IP FIELD B + INC 1 
* 22 26 " 23 30 

FIELD C + 
32 36 - 

INC 

33 40 


Let. . . 1 4iT.V.OU * ^ 1 1 T?.0M3 —i_L emid 


C 

i*4 




Consideration need not be given to the contents of the five 
locations to the right of the LSL of TPOUT, since they are not 
changed by this instruction. 

NOTE: The Servo on which writing will occur is the Servo 
last set by a Set Condition (SC) instruction. 

A Servo must be set by an SC instruction before the first 
magnetic tape operation is given. Console Clear leaves no Servo 
set. 





4.1 3.5 RECEIVE DATA LINE 


MNEMONIC: RD MODE: DESCENDING LENGTH: 7 I A: NO 


LABEL 

OPERATION 


OPERAND 

1 


__■ OPERAh 

Pi 

_2_, 


1 5 

6 “'0 

in 

* 

FIELD A 

1 2 16 

"+ 

'NO 

*r 20 

Ifl F ( ELD B 
* 22 26 

+ 

INC 

2- 30 


FIELD C 

32 36 

♦ 

INC 

3c 40 

_1 q-i i. 

R3X . . 
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FUNCTION: Receive from the Data Line. Store descending beginning at 
OP 2-MSL specified in Field B, continuing until OP 2-LSL 
specified in Field C has been filled. The last two 
characters stored in OP 2 will be the End of Message 
character and the Longitudinal Parity Character. The 
preceding characters will be the Data characters. 

OP 2-MSL is automatically used as OP 1-MSL. Field A which specifies 

OP 1-LSL should contain the same address as Field B. Thus OP 1 becomes 

a one character location. There must be an OP 1 in an RD function for 

control purposes. Blank addressing should not be used in Field C. 

Example 1 

Given: RDIN is the label of aj^declarative which established 
an 82 location area. 


Problem: Receive the contents of the card transmitted. 


LABEL 

OPERATION 


OPERAND 

1 

- 1 - 


OPERAND 

2 . 



1 5 

6 10 

in 

* 

FIELD A 
^2 16 

+ 

'NC linl F*ELD B 
*c 20j*|22 26 

+ 

INC 

2c 30 


FIELD C 

32 36 

— 

+ 

INC 

36 40 

-1.*1 1 .. 

1Q> .. 
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The contents of the transmitted card will be stored in RDIN through 
RDIN + 79. .RDIN + 80 will contain EOM. RDIN + 81 (-fRDIN) will contain 
the LPC. 
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4.13.4 SEND DATA LINE 


MNEMONIC: SD MODE: DESCENDING LENGTH: 7 I A: NO 


LABEL 

OPERATION 

mm 

OPERAND 

1 


L _ _ QPERAIi 

Pi 

2 , 



1 5 

6 . ^0 

m 

* 

FIELD A 
'2 16 

+ 

'NO 
*r 20 

* 

FIELD B 
22 26 

+ 

INC 

26 30 


FIELD C 

32 36 

+ 

INC 

3c 40 
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1L . . 
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FUNCTION: Send via the Data Line. Transfer descending to the D4ta Line, 
the information beginning at the MSL of OP T specified in 
Field B, continuing until the LSL of OP 1 specified in Field 
A has been transferred to the Data Line. Simultaneously 
transfer descending, the same information to OP 2. The OP 1- 
MSL is used as the OP 2-MSL. OP 2-LSL specified in Field C 
must be the same as OP 1-LSL specified in Field A. Blank 
addressing should not be used. 


The information to be transferred from memory to the Data Line consists 


of Transmission Control Characters, and the data; in the following format: 

o 

CL 

o 

MSL to OP 1, MSL + 3 

Four synchronizing characters 

OP 1, 

MSL + 4 

Space code 

OP 1, 

MSL + 5 to n 

Data 

OP 1, 

LSL - 3 

Turn off Request to Transmit—right hand * v 

parenthesis CM 

OP 1, 

LSL - 2 

End of Message Code 

OP 1, LSL - 1 and OP 1, LSL 

Example 1 

Space codes 


Problem: Transmit the contents of a card. 


LABEL 

OPERATION 

OPERAND 

1 





OPERAND 

_2_ 


1 5 

6 10 

; 

FIELD A 
"2 16 

3 

<NC 
*3 20 

3 

F'ELD B 
22 26 

+ 

INC 

26 30 


FIELD C 

32 36 

♦ 

L 

INC 

3c 40 
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■ 

n■ 

R 

m 

1 
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HI 


11 11 


HI 

% if apH 

a 

■ 


1 

HI 

r 

-»-»- * * 


HI 


- 1 » A A 


HI 


IftSHI 

■ 


C 

S,S|S 

p 

J-*-1-1— 


in 


• 1 A 1 


HI 



F 

—>— 

r- 


i 



HI 


lift! 


HI 

IS 


1 

mm 

1 

HI 

i 



HI 


_1_1_1 * 1 


HI 

S 1 1 i 1 


1 


1 

HI 

i 



HI 

1 


f 

HI 

II .1 

etih 

1 


■ 

HI 

i 

in 

HI 

1 

wm 

■ 

HI 


■LI... i | 

m 








Solution: 


The DC and DA declaratives allocate a message area of 
storage which contains tt^ 5 constant preamble (PREAM), 
the data (DATA), and the Inconstant trailer* These are 
allocated in reverse sequence to the order assembled* 

The TD transfers the card data from Read Input storage to the 
data portion of the message area* The GC sets Request to 
Transmit* The SD does the sending. 
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4.13*7 RECEIVE INTERFACE 

MNEMONIC: RF MODE: LENGTH: 7 I A: NO 


LABEL 

OPERATION 


OPERAND 

-1 




OPERA!) 

L 

2 



1 5 

6 ^0 

* 

FIELD A 

1 2 16 

+ 

inc in 

'-2D * 

F ! ELD B 
22 26 

+ 

INC 

2“ 30 


FIELD C 

32 36 


INC 

3: 40 

— Ul-I, 1 

HF, . . 


CC . . 



M-4 -J-^l- 


_i_J_ 
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FUNCTION: Receive data from the Unit selected by bits in CC 
specified in Field A, and store in the area whose 
MSL is specified in Field B, and LSL is specified 
in Field C. 


The address specified in Field B becomes OP1-MSL and OP2-MSL, 
and the address specified in Field C becomes 0P1-LSL and OP2-LSL 
during the RF function. The M address occupies locations 4 and 5, 
and the L address occupies location 6 and 7. 

The bit positions of CC appear in locations 2 and 3 and are 
used to indicate Unit Number, Input Control, and Output Control. 
Octal coding is used to specify the bit pattern of CC. The num¬ 
ber sign (#) followed by four octal digits is required to specify 
octal coding. 


The bit positions of CC and corresponding Unit Number and 
Input/Output Control are as follows: 


Location 2 


Location 3 


X not used 
Y Output Control 3 
8 Output Control 2 

4 Output Control 1 
2 Unit 4 
1 Unit 3 


X not used 
Y Input Control 3 
8 Input Control 2 

4 Input Control 1 
2 Unit 2 
1 Unit 1 





Example 1 


Problem: Receive an 80 column record from Unit 1 
through Input Control 1 and store in an 
80 location area labelled INI. 


LABEL 

OPERATION 

: 

OPERAND 

i 



n 

in 

2 , 



1 5 

6 ^0 

ym 


B 

•NC M F'ELD B 
.20 * 22 26 

B 

INC 

2: 30 

1 

FIELD C 

32 36 

B 

INC 

3c 40 

-L—4-JL--1 

n 
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i 
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in 

i 


l 
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Solut ion: #0005 is octal for 000 000 000 101, which selects 
Unit 1 and Input Control 1. 
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4.l3.g SEND INTERFACE 


MNEMONIC: SF MODE: LENGTH: 7 I A: NO 


LABEL 

Operation 


OPERAND 

1 

-1- 


OPERAF 

ID 

2 ..... 

-1 

1 5 

o 

n 

* 

FIELD A 

1 2 16 

+ 

' NC jlfll F 'ELD B 
*3 20|*|22 26 

+ 

INC 

2: 30 


FIELD C 

32 36 

♦ 

INC 

3c 40 

- 1 1 L, 

Bf.., 


C&-X. 


. i 1 M, 


_l_L 


t _i_i_i_ 


_4_L 


FUNCTION: Send data to the Unit Selected by bits in CC specified 
in Field A; from the area whose MSL is specified in 
Field B, and LSL is specified in Field C. 

The address specified in Field B becomes the OP 1-MSL and 
OP 2-MSLj and the address specified in Field C becomes the 
OP 1-LSL and OP 2-LSL during the SF function. The M address 
occupies locations 4 and 5, and the L address occupies locations 
6 and 7. 

The bit positions of CC appear in locations 2 and 3 and are 
used to indicate Unit Number, Input Control, and Output Control. 
Octal coding is used to specify the bit pattern of CC. The number 
sign (#) followed by four octal digits is required to specify octal 
coding. 

The bit positions of CC and corresponding Unit Number and 
Input/Output Control are listed in the section on Receive Interface 
(Section 4.13.5). 
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Example 1 


Problem: Send to Unit 2 through Output Control 1 
the information stored in a 160 location 
area labelled 0U2. 


1 LABEL 1 

an 

r 

OPERAND 

1 



OPERAND 

2 _ . 


HH 

■ 1 mM 

6 ^0 

r- 

a 

IB 

B 

•NC Ifl FIELD B 

‘r 20 * 22 26 

B 

HU 

1 

FIELD C 

32 36 

B 

n 



i 


i 

mimm 

i 

m 

i 


i 
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Solution: #0402 is octal for 000 100 000 010 which selects 
Unit 2 and Output Control 1 . 





y 


f s 











